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Sold through leading Industrial Distributors everywhere, we sug- 
gest that you look to the distributor nearest you for all your Rock- 
well Power Tool needs, just as Rockwell does at all of its plant 
locations. You can depend on your local Industrial Distributor to 
provide you with: 

i His years of experience and 
technical know-how have equipped him to give you expert advice 
on your specific job problems. 


Because of his knowledge of local 
markets, he stocks the products you need and delivers your orders 
quickly. 

0 He is in constant 
touch with manufacturers who supply him with information on 
new products and developments. 


One source ordering sim- 
plifies purchasing procedure and reduces your accounting costs. 


The many important new products in this catalog have been de- 
signed, engineered and manufactured under the Rockwell label 
inasmuch as they represent a new level of high quality in portable 
electric tools. 

The many fine tools, formerly manufactured under the time- 
honored names of Porter-Cable and Speedmatic, are also included 
in the new Rockwell line since they, too, are synonymous with 
quality. 

The Rockwell policy of “quality first” is your guarantee, that 
when you buy Rockwell—you buy the best! 


Rockwell is proud of the quality of the power tools which it sells. The 
component parts of our tools are inspected at various stages of pro- 
duction, and each finished tool is subjected to a final inspection before 
it is placed in its specially designed carton to await shipment. Because 
of our confidence in our engineered quality, Rockwell agrees to repair 
or replace any part or parts of Rockwell Power Tools or Rockwell 
Power Tool Accessories which examination proves to be defective in 
workmanship or material. In order to take advantage of this guar- 
antee, the complete portable power tool or accessory, or in the case 
of machinery, the part must be returned prepaid to the appropriate 
factory, Rockwell service center, or authorized service station for 
examination. This guarantee, of course, does not include repair or 
replacement required because of misuse, abuse, or normal wear and 
tear. Repairs made by other than our factory, service center, or 
authorized service station, relieves Rockwell of further liability under 
this guarantee. THIS GUARANTEE IS MADE EXPRESSLY IN PLACE 
OF ALL OTHER GUARANTEES OR WARRANTIES, EXPRESS OR 
IMPLIED, WITH RESPECT TO QUALITY, MERCHANTABILITY, OR 
FITNESS FOR A PARTICULAR PURPOSE. 


The right is reserved to make changes in design or equipment of any item, without 
incurring any obligation to install these on machines previously sold, and to dis- 
continue models of machines, motors or accessories at any time without notice. 


CIRCULAR SAWS SECTION A 
8” = 844" = 10%" = 12” Heavy Duty Speedmatic Saws. . Al 


63%,” = 7%" = Heavy Duty Worm Drive Saws......... A2 
634" 9 7%" 2 8%" 9 10%” Builders’ Saws........... A3 
634” = 7%” Heavy Duty Saws w/Safetymatic Brake... A4 
BAYONET SAWS SECTION B 
Heavy: DUTVIBAVONCU SAW? va cst awe bowed mes. aoe Bl 
Standard: Bayonet Saws=. «ci on ase cadeaeanceteus B2 
ALL-PURPOSE SAWS (Tiger Saw) SECTION C 
PORTABLE BAND SAWS (Porta-Band Saws) SECTION D 
BELT SANDERS SECTION E 
3” x 24” to 4” x 27” Heavy Duty Belt Sanders........ El 
3” x 21” to 4” x 24” Standard Belt Sanders........... E2 
Contour Sander (Flexander).....................0405 E3 
FINISHING SANDERS SECTION F 
All Purpose Sander (Speed-Bloc).................... Fl 
High Speed; All Purpose 
and Dustless Finishing Sanders................... F2 
DISC SANDERS, HORIZONTAL AND 
ANGLE GRINDERS SECTION G 
7” and 9” Heavy Duty, Extra Heavy Duty 
Disc Sanders and Grinders; Horizontal Grinder...... Gl 
Heavy Duty 7” Disc Sander; Heavy Duty 7” Polisher ...G2 
Power Paint REMOVEh sd 5 icin Acc eat tee G3 
Ghipper/Cleanehs.- tox 8 chet. ca. peke aa ee eee G4 
DRILLS SECTION H 
Portable Magnetic Drill Presses..................... H1 
Extra HeaVycDutvaDMlisc. Stee ois cat Se a cue H2 
beh sagan ya) DR ISe 3 cutee esiet o-esmoael aor Senate et H3 
Fastener Drill (Combination Screwdriver and Drill)... .H4 
SCREWDRIVERS SECTION J 
#10, #12 and #18 Capacity Screwdrivers............. Jl 
Depth Setting Screwdrivers (Heavy Duty 
Drywall Screwdrivers and Fastener Driver)......... J2 
#10 Capacity Standard Screwdrivers........ i ee J3 
IMPACT WRENCHES SECTION K 
Y)" Square Drive—Electric......................... Kl 
16” SquaTe DIIVE All Sit oc oe fads baka oho ens K2 
HAMMER DRILLS, BREAKERS 
AND HAMMERS SECTION L 
Hammer DU Senet: nt 2 dit shes dated os wee nee Ll 
Demolition Hammer and Rotary Hammer............. L2 
Hammer Accessories (For Discontinued Models)....... L2 
BECAK Clipe sc felc Sas On eee JiR ee erat L3 
ROUTERS SECTION M 
2% HP and 1% HP Heavy Duty Routers............. M1 
1% HP to % HP Standard Routers................. M2 
BAMnate UPIMINGNS ih ac os Seta nor bckonchc wae eeaaiaee M3 
Bits, Cutters, Accessories and Attachments........... M4 
PLANES SECTION N 
Combination (Versa-Plane)...................0.00- N1 
Porta-Plane and Plane Attachments................. N2 
Power Block Planes. .<.tcac sa teat eos tare oem es N3 
BENCH GRINDERS SECTION O 
NAILER (Porta-Nailer) SECTION P 
GREEN LINE TOOLS 
(Home Shop and Garden Tools) SECTION Q 
GENERAL ACCESSORIES 
(Cords and Lubricants) SECTION R 


All motors are Universal Type for 115 volt, 25-60 cycle, 
AC-DC operation unless otherwise specified. Many models 
are available for 230 volt operation. See your Rockwell 
Distributor for information or write Rockwell Manufac- 
turing Company directly. 


ROCKWELL TOOLS BEARING MONOGRAMS 
OF UNDERWRITER’S LABORATORIES, INCORPORATED 
OR CANADIAN STANDARDS ASSOCIATION 
ARE LISTED BY THEIR LABORATORIES FOR USE. 


INDEX 


To assist you in ordering particular machines, accessories, motors and controls, when the Catalog Number of the 
item is known, please refer to the Section and Page Numbers as indicated below: 
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10DT M4 7 he Tk Fos 82 513 M4 8 766 H3 4 10467 20. £3 
10K89 Al 3 140-8 M4 3 514D M1 2 768 H3 4 15900 Br 3 
11DT M4 7 140-17 M4 7 528B Al 3 768R H3 «4 15901 H1 3 
12DT M4 7 149YX Rl 2 528BK Al 3 770A J2 3 15902 H1 3 
15CG M4 7 150 M2 2 528-16 Al 3 770A-25 J2 3 15903 H1 3 
15YMS D1 3 150M M2 2 532S M4 6 771 Jl 3 15905 H1 3 
16YMS D1 3 150P N2 2 532-99 M4 6 771-5 Jl 3 15906 H1 3 
17K12 Al 3 150S M4 6 536 M1 2 771-10 Jl 3 15907 H1 3 
17PL N2 2 150DK M4 8 537 M1 2 771-17 Jl 3 15908 H1 3 
17YMS D133 150-307 M4 6 537M Ml 2 771R J 3 15910 H1 3 

150-308Y M4 6 542 Al 3 771R-5 DIS 2S 15912 Hl 3 
18YMS D1 3 150-99 M4 6 547 01 > 
21RC G5 2 153 E2 ] 771R-10 B S) 23299 Bl 2 
22PL N20 2 153K75. Als 3 547-2 Ole 2 TARA Ji 3 23401 A2 2 
23YD6 G3 2 154 Ql 4 547-3 O1 2 772 J2 3 23444 N2 2 
25CG M4 7 154YX RI 1 548 Bloe -2 7728 32 38 23499 A2 2 
25RC G5 2 156 Ql 4 548K Bl 2 774 H3 3 23543 AS Soke 
25YK75 = Al 3 167A N3 2 549 01 2 774-5 H3 3 23640 F1 3 
27YD6 Gs - 42 167AK N3 2 549-3 O1 2 774-7 H3 3 23641 Fl 3 
30YMS Die) Ss 174 H3. 3 558 Ol 2 774-10 H3 3 
31YD6 aa 304 Gx Nie 558-3 Ol. 2 774-25 Han 3 23642 El 3 
31YMS D1 3 | 304PR G3 2 564 E2 3 774-35 H3 3 23643 El 3 
are = . 305 G3 > 566 01 2 774-50 H3 3 23644 El 3 
34YD6 G3 2 567 AQ 2 i ibaa. Peep at 
a Oi FA 310 M3 3 a ac : 776-5 Ha0°.3 23646 El 3 

310M M3 3 776-7 H3 3 23650 El 3 
35YX RI 1 311 M3 3 592 AZ 3 778R 23651 El .3 
35Y0S4 F2 2 592K As = 3 a : 

312 M3 3 778R-20 Jl 3 23652 El 3 
36 Brat 315 AZ 3 596A Aas = 5 2 779 i 3 23653 El 3 
36Y0S4 F2 2 596AK A4 2 

315K A3 3 779-5 Jl 3 23654 ET 3 
38YD6 G32 330A Fl 2 597A A422 779-10 1 3 
Sarna - 336 Eo | 597AK Ast 779-17 1 3 23655 El 3 
40 Ql 4 337 E243 ro 12 3 779R == 13 BaGne ays 
40YD6 G3e 42 346 AZ 3 wets 799R-5 jl 3 Sache er 3 
45 Ql) 4 346K A338 vod ere TRORAO IL 3 23667 e118 
51YX R1 1 609 L3 2 799R-17. J 3 

348 Bo 2 610 ie 3 23668 El 3 

348K B2 2 780 Gl 2 23670 BiG es 
56YD6 G2 610K ll 2 780-5 Gin. 33 23673 El 3 
59YD6 G3 2 | 350 M2 2 612 Ly 2 780-6 Gl 2 23680 El 3 
60 Ql 3 350M M2 2 612K Ll 2 785 Gl 3 | 23681 1 
ahs 353 H4 2 om KL (2 785-5 Gl 3 E S 

354 H4 2 1 2 790 Gl 2 368. 
61K Ql 2 358 H3 3 653 N1 2 790-5 Gl 2 poor FH i 
ia si : 358R H3 3 653CK N1 2 790-8 G1 2 23856 El 3 
ein Mono ie eS 653C N12 795 Gi 3 oe El 3 
64M M2 2 361 E2 =| 677 oy | 3 795-5 Gl 3 2 859 El 3 
64S OL 3 364 M3. 4 677K Cl 3 795-8 Gley -3 3860 El 3 
65YD6 G3 2 366 H2 3 677-2 Cl 3 2064 M2 2 23861 El 3 
65 13 368 AS -3 677-2K Cl 3 2065 Qi 3 23862 El 3 
67YD6 G3 2 368K AS. 8 724 DI 2 2211X Rl 1 zones ieee 

371 ii iienes 724K Din yee 2498X Ate yes 23864 El 3 
690S4 F2 2 371R Jl 3 725 D1 2 2569X Rl uf 23868 El 3 
70 Ql 2 374 H3 3 725K D1 2 5011B M4 7 23869 =F s 
7OYD6 G3 2 378 Ha 0 4 726 D1 2 5011-511 M4 7 23870 eI 3 
73 gels sac ea 726K = ol an Mee hee 

N 

74 Ql 2 379 Jl 3 727 G5 2 5019 R1 1 ae - S 
75 Qiy-a'3 379R jt 730 Mer oe 5021 Bl 2 23874 + Ma 
75K Ol = 5 384 H3 3 730-2 H2 2 5022 M3 3 23875 : 
75YX El 3 384R H3 3 730-6 H2 2 5023 M4 7 238 = = 
76YX Ets 386 H3 3 co ee 5023-8 M4 5 ue Bae 

386R H3 3 5008 M4 7 
79 Ql 2 400A Pl 2 732-2 H2 2 5031 M3 3 aa oH 
79K Ql 3 420 K2 v4 732-6 H2 2 5032 D1 3 23932 G42 
79YX El 3 420-2 K2 2 732-12 H2 = 23943 F2 2 
90 Ql 3 425 Kl 2 734 H2 « 2 5034 N2 2 23944 Ses 
91 Ql 3 440 E3 2 734-4 H2 2 5037-29 M4 7 23945 F2 2 
100 M2 2 734-6 H2* -2 5037K M4 7 23946 oles 
100M M2 2 | 470 G2). 2 734-12 H2 2 5039 N1 2 23947 4G 
100P N22 471 G2 2 754 He 3 5041 G2 ee aie 
100DK M4 8 500 El 3 755 Ha. 13 5043 Ml 2 pete ae ae 
103R Ql 4 503 El 2 756 H3 3 5056A M4 6 23950 Z 
106B poy is 505 F2--2 758 HS) 3 5078 H3 ova ee 
126 N2 2 508 Al 3 758R H3 3 5518 M4 7 24152 Bl 2 
126CK N2 2 508K Al 3 758RK H3 3 9358 H3 3 24153 Bl 2 
126K N2 2 510 Al 3 760 Gl 3 10435 27 33 24154 Bl 2 

' 
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24155 Bl 2 25214 El 3 26519 L2 4 39003 L2 4 44831 Jl 4 
24156 Bl 2 25215 El 3 26520 L2 4 39004 L2 4 44832 Ji 4 
24157 Bl 2 25216 El 3 26521 L2 4 39005 L2 4 44833 Jl 4 
24158 Bl 2 25217 El 3 26523 L2 4 39006 L2 4 44835 Jl 4 
24159 Bl 2 25218 El 3 26528 L2 5 39007 L2 4 44836 Jl 4 
24160 Bl 2 25219 El 3 26529 L2 4 39008 L2 4 44852 Ll 2 
24161 Bl 2 25223 El 3 26531 L2 4 39109 N2 2 44858 M4 5 
24162 Bl 2 25224 El 3 26532 L2 4 39120 M1 2 44911 D1 3 
24163 Bl 2 25225 El 3 26534 LA A 39152 M4 5 44935 Ll eS 
24560 N2 2 25226 El 3 26536 L2 4 39217 N3 2 44936 L1 2 
24770 A2 2 25227 El 3 26537 L2 4 39676 Al 3 44937 Ll 2 
25101 El 3 25228 El 3 26548 L2 5 39695 Al 3 44938 Ll 2 
25102 El 3 25229 El 3 26549 L2 5 39753 F2 2 44940 L1 2 
25103 El 3 25230 El 3 26560 L2 5 39754 F2 2 
25104 El 3 25231 El 3 26561 L2 5 39755 F2 2 44941 Ll 2 
25105 El 3 25234 El 3 26562 L2 5 44943 L1 2 
39756 F2 2 44944 1 2 
25106 El 3 25235 El 3 26563 L2 5 39757 F2 2 44945 L1 2 
25107 El 3 25236 El 3 26564 L2 5 39758 F2 2 44946 L1 2 
25111 El 3 25237 El 3 26565 L2 5 39759 F2 2 45101 M4 8 
25112 El 3 25238 El 3 26566 L2 5 39760 F2 2 45128 G5 2 
25113 El 3 25239 El 3 26567 L2 5 39782 L3 2 45273 D1 3 
25114 El 3 25240 El 3 26569 L2 5 39784 L3 2 45275 D1 3 
25115 El 3 25241 El 3 26570 L2 5 39844 L3 2 45277 D1 3 
25116 El 3 25393 Ol 2 26572 L2 5 39968 L3 2 45571 R1 1 
25117 El 3 25394 Ol 2 26574 L2 5 39969 L3 2 45908 L2 4 
25118 El 3 25395 Ol 2 26575 L2 5 45920 L2 5 
45921 L2 5 
25119 El) «3 25396 ol 2 26586 Eo) 416 pane :; : 45922 ba) 25 
25123 Ei 3 25397 ol 2 26587 Lo 5 40076 Pl 2 45923 a) 
25124 Ble 25398 ol 2 26590 L2 6 40077 Pl 2 45924 L205 
25125 Eid) 13 25399 ol 2 26591 Eat ot 40078 Pl 2 45925 Ee 25 
25126 EL; <3 25400 ol 2 26592 ie 5 40158 Pl 2 45926 Bi 5 
25127 | 25401 Ol 2 26594 L255 41137 Gl 4 45927 2 35 
25128 El 53 25402 Ol 2 26595 yet 6 41138 Gio 45928 E215 
25129 Eva ss 25403 ol 2 26599 2. * 46 41139 Gin Ak 
25133 El 3 25404 ol 2 26600 L2 5 41172 D1 3 45931 L2 a 
25134 El 3 25475 M4 5 26603 L2 5 41173 D1 3 45932 2 4 
45933 L2 5 
25135 Et! 63 25481 M4 5 26604 12 5 cine “a 46285 on 2 
25136 El 3 25581 ol 2 26605 L2 5 41472 Gl 4 46460 N3 2 
25137 El 3 25582 Ol 2 26606 L2 6 41473 Gl A 46623 Ql 5 
25138 El 3 25583 Ol 2 26607 L2 6 42277 Bl 2 46893 Fl 2 
25139 El 3 25584 Ol 2 26608 L2 6 42315 Gl 4 46894 Fl 2 
25140 El 3 25585 ol 2 26623 L2 6 42331 G3 2 46895 Fl 2 
25141 El 3 25586 ol 2 26624 L2 6 | 42334 G3 5 46896 Fl 2 
25144 El 3 25587 Ol 2 26625 L2 6 | 42335 = 
25145 El 3 25588 ol 2 26630 L2 6 S 46897 Fl 2 
25146 El 3 25621 M4. 5 26631 1a 86 42336 G3 2 46898 Fi 2 
42352 G2 46899 Fl 2 
25147 El 3 25625 M4 5 26632 ie) 6 42385 “acl UA AS 46900 Fie 
25148 El 3 25629 M4 5 26633 Ea iG ce ee: 46902 N32 
25149 El 3 25643 M4 6 26635 L245 42415 12-6 47127 E30° 2 
25150 El 3 25646 M4 6 26662 [2.i4°6 pena Wee as 47128 £37.38 
25151 cL 3 25653 M4 5 26680 LZ 6 42977 A2 2 47696 Fl4 +2 
25153 El 3 25656 M4 5 26702 25015 43000 M2 2 47699 Fire 2 
25154 Et, © 3 25675 Gl 4 26720 Lo 5, $3001 Mee 48972 Lass 
25155 El 3 25676 Gl 4 26721 L2 5 43067 3 3 
25156 El 3 25677 Gl 4 26722 L2 6 A 48973 L2 5 
25157 El 3 25696 G1 4 43130 A3 3 48974 L2 5 
26723 L2 5 44320 Jl 53 48975 “2.5 
25158 El 3 25698 Gl 4 26724 2 te 44323 Jl 4 48976 E207 Fa 
25159 El 0-3 25700 Gly 4 26725 (2 ONS 44326 Jl 4 49401 E3 hy 72 
25163 El 3 25707 Gl 4 26726 L2 5 44417 J1 4 49402 £3 2 
25164 El 3 25708 Gl 4 26730 L2 5 44418 Jl 4 49403 53 2 
25165 El 3 25709 Gl 4 26732 L2 5 44419 Jl fi 49455 A3 3 
25166 El 3 25741 M4 5 26747 L2 6 44420 Jl ie 49460 Al 3 
25167 El 3 25742 M4 6 26749 L2 6 44421 Jl 4 49526 B2 2 
25168 El 3 25747 R1 1 26762 L2 6 44422 Jl 4 49566 N1 2 
25169 El 3 25939 Gl 4 26767 L2 6 44423 J1 4 49567 N1 2 
25170 El 3 25940 Gl 4 44424 Jl 4 49576 Ql 5 
26770 L2 6 44425 J1 4 49735 O1 2 
25171 El 3 25953 M4 5 26771 L2 6 44426 J1 4 49763 Cl 4 
25174 El 3 25957 M4 5 26772 L2 6 44427 Jl 4 49764 cl 4 
25175 El 3 26115 L2 6 26793 Ml 2 44428 Jl 4 49765 Cl 4 
25176 ED 3 26132 Bl 2 27000 L2 6 44429 ay 4 49766 cl 4 
25177 El 3 26305 L3 2 27001 L2 6 44431 Jl 4 49767 Cl 4 
25178 El 3 26306 L3 2 27002 L2 6 44657 A3 3 49768 cl 4 
25179 El 3 26310 L3 2 27003 L2 6 44808 Ji 4 49769 Cl 4 
25180 El 3 26311 L3 2 | 27006 L2 5 44809 Jl 4 49770 Cl 4 
25181 El 3 26315 L3 2 27007 L2 5 | 49771 Cl 4 
25183 El 3 26316 L3 2 | 44810 Ji 4 
27008 L2 5 44811 Jt 4 49772 Cl 4 
25184 El 3 26317 L3 2 27009 L2 6 44812 Jl 4 49773 Cl 4 
25185 El 3 26318 L3 2 27020 L2 6 44813 Jl 4 49774 Cr 4 
25186 El 3 26319 L3 2 27021 L2 6 44814 Jl 4 49775 Cl 4 
25187 El 3 26320 L3 2 27022 L2 6 44815 J1 4 49776 Cl 4 
25188 El 3 26505 L2 4 27023 L2 6 44816 Jl 4 49777 Cl 4 
25189 El 3 26507 L2 4 27024 L2 6 44817 Jl 4 49778 Cl 4 
25193 El 3 26508 L2 4 27025 L2 6 44818 tp 4 49779 Cl 4 
25194 El 3 26510 L2 4 27030 L2 6 44819 Jl 4 49780 Cl 4 
25195 Ei 3 26511 L2 4 27176 D1 3 44820 Jl 4 49781 cl 4 
25196 El 3 26512 L2 4 44821 Jl 4 49782 Cl 4 
25197 El 3 26513 L2 4 | 27282 M2 2 44822 Jl 4 49783 Cl 4 
27578 L2 6 44823 Jl 4 49784 Cl 4 
25198 El 3 26514 L2 4 27846 N2 2 44825 J1 4 49785 Cl 4 
25199 El 3 26515 L2 4 38398 Ol 2 44826 Jl 4 49786 cl 4 
25200 El 3 26516 L2 4 38399 ol 2 44827 Jl 4 49787 Cl 4 
25201 El 3 26517 L2 4 38400 o1 2 44828 J1 4 49844 Cl 4 
25213 El 3 26518 L2 4 38990 M4 5 44830 Jl 4 49929 Bl 2 
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50006 Ql 5 56507 5 AS520 1 BB402 2 PP408C 4 
50009 Ql 5 56508 Ql 5 AS520C M4 4 BB403 M4 2 PP408J M4 2 
50011 Ql 5 56510 Ql 5 AS522 M4 1 BB404 M4 2 PP612C M4 4 
50014 Ql 5 57091 H1 3 AS524 M4 | BB405 M4 2 PP812 M4 2 
50501 H3 4 57092 H1 3 AS524C M4 4 BB406 M4 2 PP812C M4 4 
49566 Nl = 57350 J2 3 AS526 M4 1 BC604 M4 6 PR47Y M2 2 
49735 O1 2 57432 Kl 2 AS528 M4 1 BC606 M4 6 PR82Y M4 6 
50017 Ql 5 57488 J2 3 AS530 M4 1 BC608 M4 6 PR100 M4 6 
50019 Ql 5 57690 R1 1 BC612 M4 6 PR101 M4 6 
50021 Qtr 's 57691 RT Pet AS53200 M41 
50023 Ql 5 57692 R1 1 AS532C M4 4 BG21 M4 7 PR102 M4 6 
50025 M4 6 57736 R1 1 AS534 M4 1 BL675C Al 4 PR103 M4 6 
50028 Ql 5 57775 G2 2 AS536 M4 1 BL750DC Al 4 PR104 M4 6 
AS538 M4 1 BPG13 N3 4 PR105 M4 6 
50047 Qr.6 58006 Hi 3 
50854 i1 4 BEO6E 35 s AS540 M4 1 BS4Y M4 6 PR139Y M4 7 
50855 J1 4 AS544 M4 1 c408c M4 4 PSD408 M4 1 
eee. eect & 4 2 PSD612. M4 
50856 Ji 4 58068 Kl 2 B91 M4 8 c408J M 
50857 i 4 e142 Fi : B92 M4 8 C4125 M4 2 PSU816 M4 1 
50858 Jl 4 Q B93 M4 8 C416) M4 2 scsi2c M4 5 
50928 Jl 4 58284 «124 ead aes ee Se Scsi6c M4 5 
50929 Jl 4 58285 Eee te B95 ma 8 C424 M4 2 SD408 M4 1 
50930 Jl 4 58286 2 4 B96 M4. 8 CA4065 M4. 2 sD810 M4 1 
52523 Gl 4 ae ies B97 M4 «8 cs524 M43 SLI M4 «6 
easy RL +h pa B103. M4” CS528 M43 SLIY M4 6 
52889 L2 4 e104 me . $532 Mé 3 SL2 M4 6 
52688 Gl 2 58290 L2 4 8105 ane r4 cs540 M4 3 SL504C) M4 5 
52711 R1 1 58291 L2 4 ais i ; 402 Any A SL505CJ M4 5 
53113 Ql 5 58292 L2 4 AoA Ree > D403 M4 6 SL506CJ M4 5 
53317 L2 4 58293 L2 4 B4504) M4 2 D404 M4 6 SL516CJ M4 5 
53454 Rt 1 D405A so M4~—s«CG 
53627 J2 3 58294 L2 4 B4503B Al 4 SP412 M4 6 
53649 [sa 4 58295 L2 4 B4503C Al 4 D406A M4 6 SP416 M4 6 
53676 Gl 4 58296 L2 4 B4503FT Al 4 D508 M4 6 SP420 M4 6 
58297 L2 4 B5875FT Al 4 D708 M4 6 SRB7Y M1 2 
53692 Gl 4 58298 L2 4 B6O05BL Al 4 D710 M4 6 SRB20Y M4 6 
53696 Gl 4 58299 L2 4 B6005C_ Al 4 D808 M4 6 SRB21Y M4 6 
53697 Gl 4 58300 L2 4 B6005CC Al 4 D810 M4 6 SRB33 M4 6 
53698 Gl 4 58301 L2 4 B6005CT Al 4 D812 M4 6 SRC7Y M1 2 
53699 Gl 4 58302 L2 4 B6005FB Al 4 D814 M4 6 SRC28Y M4 6 
53719 Gl 4 58441 J2 3 B6005GL Al 4 DS405 M4 6 SRC29Y M4 6 
53721 Gl 4 DT408J M4 2 
53790 Gis. 4 58517 Lath B6005P Al 4 ss408 M41 
58538 Ql 5 B6005R Al 4 DT416C M4 4 ST520 M4 2 
53792 Gl 4 
53820 Silane? 58840 Qlie 45 B6005RL Al 4 DT4165 M4 2 SHAOB MA hd 
58841 Ql 5 B6255C Al 4 E406 M4 2 SU610 M4 1 
53851 Gl 3 58842 Ql 5 B6255CC Al 4 E408J M4 2 SU612 M4 1 
53975 K2 2 60429 Gl 4 B6255P—s Al 4 E412J M4 2 UKC M4 7 
53977 K2 2 858939 M1 2 B6255R. Al 4 E416 M4 2 ULF M4 8 
53978 K2 2 503739 M4 7 B6375MC Al 4 ES408C M4 4 ULMYl1 M4 8 
53979 K2 2 B6505C Al 4 ES412C M4 4 UST Mi? 
A3 El 2 B6505CC Al 4 ES412P M4 6 v490 M4 2 
— = : ES416C M4 4 
poses Ree ree ae 2 B6505P Al 4 va90cy M45 
54053 E24 A404J M4 1 B6S0SR Al s4 ES508 Ma =a" vT408c M4 5 
54073 fo) 4 A4o6e0 M45 B6SOSTR Al 4 ES512 ManetS VTB408C M4 5 
Bsr02 aA ep akey a B6755C Al 4 ES516 M4 2 vTc408c M4 5 
A408C M4. 5 B7005BL Al 4 F408) M4 1 W505 M4 604 
peed : A408CD M4 5 B7005C Al 4 F412J M4 e basca M4 4 
54272 43 3 A408J M4 1 B7005CC Al 4 F416 M4 1 se er i 
54339 G1 4 A408LJ M4 1 B7005CT Al 4 FS408C M4 4 
B7005FT Al 4 FS412C M4 4 W510 M4 4 
Pa, aa ne B7005GL Al 4 FS412P M46 wsi2, M44 
54343 Gl 4 A408SJ M4 1 
54345 GE i 3 A410C M4 5 B7005P Al 4 FS416C M4 4 W514 MES ae 
54360 Glu 4 A410J M4 1 B7005R Al 4 FS504 M41 W516 Meo 
54408 goers A412) M41 B7005RL Al 4 FS508 = M4 1 W517 M4. 4 
54432 G2 2 A412L M41 B7255C Al 4 FS512 M4 1 W518 M44 
A412LC M4 ~] B7255CC Al 4 G13 M4 74 
54434 G3 2 A414J) M4 i B7255P—s Al 4 G408J M4 3 
BAsOS hE Gls 4 A416C = M45 B7255R Al 4 G412) M43 
peceem Gleer st A416) M41 B7255TR Al 4 G416 M43 
54578 J2 3 A418 M4 1 B7505C Al rt GHT24 M4 7 
54583 J2 3 B7505CC Al 4 GS508 M4 3 
54584 J2 3 A418C M4 5 Gs512 M4 3 
55216 M4 6 A420 M4 1 B7505P = Al 4 
55342 L2 4 A420C M4 5 B7505R_s Al 4 H424 M4 3 
55343 L2 4 A424 M4 1 B8005AP Al 4 H424C M4 4 
55344 L2 4 A812 M4 1 B8005C_—s Al 4 HB47Y M4 7 
55520 B2 2 A812C M4 5 B8005CC Al 4 HBS1Y M4 7 
55604 Gl 4 A816 M4 7 B8005CT Al 4 HB84C M4 4 
55605 Gl 4 A816C M4 5 B8005BL Al 4 HB85C M4 4 
A816L M4 1 B8005GL Al 4 HB86C M4 4 
55713 L2 4 A816LC M4 5 B8005P Al 4 HB93 M4 2 
55714 L2 4 A824 M4 1 B8005R Al 4 HB94 M4 2 
55715 L2 4 B8005RL Al 4 HS524 M4 3 
55716 L2 4 L408 M4 2 
55719 L244 oy = 4 B8005TR Al 4 
55720 L2 4 AB32 Ma 1 B8255C—s Al 4 L412J M4 Z 
55721 L2 4 AA402 Ma 3 B8255CC Al 4 LS412C M4 4 
55773 Gl 4 AA403 M4 3 B8255P —s Al 4 LS412CB M4 4 
55844 Bl 2 AASO4 M4 3 B8255R Al 4 LS512 M4 2 
55895 J2 3 6 es 3 B10256C Al 4 M604 M4 4 
55896 2073 AA405 B10256R Al 4 M606 M4 4 
AA4OG = M43 B12006C Al 4 M608 M4 4 
56066 Ql 5 AC504 M4 6 B12006P Al A M612 M4 4 
56067 Ql 5 AC506 M4 6 B12006R Al 4 M616 M4 4 
56068 Ql 5 AC508 M4 6 BAI M4 6 M624 M4 4 
56300 Ql 5 AC512 M4 6 M632 M4 4 
56301 Ql 5 AS516 M4 1 BA406J M4 2 NRA455J M4 2 
56506 Ql 5 AS516C =M4 4 BAAIL M4 6 NRA488 M4 2 


: ROCKWELL 


8” ° BL" © 10%" * 12" SPEEDMATIC 


| for use throughout Industry and the Construction Trades 


SS 
# : EACH WITH ALL OF 
a THE SPEEDMATIC SAFETY, 
CONVENIENCE AND 
FT re, % ~ PERFORMANCE FEATURES 
. > THAT HAVE MADE PORTER-CABLE 


FAMOUS AS MANUFACTURERS 
Jf 4 OF THE WORLD'S FINEST 
De fs PORTABLE POWER SAWS! 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL 8” = 84” = 10%4” AND 12” SPEEDMATIC SAWS 


SPEEDMATIC SAW FEATURES 


1. Comfortable Top-Handle Design—specially designed and 
located for greater operator control. Features trigger switch 
for instant on-off power control. 

2. Precision Ball Bearings—heavy-duty, oversize bearings 
THROUGHOUT; grease packed at factory for longer, 
trouble-free service. 

3. Heavy-Duty Base—for full support and greater stability 
on all cutting operations. 

4, High-Speed Steel Blade—designed and tensioned specifi- 
cally for the higher speeds of Rockwell Saws. 

5. Safety “No-Drag” Guard—featured on all models except 
508. Exclusive miter-lip on leading edge prevents jamming 
at start of any cut and eliminates “drag” during the cut. 
Positive action of new coil spring returns guard to starting 
position immediately after cut is completed. 

6. Sawdust Ejector—built into guard, directs nuisance saw- 
dust back and away from operator when sawing. 

7. External Gear Lubricator—keeps gear chamber well lubri- 
cated without having to dismantle saw. Simple twist of cup 
ring injects grease onto gear and pinion. 

8. Helical Gearing—precision machined and hardened for 
greater tooth strength, larger contact area, peak performance 
and longer life. 


9. Removable Pinion Gear—machined as a separate unit and 
not as a part of the armature shaft. Should the need arise, 
you only replace the gear and not the complete armature. 


10.Totally Failure-Protected Motor—cuts down-time and mini- 
mizes troublesome servicing problems. Armature windings 
feature a new scientifically developed high temperature 
coating and bonding unaffected by frequent, prolonged 
overload, harmful abrasives, moisture conditions or other 
causes of motor failure. All commutator-coil connections 
are welded making them stronger and more resistant to heat 
than conventional soldered leads. 

11. Compensated Pole Type Motors—extra windings coupled 
with a 16 pole field rather than a 2 pole field provide 
smoother drive, additional power and longer life. 


12. Precision Angle Segment—on most models is quick and 
easy to set for accurate bevel cutting from 0° to 45°. Weight 
of saw is held by heavy die castings at any depth or angle 
setting. 

13. Single Line Cutting—only one sighting line to follow on 
any cut—whether straight, angle or bevel. 


14. Auxiliary Front Blade Guard—covers front of blade for 
greater operator protection, especially during shallow depth 
cutting operations. 


15. Aluminum Alloy Housing—rugged and strong, yet light-in- 
weight for non-tiring use of saw over long periods of time. 


16. Complete Line of Accessories—including saw blades, 
abrasive wheels, rip guides and protractor gauges. Available 
for extra versatility, convenience and safety. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL 8” = 814” = 1044" AND 12” SPEEDMATIC SAWS 


Model 508—8” 
with 

Safety 

Swing 

Guard 


Model 510—1014,” 


ee 


Model 542—12” 


Four famous Speedmatics— 
the saws that have set the standards 
for the Industry! 


Each model—from the high speed 508: 8” with Safety 
Swing Guard, especially ideal for use with abrasive 
blades, to the rugged 542: 12”, with its big 434” cutting 
capacity—offers all of the Speedmatic safety conven- 
ience and performance features that have made Porter- 
Cable famous as manufacturers of the world’s finest 
portable power saws. 


8” AND 814” SAW KITS 


Includes Model 508 or 528B Saw, 
20K9 Rip Guide and 
Carrying Case 


(10K89 for 508; 528-16 for 528B). 
Model 508K—8” Saw Kit 
Model 528BK—814" Saw Kit 


CATALOG LISTING AND SPECIFICATIONS 


Model No. 508 528B 510 542 
SS 
Motor Amps 9 ul 13 15 
No Load Speed (RPM) | 7000 6300 5700 4800 
: 8” 8Y4” 10%” 12” 
Blade Diameter (B8005C) | (B8255C)| (B10256C) (B12006C) 
: 45° Qa" 21/6” 234” 35/5" 
Capacity 4 
90° 234” 2” 3%” 434” 
Bearings Ball Ball Ball Ball 
Length 12” 12” 144” 174” 
a a Net | 17 16 cae a 
ight (Lbs. 
oe sa) 20 7 | 8 


‘Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models —Basic Machine, Combination Saw Blade (%” 
diam. round hole for Models 508 and 528B; *4” diam. round 
hole for Models 510 and 542), 154YX Gear Lubricant, 3-Con- 
ductor Cord and Operating Manual. Model 508 also includes 
1786X Blade Wrench and 1740X Allen Wrench. Model 528B 
includes 1931X Blade Wrench and 2874X Jackshaft Wrench. 
Model 510 includes 1786X Blade Wrench, 20K9 Rip Guide 
and 39695 Carrying Case. Model 542 includes 24617 Blade 
Wrench, 17K12 Rip Guide and 39676 Carrying Case. 


ACCESSORY EQUIPMENT 


No. 2498X Arbor Adapter. Used to mount *4” round hole saw 
blades to °s” arbor saws. 


No. 30SB Solid Lock-Up Screw. For Model 528B. Converts 
Kickproof Clutch to Solid Blade Lock up. For use with 
abrasive blades. 


Carrying Cases—Constructed of heavy gauge steel with 
welded corners for added strength. 


No. 10K89. For Model 508; No. 528-16. For Model 528B 
No. 39676. For Model 542; No. 39695. For Model 510 


No. 25YK75 Protractor Gauge. For straight or angle cut-off 
work. Adjustable 75° r. or 1. 


No. 153K75 Cross-Cut Guide. For accurate 90° cross-cutting. 
Rip Guides—For fast, accurate ripping to uniform widths. 
No. 49460. For Models 528B, 510 and 508. 

No. 17K12. For Model 542. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL CIRCULAR SAW ACCESSORIES 


HIGH QUALITY ROCKWELL 
SAW BLADES FOR FAST, 
EFFICIENT CUTTING 


Available in a wide variety of types 
and arbor sizes (to fit most all make 
saws). Made of fine steel with prop- 
erly shaped and spaced teeth for fast, 
efficient cutting; tempered to the cor- 
rect degree of hardness to stay sharp 
longer. 


Thin Rim Blades—For Finish cutting of 
woods, especially plywood. 
NUMBER 


B6505TR.......... 
it ee 
BBOOSTR: .-2 366.5. 


HOLE, IN. 


Planer Blades—Used for obtaining ex- 
tremely smooth end grain cuts on cabi- 
net or trim work. 


NUMBER DIA. IN. HOLE, IN. 
6 % 
6% % 
6% % 
Z % 
7% % 
7% %e 
8 % 
8% % 
2 mA 


Combination Blades—For general rip- 
ping and cross-cutting. 


Carbide-Tipped Blades—Easily cuts 
“problem materials” such as Masonite, 
Formica, Asbestos, etc. 


NUMBER HOLE, IN. 


All-Purpose Blade—Special hardened 
steel teeth for difficult sawing condi- 
tions. Cross-cut or rip. 

NUMBER 
BS8OOS5AP........... 


T HOLE, IN. 


Rip Blades—Specially designed for fast 
ripping of all types of lumber. 


NUMBER DIA. IN. HOLE, IN. 
B6OO5R. 6 % 
B6255R. ae 6% % 
BG505R......3:.... 6% % 
B7OOSR, oc sccivcsas 7 % 
BTA sia :0054. 5% sie(e 7% Ye 
B7SOSR... ce ceeeries 7% Ys 
BSOOSR. 6... 66.60 8 % 
BS2ZSSR. . cc ccscecs 8% % 
B10O256R........... 10% % 
B12006R........... 12 % 


Abrasive Blades—“RL” used for com- 


BER . IN, LE, IN. ne ” 

— = a positions and non-ferrous metals; “GL 
Ba503C 4’, % used for stone and plastic; “BL” used 
B6005C 6 % Fon d 1 
B6255C 6% % or iron and steel. 
B6505C 6% % 
mevesc 6% % NUMBER DIA. IN. | HOLE, IN. 
B7005C rf ye B6O0O5RL 6 % 
B7255C 7% ¥ B6005GL 6 Ys 
B7505C 7%, Ya B6005BL 6 % 
B8005C 8 % B7OO5RL... vA % 
B8255C 8% % B7OO5GL... if % 
B10256C 10% ~ B7OO5BL... ts Ye 
B12006C 12 A B8OO5RL... 8 % 
BL675DC 6% diamond B80O05GL... 8 % 
BL750DC 7% diamond B8005BL 8 % 

@ ; 


Cross-Cut Blades—Ideal for fast, smooth 
cross-cutting. 


NUMBER 


B6005CC 
B6255CC. 
B6505CC. 
B7005CC. 
B7255CC... 
B7505CC... 
B80oscc. 
B8255CC 


Fine Tooth Blades—For plywood cutting. 


NUMBER 


B4503FT...... 
B4503B... 


Metal Cutting Blade—For cutting most 
light gauge metals; also Transite and 
Fiberglas. 


NUMBER 
B6375MC.......... 


HOLE, IN. 
% 


Flooring Blade—Especially ideal for siz- 
ing hardwood flooring. 


NUMBER 
BG6OOSFB........... 


HOLE, IN. 


No. 5019 50’ Extension Cord. 14-Gauge, 
3-Conductor. 


No. 25747 100’ Extension Cord. 16- 
Gauge, 3-Conductor. 


ROCKWELL 


6%" & 7/2" 


Lightweight and powerful—offering 

more power per pound than other 
comparable worm drive saws. | 
Designed and built to take the abuse 
of tough construction jobs that 
ordinary saws cannot withstand. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL 6%” AND 712” WORM DRIVE SAWS 


CHECK THESE ROCKWELL FEATURES 


1, D-Handle Design—Specially contoured for push-type cut- 
ting, the utmost in operator comfort and control. 


2. Lightweight Magnesium Housing—Specially designed and 
constructed for maximum strength and rigidity at a mini- 
mum (lighter-than-aluminum) weight. 


3, Extra Powerful Motor—full 13 amp rated on the Model 568 
—plenty of power for every job plus a reserve to compensate 
for overloads. Motor is M. L. insulated—motor is unaffected 
by frequent, prolonged overload; abrasive, heat and mois- 
ture conditions; and other causes of failure. Cuts down time 
and minimizes troublesome servicing problems. 


4. Replaceable Components—accidently drop the saw; break 
a handle? No problem: Simply replace the broken part—not 
the complete unit. Handles, gearing and bearings of the 567 
‘and 568 are interchangeable. 


5, Ball Bearings—Heavy duty, oversize, arbor ball bearings, 
grease packed at the factory for a lifetime of trouble-free 
service. 


6. “No Drag” Telescoping Saw Guard—with exclusive ‘“miter- 
lip,” construction—no jamming or binding during operation 
even on compound miter cuts. 


7. Safety Kickproof Clutch (standard equipment on the 568; 
accessory equipment for 567) —Adjustable to any degree of 
slip, fully protects user, machine and work. 


.8. Sturdy Steel Base—For full support and greater stability 
during operation. Aluminum base available as accessory for 
568, if preferred. 


9. Positive Control Levers—Extra large, ‘‘man-size” controls 
for quick and easy depth or angle adjustments. 


10. Big Capacity—No comparable saws offer more. Model 568 
7%” Saw cuts stock 21549” at 90°; a full 244” at 45°. 


11. Worm Gear Drive—Oversize, rugged gearing for maxi- 
mum transmission of high torque power to blade. 
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Model 568—714” 


Created to meet the demand of builders, contrac- 
tors and heavy industrial users for rugged, truly 
lightweight, high-torque worm drive saws. 

More than capable of taking the abuse of tough 
construction jobs that ordinary saws can not with- 
stand. 


CATALOG LISTING AND SPECIFICATIONS 


Model No. 567 568 
Motor Amps. 12 13 
No Load Speed (RPM) WOO 1, sea 200 
Blade Diameter | 6%" (BL675DC) | 7%” (BL750DC) 
Capacity nl A ts 
90° 22" not age 

Bearings Ball Ball 
Length 164" 194" 
Weight (Lbs.) se | i za 

Shpg. 18 27 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 

Both Models —Basic Machine, Combination Saw Blade (dia- 
mond hole), 1931X Blade Wrench, 35YX Lubricant, 3-Con- 
ductor Cord and Operating Manual. Model 567 also includes 
42977 Diamond Hole Blade Adapter. 


ACCESSORY EQUIPMENT 


No. 24770 Aluminum Base. For Model 568 Saw only. Re- 
places steel base furnished with machine. 


No. 42977 Arbor Adapter. For Model 567 Saw only. Use to 
mount diamond hole saw blades to saw. 


No. 23499 KickProof Clutch Screw. For Model 567 Saw. 
Converts solid blade lock up to KickProof clutch. 


No. 25YK75 Protractor Gauge. For straight or angle cut-off 
work. Adjustable to 75° r. orl. 


No. 153K75 Cross-Cut Guide. For accurate 90° cross-cutting. 
No. 23401 Rip Guide. For fast ripping uniform widths. 


Carrying Cases—Constructed of heavy gauge steel with weld- 
ed corners for added strength. 


No. 23543—For Model 568. 


For Saw Blades and Other Accessories Refer to Section Al, Page 4. 
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BUILDERS’ SAWS 


- The most powerful builders’ saws in their 
class with totally failure-protected 
motors... all ball bearing construction 
...new modern styling. 


PLUS 


= External gear lubricator (grease cup) 


2 Man-size control knobs with accurately cali- 
brated depth and angle adjustment scales 


= Heavy-duty machined base 
= Single line cutting 
= Offset design motor housing 


= Balanced, top handle design 
with built-in trigger switch 


= Safety kickproof clutch 

= Telescoping saw guard 

= Auxiliary front blade shield 

= Built-in sawdust ejector 

= Lightweight aluminum construction 
= Cord strain-relief protector 

= Picture window blade visibility 
= High speed steel saw blade 
= Helical gear drive 


... AND MORE! 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL 634” = 714" = 8%" = 1044" HEAVY DUTY BUILDERS’ SAW 


ROCKWELL 
QUALITY CONSTRUCTION 
..-OFTEN IMITATED BUT 
NEVER EQUALLED 


Totally failure-protected motor—a proven 
Porter-Cable concept in motor protec- 
tion that takes over where others leave 
off! M.L. insulated motor is unaffected 
by frequent prolonged overload, heat 
and moisture conditions or other 
causes of failure. Cuts down time; 
minimizes troublesome servicing prob- 
lems. 

All ball bearing construction—heavy- 
duty, over-size ball bearings through- 
out, grease packed and sealed at the 
factory for smoother, frictionless oper- 
ation; longer trouble-free service. 


097 


External gear lubricator (grease cup)— 
to simplify oiling of gear and pinion. A 
simple twist of the cup ring injects 
grease into the gear chamber—nothing 
to dismantle. 


] : 
Man-size control knobs with accurately 
calibrated depth and angle adjustment 
scales—make it quick and easy to set-up 
the saw for depth and accurate 0° to 
45° angle cutting operations. The angle 
adjustment segment, base and depth 
adjustments are machined die-castings 
for maximum rigidity, accuracy and 
longevity. 


® 


Heavy-duty machined base — provides 
full support and greater stability for all 
cuts. 


\ 


Single line cutting—one sighting line to 
follow on any cut—straight, angle or 
bevel. 


Balanced, top-handle design with built- 
in trigger switch—specially designed and 
located for easy, one-hand operation. 
Offers greater operator comfort on ev- 
ery cut—in any position! Trigger switch 
—insulated for maximum user protec- 
tion—provides instant, on-off power 
control. 


Auxiliary front blade shield—covers front 
of blade for ‘‘added” operator protec- 
tion, especially during shallow depth 
cutting operations. 

Lightweight aluminum construction—ex- 
ceptionally strong, yet featherlight to 
permit non-tiring use over long periods 
of time. 


Picture window blade visibility—permits 
the operator to safely see and recheck 
the saw for accuracy as the cut is be- 
ing made. 


Safety kickproof clutch (on 315, 346 
and 368 saws only)—eliminates danger- 
ous kick back. Prevents overload on the 
armature if the blade stops. 


Telescoping saw guard — features EX- 
CLUSIVE MITER-LIP CONSTRUC- 
TION on leading edge to prevent jam- 
ming and eliminate “drag” while cut- 
ting even on miter cuts. 


Cord strain-relief protector — U. L. ap- 
proved 3-conductor cord features 
strain-relief protector at the saw to 
prevent kinking and dangerous wear. 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL 6%” = 714" = 84" = 1044" HEAVY DUTY BUILDERS’ SAW 


Model 346—63/,” 


Model 315-714” 


Model 368—814,” 


Model 592—1014,” 


CHOOSE FROM FOUR HEAVY DUTY MODELS! 


A builders’ saw with the right combination of power and 
capacity for your particular cutting job! 

Each answers the present day demand for a modern 
low-cost builders’ saw with the performance advantages 
needed for every type of cutting job whether hour-after- 
hour construction work or light trim work. 


HEAVY DUTY BUILDERS’ SAW KITS 
Includes Model 315, 346, 368 or 592 
Saw plus Rip Guide (20K9 for 346, 
315 & 592; 23972 for 368) and Carry- 
ing Case (43067 for 346 and 315; 


44657 for 368; 42385 for 592). 
Model 346K-—6%4” Saw Kit 
Model 315K—714” Saw Kit 
Model 368K—814” Saw Kit 
Model 592K—101%4” Saw Kit 


CATALOG LISTING AND SPECIFICATIONS 


Model No. 346 315 368 592 
Motor Amps 10.5 11.5 125 14 
No Load Speed (RPM) 5800 5800 5800 5250 


; oy” | 7m" | au" | 10K" 
Blade Diameter |_(B6755C) | (B7255C) | (B8255C) | (B10256C) 


Capacity 90° 23/6” [ 27/6” 2153/6” 3%” 
45° 154” 1h” Dye" | Bet 

Bearings Ball Ball Ball | Ball 

Length a 11” 12” 144” 


Net | 1m | 1% | 8 
ight (Lbs. t T | [ 
Weight Lbs.) “oo 16 16% 17% 22 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 230 Volt Motors 
Available At Extra Cost for Models 346, 315 and 368. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Combination Saw Blade (%” 
diam. round hole for Models 315, 346 and 368; %4” diam. 
round hole for Model 592), Blade Wrench (1931X for Models 
315, 346 and 368; 1786X for Model 592), 154YX Gear Lubri- 
cant, 3-Conductor Cord and Operating Manual. Models 315, 
346 and 368 also include 2874X Jack Shaft Wrench 


ACCESSORY EQUIPMENT 


Wrap-Around Type Bases—Replacements for standard type 
bases furnished with 300 Series Saws. 

No. 42819—For Models 346 and 315; No. 43130—For Model 368 
No. 2498X Arbor Adapter—Used to mount *%4” round hole saw 
blades to %” arbor saws. 


Rip Guides—For fast, accurate ripping to uniform widths. 
No. 49455 -For use with wrap around bases on Models 315, 
346 and 368. 


No. 49460-For Model 592. Also for Models 315, 346 and 368 
with flush bases. 


No. 43093 Flush Type Base —Replacement for wrap-around 
bases furnished with Models 315 and 346. 


No. 25YK75 Protractor Guage—for straight or angle cut-off 
work. Adjustable 75° r. or 1. 

No. 153K75 Cross-Cut Guide—For accurate 90° cross-cutting. 
Carrying Cases—Heavy guage steel No. 43067 Case also fea- 
tures new ‘“Fold-away” Lid for ready access to saw and ac- 
cessories. 

No. 44657—For Model 368; No. 43067—For Models 346 and 315 
No. 42385—For Model 592 

No. 30SB Solid Lock Up Screw—For Models 315, 346 and 368 
Saws. Converts Kick-Proof Clutch to Solid Blade Lock-Up. 
For use with abrasive blades. 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL CIRCULAR SAW ACCESSORIES 


HIGH QUALITY ROCKWELL 
SAW BLADES FOR FAST, 
EFFICIENT CUTTING 


Available in a wide variety of types 
and arbor sizes (to fit most all make 
saws). Made of fine steel with prop- 
erly shaped and spaced teeth for fast, 
efficient cutting; tempered to the cor- 
rect degree of hardness to stay sharp 
longer. 


Thin Rim Blades—For Finish cutting of 
woods, especially plywood. 
NUMBER 


BGSOSTR.) 2. 25.5. 
B7Z96TR.... cies 
ROOSTER ie ice tsierinsa 


Planer Blades—Used for obtaining ex- 
tremely smooth end grain cuts on cabi- 
net or trim work. 


NUMBER 


T 


DIA. IN. | HOLE, IN. 


Combination Blades—For general rip- 
ping and cross-cutting. 


Carbide-Tipped Blades—Easily cuts 
“problem materials” such as Masonite, 
Formica, Asbestos, etc. 


NUMBER 


B6005CT........... 
B7OOSCT... ae 
BSOOSCT..06...000. 


HOLE, IN. 


All-Purpose Blade—Special hardened 
steel teeth for difficult sawing condi- 
tions. Cross-cut or rip. 


B8OOSAP........... 8 % 


Rip Blades—Specially designed for fast 
ripping of all types of lumber. 


NUMBER DIA. IN. HOLE, IN. 
6 % 
6% % 
6% % 
7 % 
7% % 
7% % 
8 % 
8% % 

10% w 
12 % 


Abrasive Blades—“RL” used for com- 


NUMBER DIA. IN. HOLE, IN. pe “ ” 
: : positions and non-ferrous metals; “GL 
." - used for stone and plastic; “BL” used 
6% % for iron and steel. 
6% % 
6% % NUMBER DIA. IN. | HOLE, IN. 
7 5% B6OO5RL.. 6 Ye 
7% % B6005GL.. 6 % 
72 % B6OO5BL.. 6 o/1 
8 % B7OO5RL.. 7 % 
8% 7) B7OO5GL.. 7 % 
10% A, B7OO5BL.. rj oi) 
12 —% B8OOS5RL.. 8 % 
6% diamond B8005GL.. 8 % 
7% diamond BSOOS5BL.. 8 % 
® ‘ 


Cross-Cut Blades—Ideal for fast, smooth 
cross-cutting. 


NUMBER 
B6005CC 


DIA. IN. | HOLE, IN. 


Metal Cutting Blade—For cutting most 
light gauge metals; also Transite and 
Fiberglas. 


NUMBER 


Flooring Blade—Especially ideal for siz- 
ing hardwood flooring. 

| DIA. IN. 
BG6OOSFB........... | 


NUMBER 


HOLE, IN. 


No. 5019 50° Extension Cord. 14-Gauge, 
3-Conductor. 


No. 25747 100° Extension Cord. 16- 
Gauge, 3-Conductor. 
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ROCKWELL 
6%" & TA" 


with exclusive 


SG Safetymatic 
ey Push Button 


Blade Brake 


World’s only portable power saw with a 
built-in manually operated blade brake. 


} Permits the operator to safely stop the saw blade in 
seconds ... more completely protects users against 
accidents from dangerous blade coasting! 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
ROCKWELL 6%” AND 714” HEAVY DUTY SAWS 


ROCKWELL 
SAFETY, CONVENIENCE 
AND PERFORMANCE 
FEATURES 


Exclusive Safetymatic Push-Button Brake 
—a time saving convenient, manual op- 
erated brake system! Simple push-but- 
ton action permits you to safely stop 
the saw blades in seconds...eliminates 
dangerous, time-wasting blade coasting. 


Totally Failure-Protected Motor—a proven 
Porter-Cable concept in motor protec- 
tion that takes over where others leave 
off! High temperature insulated motor 
is unaffected by frequent, prolonged 
overload; abrasive, heat and moisture 
conditions; and other causes of motor 
failure. Cuts down time and minimizes 
troublesome servicing problems. 
PLUS—Trigger Switch—for instant on-off 
control ® Kickproof Clutch—eliminates 
dangerous kickback — prevents over- 
load on the armature if the blade stops 
™ Safety ‘‘No Drag” Telescoping Guard— 
with exclusive miter-lip construction 
to prevent jamming . eliminate 
“drag” ™ Auxiliary Safety Shield—to 
cover front of blade during shallow, 
depth cutting operations ™ Single-Line 
Cutting—one sighting line to follow on 
any cut—straight, angle, bevel "External 
Gear Lubricator—to simplify oiling of 
gear and pinion ® Precision Ball Bear- 
ings—heavy-duty, oversize ball bearings 
for’a lifetime of trouble-free service ™ 
Helical Gears—with more contact area 
and more strength for better operating 
performance and longer life ™ Wide 
Wrap-Around Base—for full support and 
greater stability while cutting ™ Offset 
Design Motor Housing—to permit use of 
either base side for “auxiliary fence” 
cutting ® Aluminum Construction—rug- 
ged and strong, yet light in weight ® 
Built-in Saw Dust Ejector—to direct saw 
dust back and away from operator. 


Ad 


Model 596A—63/,” 
with Push-Button Brake 


Model 597A—714” 
with Push-Button Brake 


TWO GREAT 
HEAVY DUTY 
MODELS! 


Each with all of the time honored 
Speedmatic features builders prefer 
... plus new safety and perform- 
ance advantages, in the Exclusive 
Safetymatic Blade Brake and Totally 
Failure-Protected Motor, never be- 
fore obtainable on a portable power 
saw—regardless of price! 
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634” AND 714” SAW KITS 
Includes Model 596A or 597A 
Saw plus 23972 Rip Guide and 
43067 Carrying Case. 

Model 596AK— 6%” Saw Kit 
Model 597AK—7 14" Saw Kit 


CATALOG LISTING 
AND SPECIFICATIONS 


Model No. 597A 596A 
Motor Amps | 12 11 
No. Load Speed 
(RPM) 5800 5800 
| 4 
; 74" 3," 
Blade Diameter (B7255C) (B6755C) 
45° | 1%" 15%" 
Capacity 
90° Zire" | 2%e" 
Bearings Ball Ball 
Length Pir a1" 
; Net 14% 14 
Weight (Lbs.) 
h 18% 18 


Motors— Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 


STANDARD EQUIPMENT 
Both Models—Basic Machine, Combina- 
tion Saw Blade (5x” diam. round hole), 
1931X Blade Wrench, 2874X Jack Shaft 
Wrench, 154YX Gear Lubricant, 3-Con- 
ductor Cord and Operating Manual. 


ROCKWELL 
SAW ACCESSORIES 
FOR EXTRA VERSATILITY 
AND CONVENIENCE 


No. 2498X Arbor Adapter. Used to mount 
34” round hole saw blades to 54” arbor 


Saws. 


No. 49455 
Rip Guide. 

For fast, 
accurate ripping 


to uniform widths. 
i 


No. 25YK75 Protractor Gauge 
For straight or angle cut-off 
work. Adjustable to 75° r. or 1. 


No. 153K75 Cross-Cut Guide. For accu- 
rate 90° cross-cutting. 

No. 43067 Carrying Case. Constructed 
of heavy-gauge steel with all-welded 
corners for added strength. Features 
“Foldaway” Lid for ready access to 
saw and accessories. 


For Saw Blades and Other Accessories, Refer 
to Section A3, Page 4. 


ROCKWELL 


Features— 


Orbital Blade Cutting Action to re- 
duce heat and excessive blade 
breaking friction for longer blade 
life and faster cutting. 

Preferred Top-Handle Design with 
auxiliary side handle for better 
control, easier handling in any 
position—even when plunge cut- 
ting. 

Exclusive Magic Circle Base Insert 
eliminates chipping even on ply- 
woods and laminates. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL BAYONET SAW 


ROCKWELL QUALITY FEATURES 
FOR ALL-AROUND TOP ath cad ai 


(Left) Orbital Blade Cutting Action—reduces heat and blade 
breaking friction common to saws with conventional up and 
down cutting action. Assures longer blade life and faster 
cutting. 


(Right) Magic Circle Base Insert—eliminates chipping even on 
plywoods and laminates. Removable for cutting operations 
with set tooth blades. 


Preferred Top-Handle De- 
sign with auxiliary side 
handle—assures better 
control, easier handling 
of saw in any position— 
even when plunge cut- 
ting. Trigger switch pro- 
vides “instant” on-off 
power control. 


(Left) King-Size Base—a full 24 square inches—offers full sup- 
port and greater stability for more accurate cutting. 

(Right) Extra Heavy-duty Motor—rated a full 3.5 amp, with all- 
purpose blade speed of 4500 spm, provides plenty of power 
and speed for smoother working, greater sustained cutting 
and safer operation. 


STANDARD EQUIPMENT 


Model 548-Basic Machine; 48366 ‘‘Magic Circle” Base Insert; 
26006 Allen Wrench; 3-Conductor Cord; Assorted Blades: 
WC 1%” 10-tooth; WC 2%8” 6-tooth; MC 2%” 14-tooth; 
1%6” Knife Blade; 149YX Blade Mechanism Lubricant; 35YX 
Gear Lubricant and Operating Manual. 
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Model 548K 
Bayonet Saw Kit 

Includes Model 
548 Saw plus 5021 
Angle Adjusting 
Base, Assortment 
of 6 Wood Cutting 
and 6 Metal Cut- 
ting Blades and 
26132 Carrying 
Case. 


Model 548 Bayonet Saw 


An extra heavy-duty bayonet saw espe- 
cially designed to meet the demanding f 
requirements of builders, contractors, 
cabinet makers and other professional 
users. Handles a wide variety of saw- 
ing jobs from intricate inside curving 
to big capacity straight line sawing. 
Cuts metals, plastics and compositions 
as easily as wood. 


CATALOG LISTING AND SPECIFICATIONS 


MOGQU INO} a factatiioe ga lnigncta shale ais cneetttara eine ees neee ees 548 
Motor: 

3.5 Amp., Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 
No:Lead:Speed (SPM). 2 oc. j005 855 cate ons wate ees 4500 
RSP OMG 522 8 go Uist -d os aoe va a es bre iw ax eee ie %6", Orbital 
Cutting Capacity. ...Wood—2%”; Aluminum—*4”; Steel—-%4” 
SCAT GS Ses io isola Sete aden hs anemct™ Ball and Needle 
OveraliniLenguigic..cas sects s ee Puabernee «altinute wy aate 74%" 
Net Weight: (EBS. asics cto bet ina drole balete + las/acal ate dees 6 
shipping Weight: (LBS:):. itis s.scaivs eeebic ss eileen oe eames 10 


ACCESSORY EQUIPMENT 


No. 5021 Angle Adjusting Base. Required for angle cutting 
operations. 


No. 26132 Carrying Case. Heavy gauge steel. 


BAYONET SAW BLADES 


; Teeth 
No. | Quantity Recommended Use Width Cutting per 
Per Pkg. Edge | inch 
23299 Cutting Fiberglass—%" thick or less _ x" %" 6 
24 Roug ing wood we Va SF Aad ERS 
#241: y" cya 0 
¥24154 Scroll work and general wood cutting 14a" | 1%" 10 
Phin (8 
Cutting brass, bronze, copper and other ” ” 
24155 fon-farouanetalabiaeta se ettiok: reer 2s rap oO 
Cutting brass, bronze, copper and non- Aw" ye" 
Ue cat ferrous metals 542” to %" thick, angle a) ca us 
24157 10 iron, mild steel sheets and tubing— yr yw" | 14 
— 24158. 10 Cutting steel sheets and tubing 4" 4" 
*24160 10 %e" to ¥%" thick yr yr" 24 
24159 10 Cutting cardboard, cloth, leather and She" 1/6" knife 
General woodcutting, also for cutting ye" w" 
patbe ay iinet i fiber, sg and ave aed ee 
t leum, lucit 
24162 (i aminates, - he ite, nylon %" 3" 10 
Pe eed al wood cutting and scrollwork | %* | 2%" | 6 
He di ty, ot cutting steel sheet, tub- ” ” 


42277 | Assorted aie of Ten (10) Blades: Contains one (1) each of Nos. 24152, 


49929 Assorted Package of Three (3) Blades: Contains one (1) each of Nos. 24154, 
4 and 410 


*May be used on Bayonet Saw with Magic Circle Base Insert. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL BAYONET SAW 


A Feature Packed Performer! 


e 


(Left) Proven Orbital Blade Cutting Action—to reduce heat and 
blade breaking friction (common to saws with conventional 
up and down cutting action). Assures longer blade life... 
faster cutting. 


(Right) Exclusive Magic Circle Blade Support—eliminates chip- 
ping on splinter-prone materials. Removable for cutting 
operations with set tooth blades. 


New Powerful Motor—industrially rated a full 3.0 amps, with 
an all-purpose blade speed of 3500 strokes per minute offers 
plenty of power and speed for tough job cutting—even 
“power-needing” plunge cutting! 


(Left) Preferred Top-Handle Design—affords maximum control 
for easier guideability and handling—without need of aux- 
iliary handle. Features a shielded slide switch to prevent 
accidental starting. Top-of-handle switch location permits 
thumb-tip, on-off power control. 

(Right) Large Right or Left-Tilt Base—measures a full 17 sq. 
ins. for maximum stability. It reverses for beveling opera- 
tions—a full 45° right or left. 


STANDARD EQUIPMENT 


Model 348—Basic Machine; 48366 “Magic Circle” Base Insert; 
26006 Allen Wrench; 24153 Blade; 3-Conductor Cord and 
Operating Manual. 
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Model 348K 
Bayonet Saw Kit 


Includes Model 
348 Saw plus 
Assortment of 7 
Blades (1 each: 
24152, 24154, 
24157, 24158, 
24159, 24161 
and 24162).55655 
Rip Guide .and 
49526 Carrying 
Case. 


Model 348 Bayonet Saw 
Now! greater cutting efficiency ... 


more power ... added operator con- 
venience—in an all new bayonet saw— 
unmatched in sawing versatility! Han- 
dles a wide variety of sawing jobs 
from intricate curve cutting to big 
capacity straight-line sawing .. . in 
wood, metal, plastic and composition 
materials. 


CATALOG LISTING AND SPECIFICATIONS 


PCI (Oe Aen eerared ar emetic ences aert et ese cree peer 348 
Motor...... 3.0 Amp. Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 
NovLoad Speedii(SPM) 5../65.0.53 cc5d5.e gneiss somes Oates 3500 
Strokeus, eens conta tasave ae eeCR eee %6", Orbital 
Cutting Capacity. ...Wood—24%”; Aluminum—%4”; Steel—%” 
BOATING ei ice bate aie Sa Rare Slates ob armas Bae Ball and Bronze 
OVErAaUSLON GUN 1... Sort ns dauctinmesicetoregide Cates pematee 8” 
Net: Weight: (E582) c)05 cc oss lacie vow test wae wees ee 5 
Shipplhig Weisht €EDS:) aise os etscerarsis.s iactyan ea cry ace morale 9 


ACCESSORY EQUIPMENT 


No. 49526 Carrying Case. Heavy gauge steel. 
No. 55520 Rip Guide. For fast ripping to uniform widths. 


BAYONET SAW BLADES 


‘: ; Teeth 
No. Quantity Recommended Use Width Cutting per 
Per Pkg. Edge lach 
Cutting Fiberglass—%” thick or less 
24152 10 Rough cutting wood 
Ee PTT + 
—— x Scroll work and | id cutti 
~~~ Scroll work and general wood cutting 
* 
To | Cutting brass, b d oth 
utting brass, bronze, copper and other , ” 
24155 | 10 non-ferrous metals—*/5” to %” thick % 2% 10 
Cutting brass, bronze, copper and non- %Y ” 
26136 aD ferrous metals be to % Aes angle % 2% oe 
#24157 10 | or hag Lori eets and tubing— yy" 1%" 14 
24158 10 


Cutting steel sheets and tubing 
3/2" to ¥" thick 


+ 
*24160 10 


Cutting cardboard, cloth, leather and 


24159 10 rubber 
T . . 
2aisi | 10 _ | ssphalt the: Aber, poper and plastic 
anu] 10 [sans ary 
*24163 | 10 | General wood cutting and scroll work y¥" 2%" 6 


42277 Assorted Package of Ten (10) Blades: Contains one (1) each of Nos. 24152, 
| 24153, 24154*, 24155, 24156, 24157, 24158, 24161, 24162 and 23299. 


49929 Assorted Package of Three (3) Blades: Contains one (1) each of Nos. 24154, 
| 24157 and 24162. 


*May be used on Bayonet Saw with Magic Circle Base Insert. 


Put a Tiger in Your Hand... 


ROCKWELL 


TIGER AW with Exclusive Dual- Soda Cutting 


ae) 


NOW! 


Orbital or Reciprocating 
, , Cutting Action... 
es High or Low Speed— 
in any combination 
for the Ultimate in 
Sawing Versatility! 


THE FASTEST CUTTING, MOST POWERFUL, ALL-PURPOSE SAW IN THE WORLD! 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS | 


ROCKWELL TIGER ALL-PURPOSE SAW 


THESE FEATURES 
PUT THE “BITE” IN YOUR 
ROCKWELL TIGER SAW 


‘ 


| 


6 RR 


Pivoting Guide Shoe—offers full support 
and greater stability for more accurate 
cutting ... always stays flush with the 
material being cut regardless of saw 
position. Negative angle feature pro- 
vides self feeding of round stock. 


i Power-Packed Motor—industrially rated full 8.0 amp—for smoother working; greater 
sustained cutting even on difficult plunge cutting jobs. The most powerful all- 
purpose saw in the world. 


Hi-Lo Speed Range (on 2-speed model) 
—the right speed range for any mate- 
rial: 2800 SPM for cutting woods, plas- 
tics and compositions; 1900 SPM for & 
metals and other hard-to-cut mate- 
rials. Speed selector switch is con- 
veniently located below the trigger on- 


Universal Blade Clamp—designed to ac- 
commodate all popular make blades. 
Locks blade automatically at proper 
sawing angle for maximum efficiency. 


off switch to facilitate speed change- 
over. Speed selection in combination 
with action selection makes the Tiger 
the most versatile saw ever. 


All Ball and Needle Bearing Construction—long wear- 
ing needle and precision ball bearings throughout 
for longer maintenance-free life. 

Accurately Machined Gears—precision hobbed to 
rigid standards in matched sets from high quality 
steel for more efficient power transmission; care- 
fully heat treated and hardened for more strength, 
longer life. 


Aluminum Alloy Housing—exceptionally strong, yet 
feather-light for non-tiring use in any position, 
even over long periods of operation. 


Heavy Duty Cord with Strain-Relief Protector—long 

wearing, rubber insulated, 3-conductor cord with 

molded rubber plug, features a secondary liner, @ 
firmly locked to the saw handle to relieve cord 

strain, prevent kinking and dangerous wear. 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL TIGER ALL-PURPOSE SAW 


Exclusive Dual-Action Cutting—gives you 2 tools in1... 
simply “flick a lever” to change from orbital to re- 
ciprocating blade motion, for the most efficient cut- 
ting action. Full 1” cutting stroke assures faster 
cutting, longer blade life. 


Auxiliary Side Handle—mounts right or left for added control; 
is removable for use in confined areas. 


Model 677-2 
2-Speed Tiger Saw 


Model 677 
1-Speed Tiger Saw 


é 


The Fastest, Most Powerful, All-Purpose Saw Ever! Avail- 
able in 2-speed or single-speed models—both featuring 
exclusive dual-action cutting for the ultimate in sawing 
versatility and blade life. Cuts a wide variety of mate- 
rials from soft woods, plastics and compositions to hard 
metals . . . will do jobs other type saws can’t handle— 
big capacity straight-line sawing, angle ,cutting, curve 
and scroll cutting, plunge cutting and more. 


TIGER SAW KITS-—Includes Model 677 or 677-2 Saw, Assort- 
ment of 5 Blades (1 each: 49763, 49768, 49773, 49784, 49786) 
and 53649 Carrying Case. 

Model 677K-—Single Speed Saw Kit 

Model 677-2K—2-Speed Saw Kit 


Model No. 677 677-2 
Motor Amps. 8.0 8.0 
Speed (SPM) 2400 1900-2800 
Length of Stroke 1” ibs 
Bearings Ball and Needle Ball and Needle 
Length 17%” 17%” 

. Net 9 9 
Weight (Lbs.) ane 2 2 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


Both Models—Basic Machine, Auxiliary Handle, Wood Cut- 
ting Blade, Wrench, 3-Conductor Cord and Operating Manual. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
ROCKWELL TIGER ALL-PURPOSE SAW 


ALL PURPOSE SAW BLADES ACCESSORY EQUIPMENT 
A blade for every type of sawing application .. . designed No. 53649 Carrying Case. Holds either single or 2-speed 
for use on Rockwell, and most competitive make saws. model and accessory parts. 
: Teeth 
No. Quantity Recommended Use Length Per Color 
Per Pkg. Inch Key 
6” 2 
AMR Rrrevescen:. 49763 5 (Taper) 7 Silver 
| | General roughing-in wood including nail-embedded wood. ra 
RTRs i 
49764 5 (Taper) 7 Silver 
7 35” 
Lee 49765 5 6 | Black 
Scroll cutting hard wood; plywood; pressed wood; plastic; tile; (Scroll) 
as | T asbestos 6” | 6 in Black 
Ren. 19765 (Scroll i 
| General roughing-in wood including nail-embedded wood; thick 4A" 
Ieee. 49767 5 eleral FOUSNINE: 10 Wo 8 (Double 7 Orange 
plywood Ed 
ge) 
f Heavy gage (non-ferrous) metals, bar and angle stock; cast alu- ” 
Oe 49768 10 minum; hard rubber; plastics including laminates; pressed wood 6 10 Red 
| Heavy gage (non-ferrous) metals, bar and angle stock; galvanized ” 
Je s.. = % pipe; tubing (over 18 ga.) ‘ 16 Red 
. Heavy gage (non-ferrous) metals, bar and angle stock; cast iron; . 
ee 49770 10 sheet steel (over 18 ga.); hard rubber; pressed wood; fiberglas. 6 14 Red 
——-= | : 2 
al RS 49771 10 Sheet steel (under 18 ga.); galvanized pipe; tubing (under 18 ga.) 4” 24 Red 
ce ee 49772 10 ae ees metals; bar and angle stock; cast iron; 6” 18 Red 
eo 00s NR 4” 32 | Red 
i Sheet steel (under 18 ga.); galvanized pipe; tubing (under 18 ga.) | 
Te 1977410 6” 24 | Red 
Metal scroll; stainless; cast iron; bar and angle stock; galvanized [ 3%” 
=U Resmammens. 49775 10 pipe; tubing (over 18 ga.) (Scroll) 18 Red 
| 
Metal scroll; stainless; cast iron; bar and angle stock; galvanized 3K” 
nemesis. 49776 10 pipe; tubing (under 18 ga.) (Scroll) 24 Red 
LReneem 97 10 . 3% | 10 | Yellow 
Heavy gage (non-ferrous) metals; cast aluminum; copper; brass; | (Scro ) 
rubber; pressed wood; fiberglas 354” ; 
See 2 (Scrott) | 14 | Yellow 
| Heavy gage (non-ferrous) metals: bar and angle stock; stainless; Wy : 
ol 49779 10 galvanized pipe; tubing (over 18 ga.) (Flexible) 18 Blue 
RTS. Heavy gage (non-ferrous) metals, bar and angle stock; cast alu- 6” 
49780 10 minum; copper; brass; galvanized pipe; tubing (over 18 ga.) (Flexible) 14 Blue 
v. Z | a 
Heavy gage (non-ferrous) metals, bar and angle stock; stainless; 6” 
TEES. 49781 10 galvanized pipe; tubing (over 18 ga.) (Flexible) 18 Blue 
= a - — 
; ; 127 
ERE ea - ‘ 
49782 5 Cutting nail-embedded wood (Flexible) 10 Orange 
Tear 7 q ae ; Ie ? ae. 3%" r 
» = 49783 10 General roughing-in wood including nail-embedded wood (Flexible) 6 Orange 
in ™ | Heavy gage (non-ferrous) metals; cast aluminum; plywoods, — [ 6” | 
ARTS. 49784 10 pressed wood, nail-embedded wood (Flexible) 10 Orange 
} t+ 
E oe eke : ; 12” 
49785 5 Opening crates, removing siding; cutting nail-embedded wood (Flexible) 18 Orange 
SE, 49785 | 10_~_-~Plaster including plaster with metal lath; plasterboard 6” 6 | White 
ee 49787 10 Paper, corrugated cardboard; rubber, laminated fiberglas 4” ee Silver 
Assorted Package of (10) Blades 49844 Hote YG) He dae cis ee Loe 49767; (1) No. 49768; (1) No. 49771; (1) No. 49776; (1) No. 49777; 
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X EXCLUSIVE! 


Portable Electric Band Saws 


Single Speed 
2-Speed 
Variable Speed 


A model with the right 
combination of power 
and speed to cut 
almost anything... 
anywhere! 


Big Capacity Fast Cutting 
Lightweight ® Completely Portable 


Totally Failure-Protected Motors 


Ball and Needle Bearing 
Construction 


Complete Line of Saw Blades 
plus Saw Stand 
for Extra Flexibility 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY & CONSTRUCTION 


ROCKWELL PORTA-BAND BAND SAWS 


ROCKWELL QUALITY 
FEATURES ASSURE TOP PERFORMANCE 


Big Capacity—Cuts 3%” 
x 4%” rectangular 
stock or 398” diameter 
round stock. Handles 
pipe, channel, castings, 
cable, lath, rod, bar 
stock and more. Ideal 
for tool room or stock 
bin use. 


Fast Cutting—You 
choose the blade and 
set the speed (80 to 240 
SFPM on the Variable 
Speed model) for cut- 
ting any material— 
steel, brass, aluminum, 
copper, even plastics 
and problem materials. 
Save time and work; 
blades last longer. 


Lightweight, Completely Portable-Equipped and ready to 
operate, the Porta-Band weighs only 17 pounds. It’s easy and 
non-tiring to use in any position—even in awkward places. 


® Totally Failure-Protected Motors—with high temperature 
coated and bonded armatures—unaffected by frequent, pro- 
longed overload, harmful abrasives, moisture conditions or 
other causes of motor failure. Features welded commutator- 
coil connections that are stronger and more resistant to heat 
than conventional soldered leads. 

= Ball and Needle Bearing Construction—twelve (12) bearings 
in all—positioned at vital wear spots throughout for longer 
trouble-free life. 

® Unique Electronic Principle (on Variable speed model)— 
provides precise cutting speed regulation at an almost con- 
stant torque curve. Preset speed is maintained even under 
loads without affecting or diminishing the horse power of 
the machine. 


ie | . Variable Speed 
Model 726: 8 to 240 SFPM 


_ 2-Speed 
Model 725: 395 and 245 SFPM 


. Single Speed 
Model 724: 240 SFPM 


Take advantage of the many cost and labor saving 
features offered in these exclusive Rockwell port- 
able electric band saws... and put a Porta-Band to 
work in your operation! 

You'll find a model with the right combination of 
power and speed to cut almost anything—any where! 


PORTA-BAND SAW KITS 


Includes Model 726, 725 or 724 Saw plus Assorted Blades, 
Wax Blade Lubricant for more efficient cutting and 44911 
Carrying Case. 

Model 726K—Variable Speed Saw Kit. 

Model 725K—2-Speed Saw Kit. 

Model 724K-—Single Speed Saw Kit. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Blade, 35YX Lubricant, 3-Conduc- 
tor Cord and Operating Manual. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY & CONSTRUCTION 


ROCKWELL PORTA-BAND BAND SAWS 


CATALOG LISTING AND SPECI 


FICATIONS 


Model No. 724 
Motor Amps $25 4.5—6.5 6.5 
Speed (SFPM) 80 to 240 195Lo—245 Hi 240 
Blade Size 447%” 447%” 44)” 
| Rect. Stock 3% x 4%” 3% x 4%” 3% x 4%” 
Capacity 
Round Stock 3%” diam. 3%” diam. 3%” diam. 
Drive Worm Gear Worm Gear Worm Gear 
and Chain and Chain and Chain 
Bearings Ball and Needle Ball and Needle Ball and Needle 
Length 19%” 19%” 19%” 
Net 17 17 17 
Wt. (Lbs. 
Shpg. 23 23 23 


Motors —Model 726: Universal Type, 115 Volt, 60 Cycle, AC. 
Models 725 and 724: Universal Type, 115 Volt, 60 Cycle, 


AC-DC. 


PORTA-BAND SAW BLADES 


Recommended Use 


CARBON STEEL 


Thickness | Teeth 
of Material Per 
to be Cut 


Aluminum, brass, copper, soft bronze, 
magnesium, wood, mild steel and tougher 
steels at slow speed. 


15YMS 3 


Ys” to 334” 6 


16YMS 3 Aluminum, brass, bronze, copper, mag- 
nesium, mild steel and tougher steels at 


slow speed. 


Y%” tol” 8 


17YMS 3 Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 


and tougher steel at slow speed. 


hg” to 4” 


18YMS 3 Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 
and tougher steel at slow speed also 


electric cable. 


S/o” to Vy” 


3ovms | 3. 


31YMS 3 


Angle iron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel 
and tougher steels at slow speed. 


%" to%” 


an” to Vy” 


§8522 cS For cutting a variety of materials of vary- 
ing thicknesses requiring blade with 18 


to 14 or 14 to 10 teeth per inch. 


58523 3 


%" to” 


52” to 4” 


ALLOY STEEL 


Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 
and tougher steel including chrome and 
tungsten steels at slow speed. 


41172 1 


Ye" to 1” | 10 


Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild steel 
and tougher steel including chrome and 
he sten steels at slow speed also electric 
cable 


41173 1 


52" to 4” 14 


41174 1 Angle iron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel and 
tougher steel including chrome and tung- 


sten steels at slow speed. 


%" to Ye" 18 


Angle iron, bronze, brass, copper, galvan- 
ized pipe, thin wall tubing, mild steel and 
tougher steels at slow speed. 


mie | 1 


2" to %” 24 


HIGH SPEED STEEL 


45273 1 
45275 1 
45277 1 


Aluminum, angle iron, cast iron, bronze, 
brass, copper, galvanized pipe, mild 
steel and tougher steel including stain- 
less, chrome and tungsten steels plus 
other problem materials at slow speed. 


Yao" to Ve" 


45” to %” 


5h” to ¥4” 


*Alternating Tooth Pitch 


ACCESSORY EQUIPMENT 


No. 44911 Carrying Case. For all Porta-Band Saws. Heavy 
gauge steel with welded corners for added strength. 


Model 5032 
Porta-Band Saw Stand 
For Increased Porta-Band Flexibility! 

Converts the Porta-Band Saw to a stationary unit for job 
applications where firm work support is essential for accu- 
rate cutting. ® Fits all Porta-Band models. @ Increases 
blade life by 50°/o. = Operator can work on other projects 
while material is being cut. Chain type vise holds all 
shapes of materials within the cutting capacity of the saw. 
Clamping tension can be varied from light load for thin wall 
materials to heavy load for solids. Ideal for such applica- 
tions as cable cutting; sawing of concrete reinforcing rods; 
soil pipe; solid and tubular plastics; copper and brass tubing, 
and more. 


Width: 11”, Length: 19%” (28%” including Vise Clamp) 
Height: 1012”; Weight: 32 lbs. Legs Not Furnished. 
Standard %4” Dia. Pipe Can Be Used For Stand Legs. 


USE THE PORTA-BAND EQUIPPED 
WITH STAND FOR THESE TYPICAL 
CUTTING APPLICATIONS 


1. Pipe cutting. 


2. Flat stock cutting. Note 
holding ability of vise 
and clamp. 


3. Bulk cutting. 
4. Channel stock cutting. 


5. “Wafer cutting” of solid 
bar stock to less than 


46” in thickness. 


He can provide you with: 


Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 
lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 

One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 


v 
ROCKWELL 


Heavy duty 

chain / worm gear drive 

helt sanders with 

exceptional power and capacity 
for production sanding jobs 
throughout industry and 

the construction trades. . 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL 3 x 24" BELT SANDERS 


CHECK THESE ROCKWELL 
QUALITY CONSTRUCTION FEATURES 


1. Preferred 2-Pulley Design—for longer abrasive belt life... 
better belt tracking. No premature abrasive “shelling” or 
belt alignment problems—belt rides over 2 equal size pulleys. 
2, Finger-Tip Beit Tracking—for quick and easy belt align- 
ment. 

3, Unique Belt Tensioning Device—prevents slippage, main- 
tains correct belt tension automatically; facilitates quick 
abrasive belt changes. 


4, Dependable Chain/Worm Gear Drive—assures positive 
non-slip transmission of power to belt. 

5. Heavy-Duty Motors—built specifically for each machine to 
provide the right amount of power for most efficient sanding. 

6. Ball and Needle Bearing Construction—precision ball and 
long-wearing needle bearings positioned at vital wear points 
for long, trouble-free performance. 

7. Positive Control—-comfortable contoured D-Handle de- 
sign with front auxiliary knob for positive control in any 
position. 

g. Trigger Switch—for instantaneous on-off power control. 
Features built-in lock button to hold “on” position for con- 
tinuous operation. 

9, Aluminum Alloy Housings—strong, yet light in weight. 

10, Balanced Design—weight of machine is centered direct- 
ly over work area, rests flush yet firm for more efficient 
sanding. 

11. Powerful Vacuum System—on dustless models—prevents 
belt clogging, assures smoother sanding; longer abrasive 
belt life. 

12, Strain-Relief Protection—to prevent kinking and danger- 
ous wear of cord at handle. 
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Model A3 
3” x 24” Belt Sander 


Model 503 
3” x 24” Dustless Belt Sander 


Two all-purpose 3” x 24” belt sanders—standard and 
dustless models—ideally suited for heavy duty produc- 
tion surfacing jobs throughout industry and the con- 
struction trades. Long-wearing ball and needle bearing 
construction, extra-powerful 9 amp motor and depend- 
able chain/worm gear drive typify the extra heavy duty 
features built into these production machines. 


CATALOG LISTING AND SPECIFICATIONS 


Model No. A3 503 


Motor Amps 9 ) 
No Load Speed (SFPM) 1600 EL yy Jk 
Belt Size sm 2. TS 
Drive | Worm Gear and = Worm Gear and Chain 
Bearings Ball and Needle Ball and Needle 
~~ Length 16” 16%” (less dust bag) 
| Laan By 15 
Weight (Lbs.) Sipe 7 ————3,——_ 


Motors— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 

Both Models—Basic Machine, Abrasive Belt, 35YX Gear Lu- 
bricant, 154YX Chain Lubricant, 3-Conductor Cord and Op- 
erating Manual. Model 503 also includes 38BB4 Dust Bag, 
Nozzle and Attachment Parts. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL 4 x 27” BELT SANDER 


Model 500 
4" x 27” Dustless Belt Sander 


The largest and most powerful belt 
sander in the Rockwell line. Fea- 
tures an extra-large 4” x 27” belt for 
a greater abrasive-to-work contact 
area, plus a powerful 12 amp motor 
and rugged chain/worm gear drive. 
It is an excellent unit for all types 
of heavy duty production surfacing 
jobs—especially broad, flat area sand- 
ing operations. 


CATALOG LISTING 
AND SPECIFICATIONS 


ModeliiNG. erie oi icae aaron eae a 500 
Motor....... 12 Amp, Universal Type, 
115 Volt, 25-60 Cycle, AC- 
DC, 
No Load Speed (SFPM).......... 1440 
Belt Sizer er, versiale care 4x27” 
Drive ......... Worm Gear and Chain 
Bearings ............. Ball and Needle 
RON iescad ciaiiaakt chai eciues rele tiocete wi 18” 
Net Weight (Lbs.) ................. 25 
Shipping Weight (Lbs.) ............. 34 


STANDARD EQUIPMENT 


Model 500 —Basic Machine, Abrasive 
Belt, 35YX Gear Lubricant, 154YX Chain 
Lubricant, 38BB4 Dust Bag, Nozzle and 
Attachment Parts, 3-Conductor Cord 
and Operating Manual. 


BELT SANDER 
ACCESSORIES 


ABRASIVE BELTS 
(10 Belts per carton) 


Aluminum Oxide and Silicon Car- 
bide Belts are available in various 
grits ranging from fine *120-3/0 to 
coarse #24-3. As a general rule use 
Aluminum Oxide Open Coat Belts 
(Type SA) for finishing non-ferrous 
metals, sanding soft woods and 
compositions or removing paint and 
varnish. Use Aluminum Oxide Closed 
Coat Belts (Type A) for ferrous met- 
als such as steel, also hard woods 
and composition. Aluminum Oxide 
Closed Coat Belts (Type M) are 
recommended when grinding or fin- 
ishing metals. Silicon Carbide Belts 
(Type T) should be selected for use 
with slate, marble and other natural 
or cast stone. 


eet ps eae eee 


Size Type Mesh and Grit Number 
120-3/0 | 100-2/0 | 80-1/0 
rue SA 25111 25112 25113 
2” x21” | SA | ¢olll | 2oli2 | 29113 
A 25101 25102 25103 
2Y4"x21" SA 23868 23869 23870 
A 23858 23859 23860 
SA 25133 25134 25135 
es A 25123 | 25124 | 25125 
3”x21 j——_; eves _;_eo he 8 
|_M 25144 25145 
Ler 25148 | 25149 
SA 25163 25164 25165 
| 
3x24” A |__25153 25154 25155 
M 25174 25175 
T 25178 25179 
3°27” SA__| 25193 25194 25195 


A | 25183 25184 25185 


SA__| 23650 23651 23652 


4x24” A 23640 23641 23642 


23667 23668 
23680 23681 


SA 25223 25224 25225 


A 25213 25214 25215 


M 25234 25235 
25238 25239 


4"x27” 


MEDIUM 
Size Type Mesh and Grit Number 

60-1/2 50-1 40-1% 

" SA 25114 25115 25116 
2”x21 -—S——_ -———————s— ss  —vxX$———e—e—=—V'—" 

A 25104 25105 25106 

2V4"x21" |_SA 23871 23872__| 23873 

A 23861 23862 23863 


ee 
SA 25136 25137 25138 


9A __| col st 
3x21” A 25126 25127 25128 
M 25146 
= 
1 25150 


SA__| 25166 25167 25168 
A___|__25156_|_25157 25158 


arx24" 
M 25176 
T 25180 
pa eee Ry PE ee es 
args | -SA--| 25196 | 25197 | 25198 
A | 25186 | 25187 | 25188 
SA_| 23653 | 23654 | 23655 
porn A 23643 | 23644 | 23645 
M 23670 


T 23683 
—_— 
SA 25226 25227 25228 


4”x27” 
M 25236 


i 25240 


COARSE 


Mesh and Grit Number 


36-2 30-2% 24-3 
rn nr 
any21" SA 25117 25118 25119 


A 25107 
—— 


| 
2%"x21” 


Size Type 


SA 23874 23875 23876 


| se eh) A ee i 


A 23864 


|_SA 25139 25140 25141 


en A 25129 
|_M__|_ 25147 


Last 25151 

|_sa_| 25169 | 25170 | 25171 
eee A 25159 

M 25177 

T 25181 


ee re ees) Cem an 
SA 25199 | 25200 25201 


37x07” 
| A 25189 
Cs a a a el 
|_SA 23656 | 23657 | 23658 
aerore A__| 23646 
M 23673 
T | 23686 


—_— 
SA 25229 25230 


4x27” A 25219 
M 25237 __| 


T 25241 


—_— 


SA: Aluminum Oxide Open Coat; A: Aluminum Oxide 
Closed Coat; M: Aluminum Oxide Closed Coat; T: Silicon 
Carbide. Type M Belts have a cloth backing. 


ABRASIVE BELTS, ASSORTED PACKAGE 
—Package of (10) Aluminum Oxide 
Closed Coat (Type A) Belts: (4) #50-1 
Grit; (3) #36-2 Grit and (3) #100-2/0 
Grit. 

Number 23856 79 YX 76 YX 75 YX 
Belt Size |2%"x21" | 3%x21" | 3x24" | 2"x21”" 
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He can provide you with: 


Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 
lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 

One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 


‘NOW! 
A UNIT 


Im ANY CUSTOM OR | 
| SANDING JOB! 


Featuring 
Two 3x 21" 
Models with flush 


side construction that 
permits sanding 
right up to vertical 
surfaces 


6 MODELS— 


WITH THE ~— 
POWER, SPEED 
AND CAPACITY — 
NEEDED FOR 


PRODUCTION 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL BELT SANDERS 


QUALITY FEATURES 
THAT ASSURE TOP PERFORMANCE 


@ Rocka 
yf ey 


1. Tracking Mechanism—Features a single knob control for 
quick, easy, perfect belt alignment. 

2, Unique Belt Tensioning Device—Maintains correct belt ten- 
sion automatically. Belts can be changed in seconds. 

3, Positive Drive—Rubber timing belt-spur gear drive is de- 
signed to transmit maximum power with minimum load on 
bearings. 

4, Bearings—Precision ball bearings in addition to long- 
wearing needle bearings at vital wear spots for longer, 
trouble-free life. 

5. Comfortable Handles—Contoured D-handle design with 
front auxiliary knob for positive control in any position. 

6. Trigger Switch—For instantaneous “on-off” control. Fea- 
tures built-in lock button that holds ‘‘on” position for con- 
tinuous operation. 

7. Die Cast Aluminum housing—Strong, yet light in weight, 
for non-tiring sander use over long periods of time. 

8. Balanced Design—Weight of machine is centered directly 
over work area, rests flush yet firmly, for more efficient 
sanding. 

9, Powerful Vacuum System—On Models 337 and 360 only. 
Prevents belt clogging, assures smoother sanding; longer 
belt life. 

10. Striker Bar—Made of special heat-treated steel, unique 
channel-shaped striker bar (on some models) extends from 
pulley to pulley, to eliminate belt “rideup,” protect housing. 
11. Heavy-Duty Brushes and Brush Mechanism—Spring- 
loaded cartridge type brushes are self-adjusting. Specially 
designed for better commutation and peak performance. 
12. Strain-Relief Protection—U-L approved 3-Conductor Cord 
features “strain-relief” protector at handle to prevent kink- 
ing and dangerous wear. 

13. Preferred 2-Pulley Design—For longer abrasive belt life 
... better belt tracking. No premature abrasive “shelling” or 
belt alignment problems—belt rides over 2 equal size pulleys. 
14, Flush Side Construction—On Models 336, 337 and 564. 
Flush right side permits sanding up to vertical surfaces. 
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Model 336 
3” x 21” Belt Sander 


Model 337 
3” x 21” Dustless 


Light in weight, yet ruggedly built, these two new Rock- 
well belt sanders offer ample power together with high 
quality performance at a price you well can afford. 
Rockwell famous features include—single control track- 
ing mechanism for perfect belt alignment . . . unique ten- 
sioning device that maintains correct belt tension auto- 
matically . . . extra strong but light die cast aluminum 
housing for non-tiring sander use . . . centrally located 
motor for good balance, the key to efficient sanding... 
preferred 2-pulley design for longer belt life with better 
tracking. Let us “Performance-Prove” them for you to- 
day! 


CATALOG LISTING AND SPECIFICATIONS 


Model No. 336 337 
Motor Amps 7 7 

~~ No Load Speed (SFPM) | 1300 1300 
Belt Size B21" SK 21” 
Drive Gear and Belt Gear and Belt 
Bearings Ball and Needle Ball and Needle 
Length i} 1134” 11%” less dust bag 
Net Weight (Lbs.) 9% 10 
Shipping Weight (Lbs.) 12% | 1B 


Motors— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Models 336 and 337—Basic Machine, Abrasive Belt, 3-Con- 
ductor Cord and Operating Manual. Model 337 also includes 
48503 Dust Bag and Nozzle. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
ROCKWELL BELT SANDERS 


Model 153 
» 3” x 21” Belt Sander 


Model 361 
3” x 24” Belt Sander 


; ” Model 360 


3” x 24” Dustless 


Model No. 
Motor Amps 


Model 564 No Load Speed (SFPM) 


4” x 24” Belt Sander 
Drive 


Bearings 


Length 


Net Weight (Lbs.) 
Shipping Weight (Lbs.) 


Belt Size nye er lis 


If you’re looking for a big capacity belt sander with flush 
sanding versatility, consider the job proven ‘564’! Need 
extra power for heavy stock removal jobs? Then choose 
the standard ‘361’ or the dustless model ‘360’—both fea- 
ture a power packed 1.48 HP motor. Need a general, all- 
purpose belt sander? Pick the ‘153’—3” x 21” sander—its 
lightweight, makes it easy to handle in any work posi- 
tion. Only Rockwell—inventor of the belt sander—offers 
a model that meets the exacting needs of every user! 


361 360 564 
10.5 10.5 9 
1550 1500 1500 
SX NF U3! x28" | Ae ody 
Gear and Gear and Gear and 
Belt Belt Belt 
Ball and Ball and Ball and 
Needle Needle Needle 
14” less Ft bag 13” 
14 16 14 
18 20 18 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


All Models—Basic Machine, Abrasive Belt, 3-Conductor Cord 


and Operating Manual. Model 360 also includes 39331 Dust 
Bag, Nozzle and Attachment Parts. 
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ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL BELT SANDER ACCESSORIES 


BELT SANDER 
ACCESSORIES 


ABRASIVE BELTS 
(10 Belts per carton) 


Aluminum Oxide and Silicon Car- 
bide Belts are available in various 
grits ranging from fine *120-3/0 to 
coarse *24-3. As a general rule use 
Aluminum Oxide Open Coat Belts 
(Type SA) for finishing non-ferrous 
metals, sanding soft woods and 
compositions or removing paint and 
varnish. Use Aluminum Oxide Closed 
Coat Belts (Type A) for ferrous met- 
als such as steel, also hard woods 
and composition. Aluminum Oxide 
Closed Coat Belts (Type M) are 
recommended when grinding or fin- 
ishing metals. Silicon Carbide Belts 
(Type T) should be selected for use 
with slate, marble and other natural 
or cast stone. 


FINE 


Mesh and Grit Number 


Size Type 


120-3/0 


exete 


A 25101 25102 25103 


a 


esas SA 23868 23869 23870 
2%"x21 I Fe A OR 
A 23858 23859 23860 
SA 25133 25134 25135 
37x21” A 25123 25124 25125 
M 25144 25145 
i 25148 25149 
SA 25163 25164 25165 
3x24” A 25153 25154 25155 


M 25174 25175 
1 25178 25179 


SA 25193 | 25194 25195 


3”x27” 
A 25183 25184 25185 
SA 23650 | 23651 23652 
a”y24” A 23640 23641 23642 
M 23667 23668 
a eA oe | 
T 23680 23681 
SA 25223 25224 25225 
a’x27” A 25213 25214 25215 
25234 25235 
T 25238 25239 


MEDIUM 


Mesh and Grit Number 


60-1/2 50-1 40-1% 


SA 25114 25115 25116 


Size Type 


aryayr 
A | 25104 | 25105 | 25106 
oyryarr | -SA_| 23871 _| 23872 | 23873 
A | 23861 | 23862 | 23863 
SA__| 25136 | 25137 | 25138 
anol" A__| 25126 | 25127 | 25128 
M | 25146 
T | 25150 


SA 25166 25167 25168 
A 25156 25157 25158 


3x24" 
M | 25176 
T | 25180 


SA 25196 25197 25198 


3x27" 
A 25186 25187 25188 
SA 23653 23654 23655 
4x24” A 23643 23644 23645 
M 23670 


T 23683 


SA 25226 25227 25228 
4rx27” A 25216 25217 25218 
25236 


M 
| COARSE 


Mesh and Grit Number 


Size Type 


2”y21" 


2¥6"x21” 


3x21” 


SA | 25169 | 25170 | 25171 
wane A 25159 

M 25177 

T 25181 


SA 25199 25200 25201 


3x27" 
A 25189 
SA | 23656 | 23657 | 23658 
ae A 23646 
M 23673 
T 23686 


SA 25229 25230 25231 
Mins 

25219 

25237 | 


25241 


4”x27”" 


b| 
4\2|> 


SA: Aluminum Oxide Open Coat; A: Aluminum Oxide 
Closed Coat; M: Aluminum Oxide Closed Coat; T: Silicon 
Carbide. Type M Belts have a cloth backing. 


ABRASIVE BELTS, ASSORTED PACKAGE 
—Package of (10) Aluminum Oxide 
Closed Coat (Type A) Belts: (4) #50-1 
Grit; (3) #36-2 Grit and (3) #100-2/0 
Grit. 


Number 23856 79 YX 76 YX 75 YX 
Belt Size | 24%"x21” | 3”x21” | 3%x24” | 2x21” 


EXCLUSIVE! 4 
& 
ROCKWELL FLEXANDER 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


oe oa 


ROCKWELL FLEXANDER ELECTRIC CONTOUR SANDER 


1. Positive Self-Tracking Mechanism—Patented design elimi- 
nates need for any belt centering. 

2. Evenly Balanced—Adjustable handle slides up and down 
for comfortable positioning. 

3. Maximum Visibility-No “hidden spots.” User can see all 
work being done while sander is in use. 

4. Heavy-Duty 9.5 Amp Motor—Industrially Rated to cut 
downtime and minimize troublesome servicing problems. 

5. Strain Relief Protection—UL approved 3-conductor cord 
features “strain relief’ protector at handle to prevent kink- 
ing and dangerous wear of cord. 

6. Versatile Front Pulley—The front tire of the Model 440 may 
be used on doglegs or sculptured areas in place of abrasive 
cones. 

7. Industrial Switch—Sealed, dust-free industrial switch elim- 
inates possibility of failure causing dust getting into switch 
mechanism. 

8. Dust Deflector—Located on top of tracking mechanism, the 
dust deflector directs dust away from work. 

9. Bearings—Precision ball bearings in addition to long wear- 
ing needle bearings at vital wear spots for longer trouble- 
free life. 


(Left) Two Platens Available—One steel platen for flat sur- 
faces, one flexible shoe platen for pre-finishing and for 
rounded contours. 

(Right) Easily Removable Belts—Merely push pulley in and 
twist to lock—this reduces belt tension making it easy to 
remove or install belts or platens. 
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Here’s another Rockwell exclusive...a sander that does 
jobs no other tool can handle. The Flexander is perfect 
for everything from paint removal, plastic and metal 
filing, to feather edging on any surface. This unique 
machine is ideal for curved areas and work in concave 
doglegs. It will belt file plastic and steel and block the 
filled area like a body file. It will cut plastics while soft 
without loading (eliminating the dust generated by air 
files or oscillating boards). The Rockwell Flexander will 
do 90% of the grinding jobs handled by conventional 
angle sanders, such as stripping paint, rust, grinding 
welds, doglegs or pillars. See your Rockwell dealer today 
and ask him for a demonstration of this truly remarkable 
machine! 


CATALOG LISTING AND SPECIFICATIONS 


Model NO: 6 0?.c..5,. Saiaices es eweniteen een eae nae hee 440 
TPIS, SE scontieeis.ovecesoree eels sie alee F nigte ke cele n a ecieiaie Sarararecs H-D 
Motor AMD 5 <.s25:67053 wis slates Sores cic area slermnieis ne Mowe sess 4s 9.5 
BalesSiz6:gak keke wt dae ihe ee 2x 33%" 
Belt Speed, SEPM) o.ox..5.c sc eiasin ne antesiecateen tree eames < 2,500 
Bearings: 2.5012 fo stent see St aiel e oO OE Ball 
DEVO 865 sce sivas 5g Seine ey ents vl tenonee te iteneeress Spur Gear 
MOP: 25a ives Shute arduce repel crntale ford eros Siem ence ete ae atone 18%” 
Net. Welght (Ebsi) <5. c3s ces... Satish oe ekas Seca meen ne at 9% 
Shipping Welght (UbS.): 3.5253 on cdsb ean sett pate as oouces was 12 


Motor—Universal type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 440—Basic Machine, 3-Conductor Cord, Abrasive Belt, 
2 Platens (one steel, one flexible), and Operating Manual. 


ABRASIVE BELTS (10 Belts per carton) 


Aluminum Oxide Resin Bond Belts (Type M) are available in 
various grits ranging from fine #80 to coarse #36 and are 
recommended when finishing metals. 


MESH AND GRIT NUMBER 


“Es bhi Fine-80 Medium-50 Coarse-36 
2x 3314" 49401 
M: Aluminum Oxide Resin Bond. Type M belts have a cloth backing. 
PLATENS 


STEEL (PART NO.) FLEXIBLE (PART NO.) 
47127 47128 


ROCKWELL 
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Power: AI Swirl Marks 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL SPEED-BLOC SANDER 


A FISTFUL OF POWER FOR ALL-ROUND 
FAST, EFFICIENT SWIRL-FREE FINISHING! 


Full 12,000 OPM Pad Speed 
(with vibration-free %," diam. 
orbit)—For smoother, swirl- 
free finishing; faster sanding. 


Trouble-Free, Direct Motor-To- 
Pad Design—No loss of power 
through belts or gears; no 
belts to wear or gears to 
service. 


Lightweight Construction—For 
non-tiring use in any posi- 
tion; weighs only 3%4 pounds. 


Compact In Size—Measures 
only 4%" x4%"x7”—for use 
in confined areas; no pro- 
truding parts to interfere. 


Palm-Grip Design—For sim- 
plified, one-hand operation; 
positive control. 


Unmatched Versatility—Only 
with the Speed-Bloc can you 
do underside finishing jobs 
with complete ease . . . do 
contour sanding jobs previ- 
ously possible only by hand 

sand overhead sur- 
faces .. . and more! 


All Ball Bearing Construction 
—For years of trouble-free 
service. 


Economical—4¥" x 44%" pad 
size—a standard 9” x 11” 
sheet of sandpaper provides 
four sheets for the Speed- 
Bloc. 


Removable Pad Feature—Per- 
mits mounting of accessory 
sponge rubber and rubbing 
pads for extra flexibility. 


Interference-Free—Offset pad 
construction for 4-way flush 
sanding. 


Thumb-Actuated Sliding 
Switch—For operating-hand 
power control. 


Extra Heavy-Duty—2.0 amp 
motor for maximum power. 


Spring-Type Abrasive Clamp- 
ing Device—With stronger 
holding power; for single or 
multiple sheet use; easier 
abrasive changes. 


A heavy-duty, high- 
speed, direct-drive fin- 
ishing sander with ex- 
ceptional versatility. 
Exclusive palm-grip 
styling in combination 
with the sander’s over- 
all compact, light- 
weight design, now 
brings positive one- 
hand control with free- 
dom from fatigue to 
each and every sand- 
ing operation—includ- 
ing many applications 
not possible on con- 
ventional machines. 


MODEL 330A 


CATALOG LISTING AND SPECIFICATIONS 


MOE! NOs. ich... spe dod rasare palates 1a Sama ote ees 330A 
AVS nc aia Vu cstche’ : siaue vecerst tau Rea reese tee ccke ahtee car nine care Petes H-D 
MOON Fs Fs etic poel es ee cra oe 2.0 Amp, Universal Type, 115 Volt, 
25-60 Cycle, AC-DC. 
Die si Sed «sr eracomuines fs em outs tokeas wees Direct 
PAOPSDOGG Hi iioc a cc shor d ertsienine teed gu ceee ae) oe 12,000 OPM 
ON Dit aI Btel a5 cic gcc ao cid emsraiwistene tinG Hiss bese ens 564” 
SANGINE RaG SIZO%.. ioc. tcc eaeeee ce atettie tare ames sad 41g" x 444” 
Abrasive Paper Size........ 41%” x 51%” (4 standard sheet) 
OAM ES: A. ko dais alas woe ieegig oe cael e ree hee oe All Ball 
INGE WEE EDS Eye. «causa avian tess one a eeenas one eR 334 
SHDSs WUCLDS }es oes. nag amaerccam aati aevnrnae Peet 5 


STANDARD EQUIPMENT 


Model 330A—Basic Machine, 7’ Cord, Abrasive Sheet and 
Operating Manual. 


ACCESSORY EQUIPMENT 

No. 46900 Assorted Package of 25 Abrasive Sheets. Alumi- 
num Oxide Open Coat in various mesh and grit numbers. 
Size 4%" x 5%". 

No. 47699 Rubbing Pad—Used to rub finishing compounds 
into furniture or wood paneling. Felt pad is mounted on 
metal back-up plate. 


No. 47696 Sponge Rubber Pad—This flexible sponge pad is 
designed for fine grit sanding of irregular or curved surfaces. 
Also useful for finishing rounded stock edges. Pad mounted 
on metal back-up plate. 


ABRASIVE SHEETS (25 Sheets per package) 

Aluminum Oxide Open Coat Abrasive Sheets in various 
grits from extra-fine #280-8/0 to coarse #60-%. All 4%” x 
554” size. 


No. Mesh and Grit No. Finish 
a a 

46893 #280-8/0 

Extra-Fine 
46894 #220-6/0 
46895 #150-4/0 

Fine 
46896 | #120-3/0 
46897 #100-2/0 

Medium 
46898 #80-1/0 
46899 #60-1/2 Coarse 


All Purpose 
Model 106B 


for a wide variety of 
finishing jobs from 
4 smoothing wallboard 
» joints to rubbing and 
polishing fine furniture! 


Dustless 
Model 127A 


with efficient vacuum 
system to pick up 
nuisance dust... 
particularly suited for 
sheet rock and drywall 
sanding applications. 


PA MOD OE 


ae 


High Speed, Direct Drive Model 505 guaranteed to out-perform all other heavy- 
duty finishing sanders, in speed of stock removal and swirl]-free finishing results! 


CONSTRUCTION FEATURES 


1. Dependable Drive (trouble-free, direct 
“motor-to-pad” design on the ‘505’ or 
“non-slip” timing belt/gear drive on the 
127A and 106B finishing sanders)—for 
transmission of maximum power to pad 
with less load on bearings, for faster, 
more efficient sanding. 

2. Orbital Action—pad moves through 
circular orbit for scratch-free finishing 
with or against wood grains. 

3. Interference-Free Side Construction— 
for flush sanding up close to vertical 
surfaces and in other confined areas. 

4. Ball Bearing Construction—for years 
of dependable, trouble-free operation. 
5. Balance Design—weight of motor 
equally proportioned over the sanding 
pad for stabilized control on all sanding 
jobs. 

6. Unique Abrasive Clamp Mechanism— 
for stronger abrasive sheet holding pow- 
er... easier abrasive paper changing. 
7. Full Grip, Top-Side Handle with front 
auxiliary knob for positive control of 
sander in all working positions. 

8. Trigger Switch On-Off Power Control 
with built-in lock button for continuous 
use. 

9. Lightweight Aluminum Alloy Housings 
—strong, yet light in weight for non-tir- 
ing use of sander over long period of 
time in various work positions. 

10. Cord-Strain Relief—3-Conductor cord 
features “strain-relief’ protector at 
handle to prevent kinking and danger- 
ous wear. 
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Model 505 
Finishing Sander 


Model 106B 
Finishing Sander 


Model 127A 
Dustless Finishing Sander 


Three great heavy-duty sanders for 
smooth, scratch-free finishing of a 
wide variety of materials. Includes 
the all-purpose ‘106B’; the dustless 
‘127A’, with its highly efficient dust 
vacuum system, especially suited for 
drywall and sheet rock sanding ap- 
plications, plus the high-speed, direct 
drive ‘505’. By far the best high-pro- 
duction finishing sander made, the 
‘505’ features a full 44%” x 934” sand- 
ing pad... extra heavy duty 3 amp 
motor for maximum power ... full 
10,000 OPM pad speed for faster 
sanding... and more! 


STANDARD EQUIPMENT 


All Models—Basic Machine, Abrasive 
Sheet, 3-Conductor Cord and Operating 
Manual. Models 106B and 127A include 
204X wrench, Model 127A also includes 
68-054 Dust Bag and Bag Support. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL FINISHING SANDERS 
ROCKWELL QUALITY 


CATALOG LISTING 
AND SPECIFICATIONS 


Model No. 505 106B 127A 
Motor Amps i 3 | 2 2 
Pad Size 4%" x 9%" | 374” xX 7%" | 374” x 7%" 
Abrasive 4%" xl" | 334" x9” | 3%” x 9” 
Paper Size | 
Speed (OPM) 10,000 4300 4300 
Orbit Diam. I ae | ee Ys" 
Drive Direct Gear & Belt| Gear & Belt 
Bearings Ball Ball Ball 
Length 11%” 9%” 9%” 
| less dust bag) 
Weight | Net Th 6 6% 
(Lbs.) | Shpg. 9 8 9 


Motors—Universal Type, 


Cycle, AC-DC. 


FINISHING SANDER 
ACCESSORIES 


ABRASIVE SHEETS 
(10 Sheets per package) 


115 Volt, 25-60 


Aluminum Oxide Open Coat Abrasive 
Sheets are available in various grits 
ranging from fine #150-4/0 to coarse 


#40-1'2. 


FINE 
Size Mesh and Grit Number 
[ 150-4/0 120-3/0 
4%" x11" 39759 39758 
334" x9? | 23949 23948 
MEDIUM 
Size Mesh and Grit Number 
100-2/0 80-1/0 
4¥%"x11" 39757 39756 
374" x 9" 23947 23946 
COARSE 
Size Mesh and Grit Number 
60-1/2 50-1 40-144 
44%" x11" 39755 | 39754 | 39753 
33" x9" 23945 | 23944 23943 


ABRASIVE SHEETS, 
ASSORTED PACKAGE 
Package of (10) Aluminum Oxide Open 
Coat Abrasive Sheets in an assortment 
of Mesh and Grit numbers. 


39760 
416" x 11" 


23950 
3%" x 9" 


Number 
Sheet Size 


No. 35Y0S4 Felt Rubbing Pad. For 
Models 106B and 127A. For rubbing fin- 
ishing compounds into wood furniture 
and paneling. 


No. 36Y0S4 Sponge Rubber Pad. For 
Models 106B and 127A. For fine finish- 
sanding of irregular and curved sur- 
faces and edges. 


No. 610S4 Lamb’s Wool Polishing Pad. 
For Models 106B and 127A. For “hand- 
finish” polishing of furniture and panel- 
ing. 


No. 690S4 Dust Bag. Extra large. Re- 
places standard bag furnished with 
127A sander. For use on drywall or 
sheet rack sanding applications. 


—_ 


HORIZONTAL ‘GRINDER... 


ROCKWELL 


SANDERS 


AND 


GRINDERS 


A rugged line of heavy and 
extra heavy-duty 7” and 9” 
disc sanders and angle grinders 
plus a heavy-duty 

6” horizontal grinder 

for a wide variety of jobs— 
blending and finishing welds... 
removing burrs, snags 

and other imperfections 

from castings... 

removing rust and scale... 
general cleaning operations 
including paint removal... 
tuck point grinding... 

and more! 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL SANDERS AND GRINDERS 


SUPERIOR TO ANY OTHER SANDER OR 
GRINDER ON THE MARKET TODAY! 


1. Removable Armature Pinion Gear*—Should gear be 
stripped, only the gear has to be replaced and not the com- 
plete armature. 

2. Full Ball Bearing Design—Extra heavy duty ball bearings 
throughout at both spindle and armature, insuring perfect 
running accuracy and unlimited life. 

3. Coated Armature—Exposed wires to commutator com- 
pletely rope-wrapped, preventing burnout. 

4. Hardened Bevel Gears*For extra life and quiet overall 
performance. 

5. Man-Sized Rear Handle—With instant release safety 
switch for fatigue-free operation. Bell shaped end assures 
positive gripping ability in any handling position. 

6. Heavy-Duty Motor—Each model designed to produce above 
normal power under the most extreme loads for fast produc- 
tion results. 

7. Circuit Breaker—Extra heavy-duty models equipped with 
automatic circuit breaker for overload protection. 

8. Housing and Brush Protectors—Hardened steel shields and 
inserts protect motor housing and brush holders from damage 
by dropping or foreign particles (extra heavy-duty models). 
9. Brush and Commutator Cover—Allows for instant periodic 
inspection. 

10. Heavy Duty 20.0 Amp Switch—For maximum life and 
durability. 

11. Cord Strain-Relief Protector—3-Conductor Cord features 
“strain-relief’ protector at handle to prevent kinking and 
dangerous wear. 

12. Auxiliary Handle*Fits either side of gear housing for 
greatest comfort and control. 

13. Tool Rest*—Non-marring tool rest made of hardened 
rubber for casting protection. Rest can be removed to allow 
for suspension eye bolt for greater balance. 

14. Air Flow—Fan and vent opening designed for high veloci- 
ty air flow to keep motor cool and free of grit, dust. 


*Not on Model 760 


Model 760 
Horizontal Grinder 


Here’s the product with a difference! Why? Hardened 
helical gears give the 760 greater strength, longer life; 
all ball bearing design insures perfect running accuracy; 
heavy-duty motor takes the toughest loads; comfortable 
handle with extra heavy-duty 20 amp switch reduces 


operator fatigue. Prove it today ... Ask for a demon- 
stration! 
CATALOG LISTING AND SPECIFICATIONS 
Catalog Number 760 
No Load Speed 4500 
Type HD 
Motor Amps 12 
Pad or Wheel Size 6x 1" 
Switch Lever 
Bearing Ball 
Gear Drive Helical 
Shaft Diameter 5%"-11” RH 
Length 23% zi 
Net Weight (Lbs.) 19% 
Shipping Weight (Lbs.) 25% 


Motors— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 760—Basic Machine with 3-Conductor Cord, 52689 6” 
Wheel Guard, 52688 6” x 1” x %” Bore Grinding Wheel, 52568 
Outer Flange Washer, 52573 Spindle Nut, 53676 Spanner 
Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 
For Model 760 6” Horizontal Grinder 


No. 53851 Tuck Pointing Kit—For use with the Model 760 to 
remove old mortar between brick and stone structures. In- 
cludes No. 53854 8” x 4” 24 grit S.C. Wheel, No. 53853 wheel 
guard, No. 53681 spacer. 


No. 52688 Grinding Wheel—For general foundry, welding and 
casting applications. 6” x 1” x 5s” bore—36 grit A.O. 6050 
RPM. 


No. 53676 Spanner Wrench 
No. 54345 Lubricant—6 oz. tube for gearing of Model 760. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL SANDERS AND GRINDERS 


Model 785-5 
Angle Grinder 


Model 795 
Angle Grinder 


Want superior construction and performance? The right 
speed for each job? Longest possible life? Ease of han- 
dling? Complete safety? Rockwell 7” and 9” angle grind- 
ers are the best you can buy! Each grinder has features 
that make it special—features such as all ball bearing 
design, hardened bevel gears, fatigue-free handle, heavy- 
duty motor, extra heavy-duty switch, removable arma- 
ture pinion, housing and brush protectors. Put these 
grinders to work for you today! 


CATALOG LISTING AND SPECIFICATIONS 


Catalog Number 


Model 780-5 
Disc Sander 


Model 790 
Disc Sander 


= 


Whatever your sanding application, Rockwell 7” and 9” 
disc sanders will perform better than any other disc 
sander available... for seven good reasons. Rockwell 
disc sanders include such features as rugged heavy-duty 
motors, man-sized rear handle, full ball bearing design, 
easily-removable armature pinion, hardened bevel gears, 
long-life heavy-duty switch, brush and housing protec- 
tors. Prove it for yourself—on your toughest job—and see 
what we mean! 


CATALOG LISTING AND SPECIFICATIONS 


No Load Speed 8000 Catalog Number 
Type XHD No Load Speed 5000 | 5000 6000 6000 5000 8000 
Motor Amps 15 Type HD HD HD XHD XHD } XHD 
Pad or Wheel Size 7 Motor Amps 12 12 12 15 15 15 
Switch Lever Lever Pad or Wheel Size 7 7&9 7 7 7&9 7 
Bearing Ball Ball Ball Switch Lever | Lever | Lever | Lever | Lever | Lever 
Spiral Spiral Spiral Spiral i Ball B B Ball 
ne ir Bevel score: Jey aes sa Soa Sata sia sa Soil 
Shave Dianieter ita ak tna i) aa Gear Drive Bevel | Bevel | Bevel | Bevel | Bevel | Bevel 
. A Ly 5". 5B”. A". Sh". 
Length 19%” 19%” 19%” | 19%” Shaft Diameter is RH if RH | 11° RH is RH 1 RH | LHR 
Net Weight (Lbs.) 15 15 19 19 Length 19%" 19%" 19%" 19%” 19%" 19%" 
Shipping Weight (Lbs.) | 20% 20% 24% a 24% Net Weight (Lbs.) 15 15 15 19 19 19 
Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. Shipping Weight (Lbs.) 20% 20% 20% 24% 24% 24% 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor Cord, 51261 Auxil- 
iary Handle, 51744 Auxiliary Handle Bolt, 10622 Tool Rest, 
41139 Spanner Wrench, 41138 Center Wheel Retaining Nut, 
25571 Pad Spacer Washer and Operating Manual. Models 
785, 795—25939 7” x %¢” Depressed Center Wheel, 25666 
Disc Support Backup Pad, 54342 Wheel Guard. Models 785-5, 
795-5—25940 9” x %6” Depressed Center Wheel, 25673 Disc 
Support Backup Pad, 54343 Wheel Guard. Model 795-8—52523 
7” x %4"” Depressed Center Wheel, 25666 Disc Support Back- 
up Pad, 54342 Wheel Guard. All Extra Heavy-Duty Grinders— 
49374 Motor Protector, 51284 Motor Housing Shield, 51676 
Brush Cap Shield. 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


All Models—Basic Machine, 3-Conductor Cord, 51261 Auxil- 
iary Handle,51744 Auxiliary Handle Bolt, 10622 Tool Rest, 
41139 Spanner Wrench, 25571Pad Spacer Washer and Operat- 
ing Manual. Models 780 and 780-6—25673 Pad, 41138 Retain- 
ing Nut and 50604 7” Disc. Model 780-5—25673 Pad, 41138 
Retaining Nut, 50604 7” and 55605 9” Discs. Models 790 and 
790-8—41134 7” Backup Pad and 41137 Abrasive Retaining 
Nut. Model 790-5—41134 7” and 41135 9” Backup Pads and 
41137 Abrasive Nut. All Extra Heavy-Duty Models also In- 
clude 49374 Motor Protector, 51284 Motor Housing Shield 
and 51676 Brush Cap Shield. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL SANDERS AND GRINDERS 


ACCESSORY EQUIPMENT 


For Angle Grinders and Disc Sanders 


DEPRESSED CENTER WHEELS 

For all grinders and sanders. All wheels 
have sufficient flexibility for smoothing 
and blending. Nos. 52523 and 53692 are 
for use with 8000 RPM units, Nos. 25939 
and 25940 are for use with 5000 and 
6000 RPM units. 


No. 25939—7” x %¢@” 24 grit reinforced 
A.O. 7100 RPM. 

No. 52523—7” x 14” 24 grit reinforced 
A.O. 8000 RPM. 

No. 2594079” x 4,” 24 grit reinforced 
A.O. 5500 RPM. 

No. 53692-7” x 14” 16 grit reinforced 
S.C. 8500 RPM for concrete. 


DEPRESSED CENTER 

WHEEL SUPPORT PADS 

No. 54565 3” Cushion Type—Includes 
25666 pad; 41138 clamp nut. For use 
with all 7” depressed center wheels. 
No. 54566 4” Cushion Type. Includes 
25673 pad; 41138 clamp nut; 25571 
spacer. For use with all 9” depressed 
center wheels, 


WHEEL GUARD ASSEMBLY 

Used with above depressed center 
wheels. 

No. 54342. 7” guard; No. 54343. 9” 
guard, 


FLARING CUP WHEELS 

For all right angle sanders and grinders 
composed of %” x 11” threaded spin- 
dles. Ideal for fast stock removal on all 
metal grinding applications. 

No. 25698*—4”—5” x 11” threads 24 
grit A.O. 9070 RPM, 


No. 53696—5”—5” x 11” threads 16 grit 
A.O. 7260 RPM. 
No. 53697—6”—5g" x 11” threads 16 grit 
A.O. 6000 RPM. 


No. 25700*—4”—5” x 11” threads 14 
grit S.C. 9070 RPM for concrete. 

No. 53698—5"—%” x 11” threads 14 grit 
S.C. 7260 RPM for concrete. 

No. 53699—6”—5g” x 11” threads 14 grit 
S.C. 6000 RPM for concrete. 


*Recommended for use with 83000 RPM Sanders 
and Grinders. 


FLARING CUP WHEEL GUARDS 

For safe use of flaring cup wheels. 

No. 42315 For 4” flared cup grinding 
wheels. 

No. 53719 For 5” flared cup grinding 
wheels. 

No. 53721 For 6” flared cup grinding 
wheels. 


WIRE CUP BRUSH 

For use with all sanders and grinders 
having °8” x 11” thread spindles with 
speeds up to and including 6000 RPM. 
For removing rust, scale, and all clean- 
ing applications including paint re- 
moval. 

No. 25696-—5” diameter %” x 11” 
threads (.020”) knot type. 


SANDING DISCS BACK-UP PADS 

For use with all numbered grit abrasive 
discs on all sanders and grinders hav- 
ing 56” x 11” threaded spindles. 

No. 41472 includes 41134—7” back-up 
pad; 41137 retaining nut; 41139 spanner 
wrench, 

No. 41473 includes 41135—9” back-up 
pad; 41137 retaining nut; 41139 spanner 
wrench, 


EASY CHANGE BACK-UP PADS 
Eliminates use of wrench to replace 
abrasive discs for all sanders and 
grinders having %” x 11” threaded 
spindles. Also for use with light weight 
plastic bonded backing discs. 

No. 53790 includes 10520-4142” backing 
pad and 53820 abrasive retaining nut. 
No. 53792 includes 10440-6%4” backing 
pad and 53820 abrasive retaining nut. 


FLEXIBLE BACKING DISCS 

Phenolic plastic discs provide greater 
flexibility and cooler operation for 
most sanding applications. 

No. 55604-6%4” diameter with de- 
pressed center. For use with 53790 or 
54566 flexible backing pads. 

No. 55605-8%” diameter with de- 
pressed center. For use with 53790 or 
54566 flexible backing pads, nested 
with the 55604 6%4” flexible backing 
pad. 


7” SANDING DISC 
No. 25675—36 grit; No. 25676—50 grit; 
No. 25677—80 grit. 


9” SANDING DISC 
No. 25707-36 grit; No. 25708-50 grit; 
No. 25709-20 grit. 


CUP GRINDING WHEEL ADAPTER 
No. 54339. For adapting %” bore cup 
wheels for all 5g” x 11” thread sanders 
and grinders. 


SPANNER WRENCHES 
No. 41139. For use with 41137 and 
41138 clamp nuts. 


REPLACEMENT CLAMP NUTS 

For use with sander and grinder acces- 
sories. 

No. 41137 Short—-for abrasive disc 
back-up pads. 

No. 41138 Long—for depressed center 
wheels support pads. 

No. 53820. For use with wrenchless 
flexible backing pads. 


LUBRICANT 
No. 53454. 6 oz. tube for gearing of all 
sanders and grinders. 


WRENCHLESS ACCESSORIES 

No. 55773 Quick Change 4%” Back- 
Up Pad. Includes 53820 flange nut. 
No. 60429 Quick Change 3” De- 
pressed Center Back-Up Pad. Includes 
53820 flange nut. 

No. 54360 Quick Change 6%” Polish- 
ing Back-Up Pad. Includes 53820 
flange nut. 


NEW! 
ROCKWELL 
7’ DISC SANDER 


7 POLISHER 


ROCKWELL POLISHER AND SANDER 


ROCKWELL QUALITY 
CONSTRUCTION FEATURES 
ASSURE TOP PERFORMANCE! 


1. Wrenchless Quick Change Back-Up Pad—Positive spindle 
lock eliminates need for wrenches or Allen keys when 
removing polishing pads, bonnets, etc, Just twist the back-up 
pad counterclockwise and you can change pads in seconds! 

2. Offset Spindle Design—Spindle is offset to one side of 
gear case to enable user to get behind bumpers, etc. 

3. Rocker Arm Switch—(Model 471) Operator doesn’t have 
to keep finger on trigger while polisher is operating. Model 
470 features an instant release safety switch with lock 
button. 

4, Bell Shaped Handle—Assures positive grip in any work- 
ing position. Ideal for long reach operations on rooftops, etc. 

5. Tool Rest—Made of resilient rubber to protect tool 
when not in use. 

6. Auxiliary Handle—Fits either side of gear housing for 
complete comfort and control; right or left hand operation. 

7. 15° 3-Conductor Cord (10’ on Model 470)—Allows opera- 
tor to work all around work area with minimum possibility 
of scratching work surface. Strain-relief protector at handle 
prevents dangerous wear. 

e Heavy Duty 8 Amp Motor—For heavy duty production 
work... you get less drop-off in rpm even under heavy 
load... faster polishing and sanding. 

e Reversible Deflector—Fits either side of motor exhaust 
outlet. Directs air blast away from operator. 

e All Ball Bearings—For perfect running accuracy and extra 
long life. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


Model 471 


7” Polisher Model 470 


7” Disc Sander 


If you're looking for a lightweight, compact production 
sander or polisher that will withstand constant use, 
Rockwell has the tools you need. The Model 471 Polisher 
is ideal for day in, day out buffing, polishing, rubbing 
and cleaning jobs. The rugged 4500 rpm Model 470 
Sander is the perfect choice for panel work, body 
finishing, light weldment grinding, tuck pointing. 

Both sander and polisher feature a heavy duty 8 amp 
motor, offset spindle design, wrenchless quick change 
back-up pad, Helicon® gearing for smooth, even power 
flow. 


CATALOG LISTING AND SPECIFICATIONS 


Modelings. i560 siccctettr all tke viele sure iedems 471 470 
No Load Speed (RPM) ................. 2100 4500 
EY DOs Sis fie Sdecaneis dvs, 25 ere aye Sesto & Bene HD HD 
MOtOr AMPS 66s cc. a eaueteree se era ecto 2 8 8 
PAG SIZOA ie torece sox alates areata oe trot stars es eee vue yk 
SWiCH A. daa. s <a ches oneal oaerae eee Rocker Paddle 
BeaTINeS =. 0 5. heaton s prael eee ee Ball Ball 
Gear Drive:is..822 srk Rlciae aeeretet Helicon® Helicon® 
Shatt: Diameter... oaa5 osc ce ies 5/g"—11" RH = 5/g”—11" RH 
Rensthh 20 cot sted et are 141/2" 1414" 
Cord Lengeliy cc icc.xs ccs cases ae a nes, cae 457 10’ 
Net Weight: (EDS )i5.. Sees. os cies ote v osaaue 81/2 81/2 
Shipping Weight (Lbs.) 3.0.05... ..500 sewed 12 42) 


STANDARD EQUIPMENT 


Model 471—Basic Machine with Auxiliary Handle, 15’ 3-Con- 
ductor Cord, 54360 Quick Change Back-Up Pad, 54432 Lambs 
Wool Pad, Operating Manual. 

Model 470—Basic Machine with Auxiliary Handle, 10’ 3-Con- 
ductor Cord, 55773 Quick Change Pad, 55604 Flexible Back- 
ing Disc, Operating Manual. 

Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


ACCESSORY EQUIPMENT 


MODEL 471 MODEL 470 

7” POLISHER 7” DISC SANDER 

No. 54432 Lambs Wool 7” Sanding Discs 

Pad. 7” diameter. No. 25675—36 grit; 

No. 54434 Pile Fabric Rub- No. 25676—50 grit; 

bing Pad..7” diameter. No. 25677—80 grit. 

No. 57775 Felt Pad. Use No. 55604 Flexible Back- 


for rubbing, burnishing 


operations. 

No. 54360 Quick Change 
Polishing Back-up Pad. 
67/s" diameter. Includes 
No. 53820 lock nut. 

No. 53454 Lubricant. 
For gear lubrication. 


ing Disc. 63/4” diameter 
with depressed center. 
No. 55773 Quick Change 
Back-Up Pad. 

4'/2" diameter includes 
No. 53820 lock nut. 

No. 53454 Lubricant. 
For gear lubrication. 


with motor-over-pad design 
for better control; easier handling! 


Extra-Powerful 
for all types of 

finishing jobs where 
Stationary equipment 
cannot be used 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL POLISHER AND SANDER 


CHECK THESE 
SANDER AND POLISHER 
PERFORMANCE FEATURES 


Motor-Over-Pad Design—for better con- 
trol; easier handling. Weight of motor 
delivers pressure to the work surface 
naturally, reducing operator fatigue. 
Extra Powerful Motor—full 4 amp indus- 
trially rated for heavy-duty production 
sanding or polishing jobs. 

Helical Gearing—specifically engineered 
for each machine; transmits the right 
combination of power and speed to the 
pad for more efficient operation. 
Lightweight—units weigh only 5% 
pounds! Use the sander or polisher in 
any position, even over long periods of 
time, without tiring. 

Ball Bearing Construction—high-load, 
ball thrust bearings positioned at vital 
wear points take the strains of heavy- 
duty operations. 

Extra Job Flexibility—using low cost ac- 
cessories, the sander and polisher can 
be adapted to do a wide variety of extra 
jobs from drilling to general cleaning. 


The Model 304 Sander can even 
be converted into a power paint 
remover that offers controlled 
disc sanding for fast, easy, uni- 
form removal of old paint and 


varnish! Vertical and horizontal 
adjustment controls assure flat, 
even removal flush to overhang 
or vertical walls—without dan- 
ger of gouging or marring the 
work surface! It is especially 
ideal for removing old paint 
from clapboard siding! 


No. 5041 Paint Remover Attach- 
ment. Includes #36 Grit Tung- 
sten Carbide Disc, Sponge Rub- 
ber Back-Up Pad, Retaining Nut, 
Wrench and Instructions. 


Model 305 
7” Polisher 


A light weight, heavy duty 7” polish- 
er with unique motor-over-pad de- 
sign for easy effortless control on all 
polishing jobs. Offers an all-purpose 
speed of 2,000 rpm—ideally suited for 
efficient buffing, polishing, rubbing 
and general cleaning jobs. 


CATALOG LISTING 
AND SPECIFICATIONS 
Model: NOW A... 3tfsi2 5 oak ek ate 305 


Motor. sacu1e 4 Amp., Universal Type, 
115 Volt, 25-60 Cycle, AC-DC. 
230 Volt Motor Available at Extra Cost 


Speed (REM) ce 23 hiss ccs hascelss 2000 
Pad: Diameters o's sccccisds $ins.esitentns ia 
SHAE SizO ss occ chesterccer aa oneta 5e”—11 RH 
DriWe ee or ciee caries bate Helical Gear 
LONRU ais) s Seale he wislonon abuse 11%” 
Net Weight (Lbs.)................. 5% 
Shipping Weight (Lbs.)............... 9 


STANDARD EQUIPMENT 
Model 305—Basic Machine with Auxili- 
ary Handle, 3-Conductor Cord, 42321 
Back-Up Pad, 5D6 Disc Retaining Nut, 
42352 84%” Diam. Lambs Wool Buff, 
158D6 Wrench, 1740X, Wrench and 
Operating Manual. 


ACCESSORY 


No. 42352 Lambs Wool Buff. 814” 
diameter. 


No. 70YD6 Adapter. For mounting 
wire and grinding wheels. 


No. 65YD6 Wire Wheel. 6” diameter. 
No. 33 Gauge (Fine) Wire. Requires 
70YD6 Adapter for mounting. 


No. 67YD6 Grinding Wheel. 4” di- 
ameter No. 80 Grit, Grade G. Re- 
quires 70YD6 Adapter for mount- 
ing. 

No. 54434 Cleaning Pad. 7” diam- 


eter Pile Fabric. 


No. 27YD6 Depressed Center Wheel. 
7” diameter x 1%” thick. Includes 
support pad and flange nut. 


No. 34YD6 Drill Chuck. 14” capac- 
ity, 3-jaw type. With key. 


No. 59YD6 Bench Stand. For sta- 
tionary use of sander or polisher. 


Model 304. 
7” Dise Sander 


For a wide variety of finishing jobs 
on woods and metals—especially pro- 
duction line sanding operations 
where stationary equipment cannot 
be used, but fast, accurate finishing 
is required. Can be adapted to do 
buffing, polishing, general cleaning 
and grinding operations—even power 
paint removing chores. 


CATALOG LISTING 
AND SPECIFICATIONS 


Model NOficciaasc laccaxcie resus 304 
Motor 35): < 4 Amp., Universal Type, 
115 Volt, 25-60 Cycle, AC-DC. 

230 Volt Motor Available at Extra Cost 


Speed (RPM). . oginec cccsec tsa eee 4000 
Pad) Diameter... oct. 2< sites eaten a ts 
ShattSizen... oo seciesscohae 56”—11 RH 
DYING. .anicu eos nne eines Helical Gear 
Bengthy 8a eis ines ah hererqee 11%” 
Net Weight (Lbs.)................. 5% 
Shipping Weight (Lbs.)............... 9 


STANDARD EQUIPMENT 

Model 304—Basic Machine with Auxili- 
ary Handle, 3-Conductor Cord, 42321 
Back-Up-Pad, 5D6 Disc Retaining Nut, 
(3) Abrasive Discs, 1740X Wrench, 
158D6 Wrench and Operating Manual. 


EQUIPMENT 


No. 56YD6 Extension Handle. For 
stand-up use of sander or pol- 
isher. 
ABRASIVE DISCS 
(Package of 12) 


Aluminum Oxide Open Coat 


Mesh and Grit No. 
#80-1/0 | #36-2 | #20-3% 
6" Diam.| 38YD6 39YD6 | 40YD6 
"7" Diam. | 42336 | 42335 | 42334 
ABRASIVE DISCS, 
ASSORTED PACKAGES 
Package of (12) Aluminum Oxide 
Open Coat Abrasive Discs. Con- 
tains (8) #20-314” Grit, (2) #36—2 
Grit and (2) #80—1/0 Grit. 


Number Size 


31YD6 6” Diameter 


42331 7" Diameter 


No. 23YD6 Abrasive Disc Back-Up 
Pad. For use with 6” diameter 
abrasive discs. 


Cut paint removal time 
in half with the 


hand scraper, 
wire brush, 
liquid remover, 
blow torch! 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
ROCKWELL POWER PAINT REMOVER 


(Left) Lightweight and Portable—weighs only 11 pounds com- 
plete! Can be used from ladders or scaffolds with non-tiring 
ease! 

(Right) Vertical and Horizontal Adjustment Controls—permits 
precise disc adjustment for depth of surface removal and 
flush sanding. Guide rods assure continued “flat disc” sand- 
ing and provide uniform removal of old paint. 

Extra Powerful Motor—full 4 amp industrially rated furnishes 
more than enough power for tough resurfacing jobs. 

Helical Gearing—transmits more torque than conventional 
gear drives for rugged, heavy-duty applications. 

Ball Bearing Construction—high-load ball thrust bearings to 
take the strains of heavy duty operation; and assure longer 
trouble-free performance. 


Side Handle Design 
with Auxiliary Grip— 
for positive control 
in any position. Fea- 
tures trigger switch 
with built-in lock 
button to hold on-po- 
, sition for continuous 
operation. 


Versatile—paint removing head is detachable; machine can 
be converted to conventional disc sander using 6” diameter 
abrasive discs. Permits use on wide range of finishing jobs 
from heavy stock removal to extremely fine finishing. 


® 


Now, controlled disc sanding for fast, easy uniform re- 
moval of old paint and varnish. Easy to use and com- 
pletely fool-proof, the Power Paint Remover removes 
paint twice as fast as any other paint removing method 
—hand scraper, blow torch, wire brush, liquid remover. 
Vertical and horizontal adjustment controls for depth 
of surface removal and flush sanding, assure flat even 
removal flush to vertical walls and overhangs—without 
danger of gouging or marring of the work surface. Its 
special long life tungsten carbide disc will handle a wide 
variety of materials from wood to compositions—every 
problem material that cannot be handled by conven- 
tional abrasive discs! Uses include clapboard refinishing, 
porch deck and boat resurfacing, rust and old paint re- 
moval from steel surfaces and more. 


Model NOs io 1512 aoe ethno natin meter eater eee 304PR 
Motor 4 Amp., Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 

Speed (RPM) kbc oor aati scotea ws eee anes 4000 
PAR ho fois ciate Sead teiomecaGRe 6” Dia., Tungsten Carbide 
SHAEUSIZG:o.2 5 <. ciatare’s oxic alocs sieteteronred ear eet 5¢”—11 RH 
BOVIUG aoe. a 'ssassnaes ia sesacnieots anda Rd as oe ie ae ae Helical Gear 
REGAN EEN cocaine ray athe cir wsctnp steve cious vale arsmenal teem va tartar a atm 11%” 
INGUWGISTIECEDS.) |: ccisir. atin «avd xa tarece che aiwivetsie-a ce seerene Sie ater 11 
Shipping Welent (Lbs) oc sees cond eel at a waive ele cakes 14 


Model 304PR—Basic Machine, 5041 Paint Removal Attach- 
ment with 23918 #36 Grit Tungsten Carbide Disc, 23547 
Sponge Rubber Back-Up Pad, 23530 Disc Retaining Nut, 
23539 Wrench and Operating Manual. 


No. 5041 Paint Removing Attachment Only. Includes No. 36 
Grit Tungsten Carbide Disc, Back-Up Pad, Retaining Nut 
and Wrench. 


Tungsten Carbide Discs. All 6” diameter. 
No. 23917—#46 Grit; No. 23918—#36 Grit; 
No. 23932—#24 Grit 


» Does away with tedious “chisel and hammer” scraping! 
Ideal for removing rust and mineral deposits 
from ship hulls, storage tanks, pipelines and more! 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL CHIPPER/CLEANER 


Lightweight—basic machine less cutters, weighs only 18 
pounds. 

Corrosion-Proof Housing — lightweight aluminum alloy 
smoothly ground, wire brushed and anodized. 

D-Handle Design—with trigger switch and lock-button, for 
better control. Front handle is non-metallic, will not transmit 
heat. 

Safety Cutter Guard—designed as an integral part of 
machine, covers more than 180° of the cutter work head for 
added operator safety. 

Cooler Operating—with extra large vents at sides and back; 
designed to draw maximum air across motor. 

Simplified Lubrication System—no dismantling necessary; 
removable plug simplifies lubricant chamber inspection and 
refilling. 

Fast Cutting—84 hardened steel cutters revolve a full 2000 
rpm for fast chipping and cleaning. 


Model 727 
Chipper/Cleaner 


A performer that can’t be beat when it comes to flexi- 
bility! 

Ideal for removing heavy accumulations of rust and 
mineral deposits from ship hulls, storage tanks, pipe 
lines and ovens... also for cleaning concrete forms... 
re-conditioning butane tanks ...and more. 


ModeuiNa.: sic. facsamos coms wes cateue aaa coe Soe a eae 727 
Motor ...... ;..Universal Type, 415 Volt, 25-60 Cycle, AC-DC 
No Load) Speed:(RPM)) «3:4: po sccaiaattas ceimete cad sce 2000 
No; of Gutters... 6 6.5.ctiens ee anleees 84, Hardened Steel 
DiIVE Societe 3 pe aa) ee ulema see Helical Gear, 7:1 Ratio 
BGANN GS 56 s.cccnd da vine veeepeRaeseiacleuiee es wemitas a aaaie Ball 
OveraliiLongth:: 2.5 |. cu. cabo nsseiaaier eae tES ee 13%" 
Net Weteht:(LDS.) = 6.365 coat ce sense eee 18 (less cutters) 
Shipping Weight (Lbs.) ....... 50 (including case and cutters) 


Model 727—Basic Machine, 3-Conductor Cord, (2) 42404 Cut- 
ter Bundles, 25RC Carrying Case and Operating Manual. 


No. 45128 Cutter Bundle. Consists of 42 hardened steel cut- 
ters. 


No. 21RC Cutter. Single hardened steel cutter only. 
No. 25RC Carrying Case. 


MAGNETIC DRILL 
PRESSES 


For Big Capacity Drilling Not Possible With 
Conventional Drill Presses or Radial Drills 


Now! Rockwell Extra Heavy Duty Drills have 
been teamed with famous BUX Magnetic 
Stands to give you big capacity portable drill- 
ing machines. The magnetized base attaches 
with tremendous force to steel surfaces hori- 
zontally, vertically or overhead. With the 
portable drill firmly held in position, you can 
precision drill, tap or ream at a drill point 
pressure up to 2100 pounds. You can per- 
form these operations on large, special- 
purpose machines, on girders, and in other 
places that cannot be reached with conven- 
tional drill presses or radial drills. 

Take the capacity of stationary drill presses 
to your job site to save on labor, the expense 
of dismantling heavy machinery or the cost 
of transporting large equipment. 


See a “PROOF-BY-PERFORMANCE” 
Demonstration Today! 


ROCKWELL DELTA INDUSTRIAL MACHINES 


ROCKWELL BUX PORTABLE MAGNETIC DRILL PRESSES 


ROCKWELL BUX FEATURES GIVE YOU 
LONG, TROUBLE-FREE 
PERFORMANCE ON THE JOB! 


1, Extra Heavy Duty Motor—built to rigid specifications, this 
“job proven” motor has been used on other Rockwell Power 
Tools in thousands of industrial applications. 

2. Replaceable Wear Strips—slide assembly is supported by 
quickly replaceable, adjustable gib and wear strips. 

3. All Steel Pinion Shaft—supported by special oil impreg- 
nated bronze bearings, has three-handled feed for ease of 
operation. 

4, Lightweight Stand—tough, aircraft aluminum post is light- 
weight, yet strong. Pound for pound, BUX stand is most 
powerful available. 

5. “Power Channel’ Bases—-BUX magnetic bases are avail- 
able in five different sizes, shapes and strengths. 

6. Medium and Large Size Units—have 1114” of travel for 
greater accuracy on all work as well as increasing “hole 
depth” capacity. 

7. Lower Ratio Rack and Pinion Feeds—assure greater me- 
chanical advantages with more pressure delivered to the drill 
point. Will drill holes faster with less operator fatigue. 

8. Positive Depth Gage—large, easy-to-read scale can be 
marked to measure holes of desired depth. No slipping pos- 
sible, no rule needed. 

9. Stabilizer Leg—adjustable stabilizer leg moves pivot point 
rearward and increases mechanical advantage—more drill 
point pressure. 

10, Fast Action Positioner—one-fourth turn of oversize oper- 
ating handle releases drill stand to rotate 330° with up to 
%" lateral movement. No tedious adjustments—simply 
place drill point over center-punch mark, tighten handle 
and start to drill. 

11. Five Chucks or Spindles Available—54” and *4” Chucks, 
No. 2 and No. 3 M.T. Spindles, and No. 3 M.T. Internal Socket. 
12. Six-Foot Safety Cable—acts as a precaution against opera- 
tor losing control of unit while positioning or from possible 
power failure during operation. 


@ 


_ . = 
Extra Powerful, Specially Designed Motors provide a full 6.5 
amps on Small Round Base Models,12 amps on Medium 
Round Base Models and 15 amps on Large Radial Position 
and Rectangular Base Models. Typical long-life, quality 
construction features include: 

eCartridge-Type Brushes—Are spring-loaded and self- 
adjusting for better commutation. 

¢Precision Machine Wound Armatures—With resin coated, 
bonded wire and welded commutator leads to withstand 
high overload conditions. 

*Efficient Cooling System—Flow-thru venting and 12-blade 
fan work together to maintain lower motor operating tem- 
perature for better efficiency. 

*Ball and Roller Bearing Construction—To assure trouble- 
free performance, gear and spindle shafts run smoothly on 
self-lubricating ball and roller bearings. 


74" LATERAL 
MOVEMENT 


330° RADIAL 
MOVEMENT 


With the Bux precision engineered base, you get positive 
mechanical action—no “partial magnetism.” Bux exclusive 
radial positioner assures fast, accurate alignment of Bux 
portable magnetic drill stands, The magnetic base remains 
stationary, safely holding unit to the work. A fast, %4 turn 
of the mechanical locking handle releases drill stand for 
330° radial positioning and up to %” lateral movement is 
also provided, assuring positive, precision positioning. 


ROCKWELL BUX QUALITY EXTRAS: 


eTwo-speed motors provide speeds of 250 and 500 RPM—a 
low speed for large hole drilling, tapping and reaming—a 
high speed for small hole drilling. 

eBoth Medium and Large Base Models have “Power Chan- 
nel” design. Magnetic strength is funneled along a central 
axis, concentrating the holding power in areas where there 
is apt to be more workpiece contact. 

eForward, reverse and neutral feed control. 

* Magnetic control switch and pilot lamp. 

eLarge, easy-to-operate controls. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


Small Round Base Model 
No. 15900 with %” Drill 
Chuck Capacity, 914” Drill me 
Travel. zr Drill Travel. 


Large Rectangular Base 
Mode! No. 15910 with No. 3 
M.T. Socket Accommodat- 
ing 1%” Drill, and Offering 
11%” Drill Travel. 


STANDARD EQUIPMENT 


Rockwell Bux Drill Presses are shipped complete. Motor 
and Stand are ordered: together by specifying the appro- 
priate Drill Press Catalog Number. Assembly of motor to 
stand is quick and easy and requires no special tools or 
knowledge. A single, heavy duty 9-foot cord and plug 
supplies power to both stand and motor. All stands are 
supplied with a 6-foot safety cable as a precaution against 
operator losing control of unit while positioning or from 
possible power failure during operation. All motors are 
reversing type. 

Motors have reverse mounting position, permitting outboard 
spindle location for close-quarter drilling requirements. 


CATALOG LISTING AND SPECIFICATIONS 


Medium Round Base 
Model No. 15901 with 34” 
Drill Chuck Capacity, 1144” 


ROCKWELL BUX PORTABLE MAGNETIC DRILL PRESSES 


Medium Round Radial 
Positioning Base Model 
No. 15907 with No. 3 M.T. 
%” Drill Capacity and 
144” Drill Travel. 


Large Rectangular, Ra- 
dial Position Base Model 
No. 15912 with No, 3 M.T. 
Socket Accommodating 
1%” Drill, and Offering 
11%” Drill Travel. 


Special mounting brackets allow for perfect motor and 
drill stand slide alignment, providing precision drilling 
capabilities. 

No. 2 and No. 3 M.T. Models can easily be converted to 
%4” Key Chuck Models. Simply order 57091 Arbor (No. 3 
M.T. to Jacobs Taper) or 57092 Arbor (No. 2 M.T. to Jacobs 
Taper) plus 58006 %4” Chuck. 

Note: Units to be used on Single Phase, 115V, AC, 25-60 
Cycle Current Only. 


ACCESSORIES 

No. 57091 Arbor, No. 3 MT to Jacobs Taper. 

No. 57092 Arbor, No. 2 MT to Jacobs Taper. 

No. 58006 Jacobs 34” Geared Chuck. With key. 


DRILL PRESS STAND MOTOR CAPACITY CHUCK 
CATALOG NO. SIZE CATALOG NO. | DRILL| TAP | OR TAPER 
77 


NO DRILL STAND *DRILL POINT | NET WT.,| COMB. NET 


LOAD DIMENSIONS PRESSURE, | STAND | WT., STAND 
RPM __| HEIGHT | WIDTH | LENGTH LBS. ONLY & DRILL 


15900 ee % 
500 193 76 
%! a” 
15901 yr 400 23%” 6 6 oT 
15902 & ae 85 
77733 
15903 (733P-T2) 85 
77730 
15905 730P-T2 yd 90 
77732 
15906 yn 88 
15907 os 88 
15908 1%” As 1500 89 
Rectangular 740-T2 14%” _|14%"-12 Socket 250-500 244%” 77/6” 85/5” 107 
15912 Large Rect. 77740 No. 3 MT 
Radial Pos. (740-T2) 14" _|1%"-12 Socket 250-500 25” Tie" | 8546" 2550 88 114 


* Pressure calculated on 1”’ steel plate. Thinner material and cast iron provide proportionately less holding power. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
NEW ROCKWELL BUX PORTABLE MAGNETIC DRILL PRESSES 


save time and 
money for many 
industrial users! 


® Air-Frame Manufacturing ® Automation Equipment Manufacturers ® Automotive 

® Conveyer and Material Handling Equipment ® General Metal Fabrication 

® Electrical Contractors ® Foundries @ Plant Maintenance 

®@ Heavy Construction Equipment ® Machinery Manufacturing ®@ Ship-Building and Repair 
® Tool and Die Shops ® Repair Shops ® Structural Stee! Construction and Maintenance 
® Machinery Re-Building ® Railroad-Original Equipment and Maintenance 

® Truck-Trailer Manufacturing ®@ Utilities 


pene YY | 
ROCKWELL 


Extra Large Capacity Heavy Duty 


34"°1" DRILLS 


More Power 
Per Pound 
for Big Hole 
Drilling 

in Wood 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION | 


ROCKWELL EXTRA HEAVY DUTY DRILLS 


GUARANTEED TO OUTPERFORM 
ALL OTHER COMPARABLE CAPACITY DRILLS 
OR YOUR MONEY BACK! 


Reversing Switch 


ee 


Balanced Design 


‘ita 


Rugged, Powerful Motors—Full 12 amps on Models 730, 732; 
15 amps on Model 734. These motors are built to rigid speci- 
fications and feature: 
= Precision Machine Wound Armatures—With resin coated, 
bonded wire and welded commutator leads to’ with- 
stand high overload conditions. 
= Efficient Cooling System—Flow-thru venting and 12-blade 
fan work together to maintain lower motor operating 
temperature. 
= Cartridge-Type Brushes—Are spring-loaded and self- 
adjusting for better commutation. 
Lightweight, Balanced Design—Wbight of these new drills is 
equally proportioned for stabilized control in any position 
... yet they weigh less than competitive models! 
Ball, Roller Bearing Construction—To assure trouble-free per- 
formance, gear and spindle shafts run smoothly on self-lubri- 
cating ball and roller bearings. 
Multi-Position Handle—Rotates 90 degrees to give maximum 
leverage for drilling or reaming big holes. Extra long pipe 
handle is removable. 
Accurately Machined Reduction Gears—Heat treated, hard- 
ened and precision “hobbed” from the finest steel for more 
efficient power transmission to drill chuck. 
Heavy Duty 20 Amp. Switch—Double pole type for extra-long 
life and durability. 
Heavy Duty Reversing Switch—Guarded against accidental 
reversing. 
10’ Heavy Duty 3-Conductor Cord—Has cord strain-relief pro- 
tector to prevent kinking, dangerous wear. 


CATALOG LISTING AND SPECIFICATIONS | 


Model 734 


Model 730 


Bring on your toughest drilling jobs ... Rockwell has the 
drills to handle them! Twelve new Rockwell 94” and 1” 
extra heavy duty drills are the tools you need for your 
big hole drilling in wood or metal—and they’re guaran- 
teed to outperform all other comparable capacity drills 
or your money back! Their lightweight, compact design 
is a real advantage . . . because these tools are built for 
continuous use. Choose from 12 or 15 amp motors and 
four speeds (250, 400, 600, 1200 RPM). Model 730 Series 
comes with precision 34” geared chuck, 732 Series with 
No. 2 Morse Taper Socket, 734 Series with No. 3 Internal 
Morse Taper Socket. 


STANDARD EQUIPMENT 


All Drills—Basic Machine, 52229 Removable Breast Plate, 
49089 Detachable Pipe Handle, 10’ 3-Conductor Cord and 
Operating Manual. 730 Series Models—19DL1 Key Holder. 
732 Series Models—54543 #2 Morse Taper Drift Key. 
Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 230 
volt motors available. See your Rockwell Distributor or 
write Rockwell Manufacturing Company, Pittsburgh, Penn- 
sylvania 15208, for prices and delivery. 


NUMBER CeTEEL | y SHUCK wuts | #sMts LOAD VoaD (ATED LENGTH wWEtGhT “Weigh 
730 Rev. 16" Ss ae @ 400 250 12 1934" 24%, 29% 
730-2 Rev. | %e" [a ae ee 250 165 12 19%" 24% 29% 

cr oe ee ee = 600 | 380 12 19%" 24% 29% 
730-12 Rev. | 1%" | 2" "i ™ 1200 | 780 12 1914" 24% 29% 
732Rev. _ %" 2 ee ee ea 12 19%" 23% 28% 
732-2 Rev. es eS mH" ae 250 | 165 12 19%" 23% 28% 
732-6Rev. | — - [| ee 600 | 380 12 19%" 23%, 28% 
732-12Rev. — = aA" ae 1200 780 12 19%" 23% 28% 
734 Rev. = rs a 1%" 250. | «145 15 18" 23% 29 

_73a-are. | - | — | - 1%" 400 | 230 15 18" 23% 29 
7eaehev. | — |. — |. = 14" ~ 600 340 15 ie" | 23% 29 
a ae _ 1%" 1200__ 690 15 18" 23% 29 
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19 MODELS 
GUARANTEED 

TO OUTPERFORM 
ALL OTHER MAKES 
for extended service on 
Industrial and Construction 
Trades Applications! 


11 MODELS FOR 
INDUSTRIAL AND 

CONSTRUCTION TRADES 
APPLICATIONS! 


nee 

a 
oO 

ioe 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL 4”, %” AND” DRILLS... 
DESIGNED WITH THE USER IN MIND! 


Powerful Motors—full 6.5 and 5.0 amps on spade; and 6.0 and 

5.0 amps on D-handle drills—the most powerful on any heavy 

duty drill line! Built to rigid specification and featuring: 

= Self-Adjusting Spring-Loaded Cartridge-Type Brushes—for 
better commutation. 

= Precision Machine-Wound Armatures with resin coated and 
bonded wire to withstand high overload temperatures. 

= Welded Commutator/Coil Connections—far stronger and 
more resistant to heat than conventional soldered leads. 

= Efficient Cooling System—12-blade fan works in conjunc- 
tion with flow-thru venting to maintain lower motor op- 
erating temperatures for better efficiency. 

Accurately Machined Reduction Gears—precision-hobbed to 

rigid standards in matched sets from high quality steel for 

more efficient power transmission; carefully heat treated 

and hardened for more strength, longer life. 

Heavy-Duty Switch—a full 16.0 amp rated, double-pole type— 

for extra-long switch life. 

Ball and Needle Bearing Construction—long wearing needle 

and precision ball bearings positioned throughout at vital 

wear points assure better trouble-free drill performance. 

Multi-Position Handle (on spade handle drills)—with extra- 

long switch handle and auxiliary pipe handle to afford maxi- 

mum leverage for big hole drilling applications. 


Interlock Reversing Switch— 
an extra safety feature on 
all reversing drill models, 
prevents the possibility of 


accidentally reversing the 
drill while the motor is 


running ...is conveniently 
located near the trigger to 
facilitate use. 


Low-Profile Desien-- —on D- 

handle models—chuck flush 
to gear case permits drill- 
ing in tight spots—flush to 
vertical or horizontal sur- 
faces. 


1. Full 3.5 and 3.0 Amps Motors—offer power-plus for your 
most demanding drilling applications. Model 174 has 2.8 
amp motor. 

2. Heavy-Duty Industrial Drill Chucks—famous, high-quality, 
Jacob’s 3-Jaw Chucks for positive, non-slip gripping power. 
3. Ball and Needle Bearing Construction—long wearing nee- 
dle and precision ball bearings positioned throughout at vital 
wear points assure longer trouble-free drill performance. 
Model 174 equipped with bronze bearings. 

4. Light Weight Aluminum Alloy Housings—exceptionally 
strong, yet featherlight for non-tiring use of drill, especially 
over long periods of operation. 

5. Heavy-Duty Switch—a full 16.0 amp rated, double-pole 
type—for extra-long switch life. 

6. Heavy-Duty Cord with External Cord Strain-Relief Protector 
—long-wearing, rubber insulated, 3-conductor cord with 
trouble-free molded plug, features a secondary liner firmly 
locked to the drill handle to relieve cord strain, prevent 
kinking and dangerous wear. 

7. Accurately Machined Reduction Gears—precision-hobbed 
to rigid standards in matched sets from high quality steel 
for more efficient power transmission; carefully heat treated 
and hardened for more strength, longer life. 


All-Position Grip with 
Full-Control Trigger — 
comfortable to hold; 
easier to handle in a 
variety of positions... 
extra long, sturdy metal 
trigger assures positive, 
single or multiple finger 


on-off power control re- 
gardless of the user’s 
grip position. Built-in 
lock button holds ‘‘on” 
position for continuous 
drilling applications. 


STANDARD EQUIPMENT 


All Drills—Basic Machine, 3-Conductor Cord and Operating 
Manual. 774 Series Models—16DL3 Chuck and 12DL3 Chuck 
Key. Model 754—26225 Chuck, 12DL3 Chuck Key and Aux- 
iliary Handle. Model 755—26227 Chuck, 26226 Chuck Key and 
Auxiliary Handle. 776 Series Models—48858 Chuck and 
48859 Chuck Key. Models 756 and 766—24545 Chuck, 24546 
Chuck Key and Auxiliary Handle. 758 and 768 Series Models 
—44495 Chuck, 24546 Chuck Key and Auxiliary Handle. 
Model 758RK also includes No. 5078 Rt. Angle Drill Attach- 
ment and No. 53649 Carrying Case. Models 174, 374 and 384— 
47580 Chuck and 47515 Chuck Key. Models 366 and 386—25365 
Chuck and 25366 Chuck Key. Model 358- 49419 Chuck, 25366 
Chuck Key and Auxiliary Handle. Model 378—49419 Chuck, 
25366 Chuck Key and Auxiliary Handle. 


Motors (Except a Speed Models)—Universal Type, 115 Volt, 
25-60 Cycle, AC-D 


Variable Speed atts AC Only. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL 14”, %” AND 2” DRILLS 


Here’s a line of pistol grip drills with a variety of chuck 
sizes and speeds to meet many production drilling opera- 
tions. Motor amps range from 2.8 to 3.5 with drilling 
capacities in steel up to 3/s” and #/s” in wood. Variable 
speed and variable speed reversing models offer a wider 
range of versatility than any other drill line available. 


DRI EUS. 
Pehitper. 


774 5 2-Stage Ball and Needle | 
774-5 | 500 | 3.5 | %” %” | 3-Stage | Ball and Needle 
774-7 3-Stage | Ball and Needle | 


774-10 3-Stage | Ball and Needle | 

774-25 | 2500 2-Stage | Ball and Needle) gy | 4% 

774-35 | 3500 _| 2-Stage | Balland Needle, 9” | 4% 

774-50 | 5000 Y 2-Stage | Ball and Saat Vad 4% 

—, Rating: For Extended Service on Industry and Construction Trades 
Applications. 


¥%" Pistol-Grip DRILLS 


pint Rating: For Extended Service on Industry and Construction Trades 
Applications. 


Drilling 
Speed |Motor Capacity 


384R*0 to 1700| 


Duty Rating: For Industry and Construction Trades Applications. 
*Reversing 


¥4" VARIABLE SPEED DRILL (0 to 1000 RPM) 
386__(0to 1000) 3.0 | %”| %” | 2-Stage| Ball and Needle) 9” 4 | 5% 
386R*%0 to 1000} 3.0 | %”| %” | 2-Stage| Balland Needle} 9” | 4 | 5% 


Duty Rating: For Industry and Construction Ui Applications. 
*Reversing a 


Drilling 
Capacity 


Bearings Length 


2-Stage | Ball and Needle 

Duty Rating: For Industry and Construction Trades Applications. 

¥" Pistol Grip DRILL 
366 | 1000 | 30 | %”| %” | 2-Stage| Balland Needle] 9” | 4 | 5%_ 

Duty Rating: For Industry and Construction Trades Applications. 

14" Pistol Grip DRILL 


174 1700 | 2.8 Yu" | Yh" | 2-Stage Bronze 9 5% 


Duty Rating: For Intermittent Drilling Applications—Recommended for 
Service Trades Applications. 


Seven D-handle drills, ball bearing equipped, offer a 
range of drilling capacities from '/4” to 1/2” in steel and 
1/2” to 1” in wood. D-Handle design provides positive, in-: 
line control for accurate drilling. Choice of 5.0 or 6.0 
amp motors, and speeds from 500 to 2000 rpm, for the 
right combination of power and speed or any produc- 
tion drilling application. 


Daty Rating: For Extended Service on Industry and Construction Trades 
i 


Applications. 
“6” D-Handle DRILL 
755 1500 | 6.0 | 6” %”| 2-Stage| Ball and Needle] 13%”| 7% | 9 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 


¥%" D-Handle DRILL 
756 1000 | 6.0 | %” %” | 2-Stage | Ball and Needle 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 


¥2" D-Handle DRILLS 


3-Stage| Ball and Needle 
3-Stage| Ball and Needle 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. —s 


*Reversing 


4" D-Handle DRILLS 


Drilling 
Capacity 


Model 
No. 


Motor 
Amps. 


Speed 
aids 


Reduc- 
tion 


2-Stage | Ball and Bronze 
"2-Stage | Ball and Bronze 


358R*] 560 | 5.0] %" 1” 


Duty Rating: For Industry and Construction Trades Applications. 
*Reversing 


Model 758RK 
Includes No. 53649 
Steel Carrying Case 


¥%" HEAVY DUTY RIGHT ANGLE DRILL KIT. For tight spot 
drilling; head and chuck require only 5%” clearance. Angle 
head mounts two ways to give low speed for big hole drilling 
or high speed for small hole drilling; can be removed for 
regular (560 RPM on Model 358R and 500 RPM on 758R) 
drilling. Features powerful motor (5.0 amp on 358R and 6.0 
amp on 758R), full ball bearing head, ball and needle (758R) 
or ball and bronze Poa sia reversing switch and more. 


Note: Mode! 5078 Rt. sangte Drill Attach. can be ordered separately for 
use with Models 358, 358R, 378, 378R, 758 and 758R 2" Drills. 


Duty Rating (Model 758RK): For extended service on industry and con- 
struction trades applications. 


Duty Rating (Mode! 9358): For Industry and Construction Trades Appli- 


cations. 


® 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL 14”, %” AND 2” DRILLS 


Powerful 5.0 or 6.5 amp spade handle drills with multi- 
position handle. The extra long switch handle and aux- 
iliary pipe handle afford maximum control for big hole 
drilling applications. Equipped with ball bearings and 
two or three stage reduction gear drive to deliver the 
stamina for daily production drilling operation. 


Drilling 
Capacity 


Speed | Motor 
(RPM) | Amps. 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 


Drilli 
Model| Speed) Motor Ganaciy 


(RPM), Amps. 


*Reversing 


Duty Rating: For Extended Service on Industry and Construction Trades 
Applications. 


Drilling 
wane Capacity Bearings 


Ball and Bronze 
Ball and Bronze 


*Reversing 
Duty Rating: For Industry and Construction Trades Applications. 


® 


RIGHT ANGLE DRILL ATTACHMENT 


Converts Rockwell 
D-Handle and Spade 
Handle Drills to 


Right Angle Drills! 
Model 5078 Drill Attachment ~- 


Increase the versatility of your Rockwell Drill. 

Model 5078 Right Angle Drill Attachment, when at- 
tached to a 4%” Rockwell Drill, lets you drill in tight 
spots—flush to horizontal or vertical surfaces. Head and 
chuck require only 57%” clearance. Attachment can be 
removed for regular in-line drilling. 


ROCKWELL QUALITY FEATURES 

¢ All Ball Bearing Design—assures optimum trouble-free 
performance. 

e Low Profile Design—attachment fits flush to drill hous- 
ing for drilling in tight spots. 

e Two Drilling Speeds—permit drilling a wide range of 
holes—high speed for small holes, low speed for large 
holes. May be used on reversing drills. 


¢ Side Handle Bosses—accepts auxiliary side handle on 


either side, permitting pressure to be applied directly 
on the drill bit. 


NEW ROCKWELL 
PORTABLE 
DRILL STAND 


Converts any Rockwell 
Portable Spade Handle Drill 
into an Accurate Stationary 
Drill Press! 


Model 50501 
(Illustrated with 
Model 730 Drill) 


ROCKWELL QUALITY FEATURES 


* Universal-type carrier facilitates drill mounting and 
alignment. 


¢ Drill carrier adjusts vertically; rotates a full 360° to 
accommodate small and/or bulky work pieces. 


¢ Heavy cast iron base features parallel slots for clamp- 
ing jigs and fixtures. 


¢ Adjustable depth stop simplifies depth drilling opera- 
tions. 


¢ Extra-long lever arm affords better drilling leverage; 
smooth, effortless feed. 


¢ Chuck center to column capacity can be increased by 
rotating the drill’s gear case 180°.* 


CATALOG LISTING AND SPECIFICATIONS 


Motel NOs cis cis cd Gece uic oo eaten tathcrcragdetrsmrceeat th viene ateeeniors 50501 
CAN ACHR ili ids Pee ian th teaver eae weve etna sie wishes Yy" to lye" 
Max mgt FOG sch ess Sears nates. aeeaneiehah Eases aha Soman encisitn cette et 4y," 
Siz6:0f Bae sii sroracoasae tous sey oe he siesta aan eae 10x15” 
Coltmin':Helght: aise tcucatokic awe wdeteanrieaieuaasraaa 36” 
Chuck to Center of Column: 

WER ores DR Sis ony cote satya antec neon even ie 5-9/16” 

With 542"antat DHHS. c28 « oteckineatueen 5-7/16” inboard 

With Saf andil" Diss, 5 cee tonantr ech eee 7%" outboard* 
Weight: (ess: Briss tes aiateaus a steremaie's coe aan eter amine 50 Ibs. 


Model 50501 May Be Used With The Following Rockwell Drills: 378, 
378R; 766, 768, 768R; 730, 730-2, 730-6, 730-12; 732, 732-2, 732-6, 
732-12; 734, 734-4, 734-6, 734-12. 


*Requires 180° rotation of drill gear case. 
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ROCKWELL 


CHOICE OF VARIABLE SPEED 
OR SINGLE SPEED MODELS 


with simple twist-collar conversion 
for rapid changeover — 
from drilling to screw fastening 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL FASTENER DRILLS 


ECONOMICAL 
DRILLING/FASTENING 
FLEXIBILITY! 


Simple Twist-Collar Conversion for rapid change over from 
drilling to screw fastening. 


Power Packed 3 Amp Motor with high torque double reduc- 
tion gear drive and all-purpose 1000 RPM speed for tough 
drilling and fastening applications. 


In-Handle Reversing Switch 
—no projecting reversing 
switch box to interfere 
with flush fastening or drill- 
ing operations. Reversing 
switch is positioned below 
the trigger switch, flush 
with the handle profile to 
facilitate use; prevent acci- 
dental reversing. 


Ball and Needle Bearing Construction—precision ball and 
needle bearings, positioned throughout at vital wear points 
to assure long-lasting, trouble-free performance. 


Short Length Design (measures only 914” long) assures posi- 
tive control for maximum drilling and driving efficiency. 


Aluminum Alloy Construction—exceptionally strong, yet light 
in weight (only 4 lbs.) permits non-tiring use of fastener drill 
over long periods of time. 


Heavy-Duty Cord with Strain-Relief Protector—long-wearing, 
rubber insulated, 3-conductor cord with trouble-free molded 
plug, features a secondary liner firmly locked to the drill 
handle to relieve cord strain, prevent kinking and dangerous 
wear. 


NEW 0 to 1000 RPM 
VARIABLE SPEED 
MODEL 354 


A drill-screwdriver 
combination with the 
added feature of var- 
iable speed for great- 
er versatility in any 
drilling or fastening 
operation. 


Model 353 
Fastener Drill 


Model 354 
Variable Speed 
Fastener Drill 


They're drills . . . they’re screwdrivers—each is two ver- 
satile tools in one! As fastening tools, they offer the 
power and torque requirements to drive No. 10 Wood 
Screws or No. 12 Self-Tapping Machine Screws and 
Nuts. Positive clutch allows bit to idle while finding 
screw slot; rotates only when operator exerts pressure. 
As drills, they have #/s” drilling capacity in metal and 
3/4” in wood. Model 354 has the added advantage of a 
0 to 1000 rpm variable speed range for greater versa- 
tility. They’re both real economy tools for either drilling 
or fastener driving applications. 


CATALOG LISTING AND SPECIFICATIONS 


Model: NO. 2..,.5. 5 xi\s5.a5 Shorts oe ee 353 354 
Motor. 55.05 oi tes on 3.0 Amp, Universal 3.0 Amp, Universal 
Type, 115 Volt, Type, 115 Volt, 

25-60 Cycle, AC-DC. 25-60 Cycle, AC-DC. 


Speeds fo 5.6. . apap winter 1000 RPM 0 to 1000 RPM 
Gear Reduction ............... 2-Stage 2-Stage 
Drilling Capacity .. 34” Steel; 34” Wood 34” Steel; 34” Wood 
Fastening Capacity ...... No. 10 x 114” No. 10 x 114” 


Wood Scews; Wood Scews; 
No. 12 Self-Tapping No. 12 Self-Tapping 
Machine Screws Machine Screws 


and Nuts and Nuts 
Bearings... 3.20 e.natk Ball and Needle Ball and Needle 
Lensthy jolene XR cos sate 9%" 914” 
Net Weight: (LbS:). 6364 s5sdiecec renee ner 4 4 
Shipping Weight (Lbs.) ............ 54 54 


STANDARD EQUIPMENT 


Basic Machine with Reversing Switch; Drill Clutch Assem- 
bly; 25366 Chuck Key; 44827 Bit and Finder Sleeve (for No. 
10F-12R Slotted Head Screws); 3-Conductor Cord and Oper- 
ating Manual. 


ACCESSORY EQUIPMENT 


POWER BITS WITH 
FINDER SLEEVE COMPLETE 
FOR SLOTTED HEAD SCREWS 


BIT HOLDERS—%” Hex. 
For Use with Insert Bits 


= 


INSERT 
BITS 
All 1” Long 
Vg 


Bit and 
Finder | Length 


Catalog 
sbiahees ta ane 
44814 | Standard 2%” 
Magnetic | 2%” 


4 
Hex Drive 


10F-12R | 44827 


NUTSETTER 

No. 54209 1,"; No. 54208 %."; No. 54102 
34"; No. 55895 1%,” (Magnetic); No. 54584 
4," (Magnetic); No, 55896 34” (Magnetic). 
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\ ROCKWELL 


#12 Capacity 
Screwdrivers 


#18 Capacity’ i) 7) ee ge 
Screwdriver ee 


#18 Capacity 
Screwdriver 
(%" Square Drive) 


#10 Capacity 
Screwdrivers 


The broadest line of screwdrivers in the industry! | 
22 Models—+10, #12 or #18 Capacity : 
’ Screwdrivers with clutch, speed and reversing options 
to meet your specific job requirements. 
: @ 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


Power-Packed Motors—full 3.0 amp on 
No. 10 capacity and 3.5 amp on No. 12 
capacity models; high torque 6.0 amp 
motor on No. 18 capacity screwdriver— 
the most powerful heavy-duty screw- 
drivers in the industry! Each built to 
rigid specifications and featuring: 

= Self-Adjusting Spring-Loaded Car- 
tridge-Type Brushes—for better com- 
mutation. 

® Precision Machine-Wound Armatures 
—with unique winding technique to 
assure identical electrical and physi- 
cal coil characteristics from motor 
to motor. Features resin coated and 
bonded wire to withstand high over- 
load temperatures. 

® Welded Commutator/Coil Connections 


—far stronger and more resistant to 
heat than conventional soldered leads. 


a Efficient Cooling System—fan works in 
conjunction with flow-thru venting 
to maintain lower motor operating 
temperatures for better efficiency. 


In-Handle Reversing Switch (on most 
models)—no projecting reversing 
switch box to interfere with operation 
when flush fastening. Reversing slide 
switch is positioned near the trigger 
switch, flush with the handle profile, 
to facilitate use; prevent accidental 
reversing. 


ROCKWELL SCREWDRIVERS 


In-Line Grip with Full Control Trigger 
Switch (on No. 10 and No. 12 capacity 
models)—automatically positions the 
users hand in-line with the bit for max- 
imum driving efficiency .. . extra-long 
trigger switch assures positive on-off 
power control. Features lock-button to 
hold “on” position for continuous fast- 
ening applications. 

No. 18 Capacity Screwdriver features 
D-handle design to provide the addi- 
tional straight-line driving thrust 
needed for bigger capacity fastening 
applications. 


Job-Tested and Proven Clutch Design— 
The same adjustable and positive 
clutches as used on high-quality Rock- 
well Air Tools that have been job- 
tested and proven for more than 20 
years in industry. 

Aluminum Alloy Housing—exceptionally 
strong, yet feather light for non-tiring 
use of screwdriver, especially over long 
periods of operation. 

Ball and Needle Bearing Construction— 
long wearing needle and precision ball 
bearings, positioned throughout at vital 
wear points, assure long lasting, trou- 
ble-free screwdriver performance. 
Accurately Machined Reduction Gears— 
precision-hobbed to rigid standards in 
matched sets from high quality steel 
for more efficient power transmission; 
carefully heat treated and hardened for 
more strength, longer life. 


Heavy Duty Cord with 
External Cord Strain- 
Relief Protector—long- 
wearing, rubber insu- 
lated, 3-conductor 
cord with trouble-free 
molded plug features a 
secondary liner, firmly 
locked to the screw- 
driver handle to re- 
lieve cord strain, pre- 
vent kinking and dan- 
gerous wear. 


2 


CHOOSE 
THE CLUTCH 
TO MEET YOUR 
SPECIFIC JOB 
REQUIREMENTS 


SECOND JAWS 
ADJUSTING NUT 


Adjustable Clutch Models are recom- 
mended for use on materials of uniform 
density. The adjustable clutch will con- 
sistently repeat specific torque settings 
and disengage when the screw or nut 
is set. It has two sets of jaws. The first 
set is held apart by light spring pres- 
sure. This permits the motor and gears 
to revolve without rotating the bit until 
the operator exerts sufficient forward 
pressure to close the gap and engage 
the jaws. The second set of jaws is held 
together by heavier spring pressure. 
These jaws disengage and ratchet 
when resistance to turning of the work 
exceeds the spring setting. The oper- 
ator can permit the clutch to ratchet 
which will give a slight impacting ac- 
tion that tends to continue tightening. 
Output torque can be increased or de- 
creased by turning the adjusting nut 
which controls spring compression. 


Positive Clutch Models are recommend- 
ed for applications in which torque re- 
quirements may vary such as on mate- 
rials of different densities or for driv- 
ing screws of varying sizes. The posi- 
tive clutch has one set of jaws held 
apart by light spring pressure. The out- 
put of this clutch is largely dependent 
upon the pressure exerted by the oper- 
ator and the length of time he permits 
the jaws to remain in engagement. He 
can further tighten by easing back on 
the tool, permitting an impacting action 
due to ratcheting of the clutch jaws. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL SCREWDRIVERS 


A SCREWDRIVER FOR 


EVERY FASTENING JOB 


From rugged, continuous duty applications involving No. 10 


wood or No. 12 machine screws, No. 12 wood or 1/4” machine 


screws to the higher power and torque requirements of bigger : 


capacity 1/2” self-tapping machine screws or No. 18 wood 
screws, if your job is fastening, you'll find a Rockwell Screw- 
driver with clutch, speed and reversing options to meet your 
specific job requirement. Each constructed to uncompromising 
quality standards and guaranteed to outperform any other 
comparable screwdriver or your money back, 


No. 12 Capacity 


Heavy-Duty Screwdrivers with Adjustable Clutch 


771-5 | 771R-5 500 


Speed | Motor 
(RPM) | Amps. 


3.5 | #12 


Wood 
Screws 


Mach 


Screws 
and Nuts 


ine Length 


771-10 | 771R-10 | 1000 


3.5. 


#12 


771-17 | 771R-17 


Motor—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 
{Special speed models can be made up at Rockwell Service Centers. 


DUTY RATING: For Extended Service on Industry 
and Construction Trades Applications. 


No, 12 Capacity 
Heavy-Duty Screwdrivers with Positive Clutch 


Model 
No. 


750+ 


Capacity 


[Weight (Lbs.) 


3.5 


#12 


Self 


Tappi 
Machi 


Screws 
and Nuts 


yj” 


ne Length 


11” 


Net 


Shpg. 


779-5 |779R-5 | 500 | 35 | #12 | 4” | 11” [4% | 5% 
779-10 |779R-10 | 1000 | 3.5 | #12 yy" ll” [4% | 5% 
779-17 |779R-17 | 1700 | 3.5 | #12 | %” 11” |4% | 5% 


Motor— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 
tSpecial speed models can be made up at Rockwell Service Centers. 


DUTY RATING: For Extended Service on Industry 
and Construction Trades Applications. 


No. 18 Capacity 
Heavy-Duty Screwdrivers 
with Adjustable Clutch and Reversing Switch 


Tapping 
Machine 
Screws 
and Nuts 


778R yy" 17%” 
_T78R-20| 2000 #8 | %" [im | 8 
Motor—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


DUTY RATING: For Extended Service on Industry 
and Construction Trades Applications. 


Model 
No. 


Length 


Amps. 


Screws 


Model 778R-20 (34” Square Drive) is specifically recom- 
mended for fastening applications involving large, special 
type, self-drilling fasteners. 


No. 10 Capacity. 
Standard Screwdriver with Adjustable Clutch 


Capacity Wt. (Lbs.) 


Self 
Tapping 
Wood | Machine | Length [Net | Shpg. 
RPM) | Amps. |Screws| Screws 
and Nuts 


Motor—Universal Type, 115 Volt, 25-60 Cycle AC-DC. 
DUTY RATING: For Industry and Construction Trades Applications 


oe 
cage 


No. 10 Capacity 
Standard Screwdriver with Positive Clutch 


| 


ia Capacity 


Self 

Tapping 
Model Type Wood Machine |Length Net | Shpg. 
No. Clutch PM) | Amps. |Screws| Screws 


and Nuts 


Motor—Universal Type, 115 Volt, 25-60 Cycle (AC-DC. _ 
DUTY RATING: For Industry and Construction Trades Applications 


STANDARD EQUIPMENT 


All Models—Basic Machine, three-Conductor Cord and Operat- 
ing Manual. 371 and 379 Series Models—44425 Finder and 
44424 Bit. 771 and 779 Series Models—44427 Finder and 44426 
Bit. Model 778R—50928 Service Drive Bit Holder, (1 ea.) 44827 
and 44828 Bit and Finder Sleeve. Model 778R-20—50929 and 
50930 Sockets. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL SCREWDRIVER ACCESSORIES 


BITS AND FINDERS Adjustable Clutch Springs For 771 Series Screwdrivers. 
FOR SLOTTED HEAD SCREWS — No. 44326—Adjustable between 5 to 20 in. Ibs. 
; *No. 44320—Adjustable between 15 to 45 in. lbs. 


No. 44323—Adjustable between 45 to 80 in. lbs. 


*No. 44320 is standard equipment with the 771 screwdriver line. No. 
44326 and No. 44323 springs are used for special applications where 
torque requirements other than that furnished as standard equipment 
are needed. 


POWER BITS : 
POWER BITS 


AND FINDERS 
All 14546” Long with Finder Sleeve Complete} INSERT 
___%” Hex Drive Y%4” Hex Drive BITS 
All 
: Replace- ” 
Bit and 1%” Long 
, Length t Gr 
Finder | "€"2 | Bit Only 5 ory 


3F-4R | 44417 | 44418 
4F-5R | 44419 | 44420 
5F-6R | 44419 | 4gaz17 | | | (| 44gi9 


6F-8R 44422 44423 44825 | 3%” | 44830 44820 


waaza | a44as | aaaze | 3” | aaga | aaa 


10F-12R 44427 44827 | 3%” 44832 44822 
12F-14R 44828 


44429 3h” 44833 44823 
BITS FOR PHILLIPS SCREWS 


BITS FOR 
SOCKET HEAD ©) 
SCREWS 


POWER BITS 
Y4” Hex Drive 


“HO e_| 50855 | 


[wumor [Type | tenath_| 
")| 44814 Standard 2%" 
Magnetic 2h" 


BIT HOLDERS 
%” Hex 
For Use With Insert Bits 


CLUTCH 


NUTRUNNER ADAPTERS NOSE 


| 

| . 

] Y” Hex Drive 
Y4” Male Square Extension 


} For Use With Nutrunner Sockets For use with 

| rotary finders, 
i aurabee bit holders 

| and nutrunner 
| adapters. 


No. 50928 Service Drive Bit Holder. For No. 18 Capacity 
i Screwdrivers. 9%" Square Drive (Female). For use with 4” 
q Hex Insert Bits. 

Sockets—For No. 18 Capacity Screwdrivers, %” Square 
Drive. For Hex Head Self-Drilling Screws. 

| No. 50929. %¢” Across Flats. For driving No. 10 and 12 Self 
H Drilling Screws. 

No. 50930. *s” Across Flats. For driving %4” Self Drilling 
| Screws. 
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HEAVY-DUTY DRYWALL SCREWDRIVERS 


The only dust-protected drywall screwdrivers 
on the market! 

Ideal for applications involving 

wall board, lathing, acoustical tile 

and other drywall materials. 


EXTRA HEAVY-DUTY FASTENER DRIVER 


The only fastener driver with a non-marking 
straddle type depth locator... 

especially useful when installing 

corrugated roofing and siding. 

Has all the power and accuracy you need 

for fastening electrical conduit boxes, 

door casings, interior walls of truck bodies .. . 
and more! 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL DRYWALL SCREWDRIVERS AND FASTENER DRIVER 


1. Short-Length Design with In-Line Grip—Up to 3” shorter 
than other competitive models with magnetic bit holder 
as standard equipment ... short-length design automatically 
positions the users hand in-line with the bit for maximum 
driving efficiency. Extra-long trigger switch assures posi- 
tive on-off power control and features a double-pole type 
switch, rated a full 16 amp. Features lock-button to hold 
“on” position for continuous fastening applications. 

2. Power-Packed Motors—3.5 amps on drywall screwdrivers; 
full 4.0 amp industrially rated on fastener driver. The high- 
est performing screwdrivers and fastener driver available! 
3. In-Handle Reversing Switch — no projecting reversing 
switch box to interfere with operation when flush fastening. 
Reversing slide switch is positioned below the trigger 
switch, flush with the handle profile to facilitate use; prevent 
accidental reversing. 

4. Ball and Needle Bearing Construction — long wearing 
needle and precision ball bearings, positioned throughout 
at vital wear points, assure long lasting, trouble-free per- 
formance. 

5. Heavy Duty Cord with External Cord Strain-Relief Protector 
—long-wearing, rubber insulated, 3-conductor cord with 
trouble-free molded plug features a secondary liner, firmly 
locked to the handle to relieve cord strain, prevent kinking 
and dangerous wear. 

6. Accurately Machined Reduction Gears—precision-hobbed 
to rigid standards in matched sets from high quality steel 
for more efficient power transmission; carefully heat treated 
and hardened for more strength, longer life. 

7. Self-Adjusting Spring-Loaded Cartridge-Type Brushes — 
for better commutation. 

8. Precision Machine-Wound Armatures—with unique wind- 
ing technique to assure identical electrical and physical coil 
characteristics from motor to motor. Features resin coated 
and bonded wire to withstand high overload temperatures. 
9, Welded Commutator/ Coil Connections—far stronger and 
more resistant to heat than conventional soldered leads. 

10. Efficient Cooling System—fan works in conjunction with 
flow-thru venting to maintain lower motor operating tem- 
peratures for better efficiency. 


Interchangeable Accessories for Greater Versatility— 
For instance, Rockwell bit holders, nutsetters and 
depth locators can be used on either the drywall 
screwdrivers or the fastener driver. Simply change 
the nose piece and select the driver accessory to fit 


your need. 


cs cS 


(Left) Quick Change Depth Adjustment Control—quick and 
easy to adjust to any depth position; features ‘‘lug-locking” 
mechanism to accurately maintain setting. 


(Right) Non-Marking Depth Locator—easily removed for re- 


versing operations . . . eliminates necessity of having to 
reset depth control after reversing operations. 


EXCLUSIVE NOSE ASSEMBLY— 
MOST ADVANCED IN THE INDUSTRY 


DRYWALL SCREWDRIVER 


3 
= 
zo zz 
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1. Specially Designed “Labyrinth” Depth Locator— 
Depth locator and bit holder protected against dust; 
screwdriver operates more efficiently and with less 
down time. 

2. Virtually Zero Bit Runout—Exclusive nose assem- 
bly design with superior bearing support construc- 
tion practically eliminates bit runout; bit will not 
“wobble”. 

3. Aluminum Alloy Nose Housing—Lightweight, to re- 
duce operator fatigue. Does not dissipate magnetism 
from shield as in the case of screwdrivers with steel 
housings. 

4. Non-Marking Nose Piece—Will not mark the fin- 
ished work; removable for reversing operations. 


FASTENER DRIVER 


= ANNAANANNAAAAAAANANN 


1. Virtually Zero Bit Runout—Exclusive nose assem- 
bly design with superior bearing support construc- 
tion practically eliminates bit runout; bit will not 
“wobble”. 

2. Non-Marking Straddle Type Depth Locator—Allows 
you to drive between “ridges” of corrugated material 
with complete accuracy and without marring the fin- 
ished surface. Increased visibility and better chip 
clearance are additional advantages. 

3. Aluminum Alloy Nose Housing—Lightweight, to re- 
duce operator fatigue. 

4. Non-Marking Nose Piece—Will not mark the fin- 
ished work; removable for reversing operations. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


MODEL 770A 
Heavy-Duty 
Drywall Screwdriver 


Here, at last, are heavy duty and extra heavy duty screw- 
drivers that are completely protected from damage-caus- 
ing Gypsum dust. The exclusive nose assembly design 
of these screwdrivers practically eliminates bit runout; 
together with the non-marking nose piece and aluminum 
alloy housing the new 770A, 770A-25 and 772S screw- 
drivers are unsurpassed for any drywall fastening opera- 
tion. These precision tools drive self-drilling screws to 
an exact pre-set depth above or below the surface with 
absolute uniformity—prevents marring or damaging of 
the materials surface. 

Model 7728, because of its extra heavy duty construc- 
tion and 4.0 amp motor, enables drywall applicators to 
use up to 100 ft. extension cords, when necessary, with 
no loss of operating efficiency. 

Rockwell drywall screwdrivers have a bit holder avail- 
able for converting magnetic screwdriver to non-mag- 
netic unit. This bit holder is for those special applica- 
tions where magnetic holding power is not required. 


CATALOG LISTING AND SPECIFICATIONS 


Length Weight, Lbs. 


Inches | Net | Shpg. 


Magnetic Ball and Needle 
Magnetic Ball and Needle 
Magnetic Ball and Needle 


Motors— Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Both Models — Basic Machine, 10435 Non-Marking Dust 
Shielded Depth Locator, 54583 No. 2 Phillips Limited Clear- 
ance Bit, 55408 Magnetic Bit Holder, 10’ 3-Conductor Cord 
and Operating Manual. 


ROCKWELL DRYWALL SCREWDRIVERS AND FASTENER DRIVER 


MODEL 772 
Extra Heavy-Duty 
Fastener Driver 


an extra-powered fastener driver espe- 


Introducing... 
cially designed for driving drill screws (including 4” 
sizes) and other hard-to-drive fasteners and screws! 
Rockwell's new 772 extra heavy-duty fastener driver in- 
cludes a powerful 4.0 amp motor to enable you to fasten 
any corrugated material without worrying about ‘“‘ridges” 


r “peaks” interfering with the work ... and fasten it 
with no damage to the surface! 

Among the many outstanding features of the 772 is the 
forward support bearing construction which practically 
eliminates bit ‘‘wobble” for more accurate fastener driv- 

. short-length design .. . in-handle reversing switch 


. ball and needle bearings ... and much more. 


CATALOG LISTING AND site dann 


| Capacity, Inches | Inches Bile Lbs. 


2a THRD |Sheet _ = = 

Tap | Cut /Metal Screw | ings In. 

Type | Type |Type 

2500 Y% Dia. Y, Dia. 12 |Ball ‘ 9% |4% 
Needle 


Motor—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 772—Basic Machine, 10467 Non-Marking Straddle 
Type Depth Locator, 10507 Non-Marking “O” Type Depth 
Locator, 54102 %” Nutsetter, 10’ 3-Conductor Cord and Op- 
erating Manual. 


Model | Speed |Motor 
No. 


ACCESSORIES 


1. No. 53627. Magnetic Bit Holder 

2. No. 54272. Non-Magnetic Bit Holder 

3. No. 44817. No. 2 Phillips Insert Bit 

4. No. 54583. No. 2 Phillips Lirnited Clearance Insert Bit 
5. Nutsetter. No. 54209 14"; No. 54208 %6"; No. 54102 %"; 


No. 54585 14" (Magnetic); No. 55895 %{o" (Magnetic); No. 57350 %6' 
Extra-Long (Magnetic), For use with 57488 Depth Locator; No. e806 ¥" (Magnetic) 


6. No. 10467. Non-Marking Straddle Type Depth Locator 


7. No. 10507. Non-Marking ‘‘O"’ Type Depth Locator 
8. No. 10435. Non-Marking Dust Shielded Depth Locator 


9. No. 54408. Magnetic Bit Holder with Dust Shield (For use with 10435 
Depth Locator) For drywall applications. 

10. No. 54578. Non-Magnetic Bit Holder with Dust Shield (For use 

with 10435 Depth Locator) For drywall applications. 


11. No. 57488. Extra-Long Limited Clearance Depth Locator 


He can provide you with: 


Assistance in your production 
planning. His years of experience 
and technical know-how have 
equipped him to give you expert 
advice on your production prob- 


lems. 

Fast delivery from local stocks. 
Because of his knowledge of local 
markets, he stocks the products 
you need—delivers your orders 
quickly and keeps your working 
capital free. 

Prompt information on new and 
old products. He is in constant 
touch with manufacturers who 
supply him with information on 
new products and developments. 

One source for many types of 
products. One source ordering 
simplifies your purchasing proce- 
dure and reduces your accounting 
costs. 
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ROCKWELL 


ELECTRIC 
IMPACT WRENCHES 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


co as 


ROCKWELL %" SQUARE DRIVE ELECTRIC IMPACT WRENCHES 


Powerful 4.8 Amp Motor provides more than enough power 


to handle bolt capacities up to 12” — great for big hole drill- 
ing too. 


Tuned Impact Mechanism delivers a harder hitting impact 
than any comparable wrench. 


Shorter Length allows use in tight areas—only 954”. 


Reversing Switch built into the back of the wrench permits 
safe, fast bit removal and bolt run-out. 


Balanced Design permits use in any position with complete 
control at all times. 


Lightweight Construction allows non-tiring use over long 
periods of time. 


@ 


Model 625 


Rockwell’s new electric impact wrenches are perfect for 
use throughout industry, construction and the automo- 
tive trades. Their balanced design permits use in any 
position without loss of control. An improved clutch 
mechanism eliminates dangerous kick-back. Model 625 
is ideally suited for driving and removing construction 
type bolts and lag screws, general maintenance, boat 
building, truck body and house trailer building and 
large diameter drilling applications. Detent pin type 
anvil holds socket or chuck securely for safe operation. 
Model 425 is designed for use in service stations or 
garages and tire or light body shops. Specially suited 
for driving or removing bolts and nuts from wheels, 
mufflers, shock absorbers . . and more! Ask your dis- 
tributor for a demonstration! 


Model 625K 

Impact Wrench Kit 
Includes Model 625 
Impact Wrench, 

6 Sockets (4”, %e6”, 

56”, 1% 6", 4” and 1%6") 
and No. 58066 


3-Jaw Chuck. 
Model No. 625 425 
SQUARE DING 3. t5 005.03 dec5 aie ayateigelee need 14” Y" 
INO EGS TRE IM is o2i.isic, de psisiasts odes ae 1800 1800 
impacts Per Minutey 2.35. oscars. seca 2000 2000 
CADHCHY Soo asc tav-seie cei ceeiies 4%" Bolt Dia. 1%” Bolt Dia. 
PRaLeG BELLS is <5 atrcialotte eis aete Ores 4.8 amp 4.8 amp 
ANVIL oa gices dp aete va See okies & Detent Pin Snap Ring 
RGHSEN eect tos 5 cre gates salto emer 958” 952” 
Cord Length ...... atthe, Ste hac eee ee eR 10’ 25' 
Net Weleht 5 os sic, ven reat 6%4 lbs. 6% lbs. 
Shipping: WEIGKE \oi.:0s,00%. caternsieas iced 9 lbs. 9 lbs. 


Both Models—Basic machine with reversing switch and in- 
struction manual. Model 625 has 10’ cord and detent pin 
anvil. Model 425 has 25’ cord and snap ring anvil. 


No. 58067 Adapter. To adopt 14” square female to 5%” 
square drive. 


No. 58068 Quick Change Screwdriver Chuck. %¢ hex. 
No. 57432 2” Long Anvil. Snap ring type for Model 425. 
No. 58066 3-Jaw Chuck for Model 625. 

No. 58756 Steel Carrying Case. 
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This rugged impact mechanism 
gives you all the power, 
and life you need! 
There’s twice as much 
hammer steel in the 
Rockwell wrench 

as there is 

in other hammers— 

this makes the 

Rockwell impact wrench 
the toughest, 

most durable, 

longest lasting tool 

in its drive class! 


ROCKWELL 
AIR 


IMPACT 


Here’s an impact wrench that outlasts them all! The Rock- 
well 420 air impact wrench is ideal for use in a wide variety 
of applications throughout industry, construction and build- 
ing trades. The 420 delivers 3000 hard-hitting impacts per 


minute. The ball and roller bearing construction enables 
you to get quick bolt rundown. 
See your dealer for a demonstration! 


QUTLASTS 
THEM ALL! 


woe 


Because of our confidence in our engineered quality, we agree to repair or replace any part 
or parts of the Rockwell Impact Wrench or Accessories which upon examination proves to 
be defective in workmanship or material — FOREVER! 


ROCKWELL POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL 4%" AIR IMPACT WRENCH 


1. Hard-Hitting Impact Mechanism made of special alloy steel 
for more speed and durability . . . ideal for use by the gen- 
eral mechanic, tire or light truck shops! 


2. Has conveniently located Reversing Valve for easy one- 
hand operation. 


3. Dual Throttle combines control of run-down speed with 


Model 420 


Model 420-2 


Why is the Rockwell 420 4%” impact wrench a truly out- 
standing value? The 420’s special alloy steel mechanism 
is the answer ... it has twice as much anvil surface as 
competitive wrenches. The anvil is struck at the same 


time on both sides of center. . . this evenly-balanced 


blow insures constant power for years of satisfactory 


adjustment for maximum power output. ‘ ; + h h F ded 
4. In addition to the 420, the 420-2 has 2” extended spin- @ 
<i ara ates i ge Am to dle and flip socket for hard-to-reach areas. 


5. Built-In Oil Reservoir for constant oiled air flow. 


6. All Ball and Roller Bearing construction throughout... no 
sleeves or bushings used. 


No: Load Speeds a5 28.55 ince ca se ile Ronee wonaa tae 3000 RPM 
Impacts ‘Per: Minute ic: vic son csv cad ng oe snore dreiromae 3000. 
STANDARD EQUIPMENT Recommended Min. Hose Size ..................0ceeee 34” 
All Models—Basic Machine (Model 420), 53981 lubricant and Inlet Thread: Size’ a .% fos sc cisetes cesta sie ca sects cutentes 4” 
operating manual. Model 420-2—420 with 2” extended anvil, Side to‘ Center «6.0 jis ch.cnce pataien weaves nes wena 1%2” 
53975 flip socket. Net: Welohiticic fas «cg: agie-s » eters esta eiernae eteraiar ried ceierarere as 6 lbs. 


ACCESSORIES 


No. 53975 
AIR REGULATORS 


A Rockwell air regulator can reduce 
high primary air pressures (up to 250 
lbs.) to a secondary air pressure of 5 
to 125 lbs. This simple, accurate pres- 
sure reduction control, provides air 
pressures within recommended range 
for efficient air tool operation. Avail- 
able with or without back gauge. 


3/4" HEX 


13/16” HEX 
1/2” SQUARE DRIVE 


No. 53975. Flip socket. Fucste Pied 
No. 53977. 3’ length %.6” I. D. Hose. Thread 
No. 53978. Quick Connector 14” male. 
No. 53979. Quick Connector 14” female. 
No. 53980. Protective boot. 

No. 53981. 3 oz. tube of lubricant. & 


| . Part Number 


CATALOG LISTING AND SPECIFICATIONS 
| 
| 


ROCKWELL 
Heavy Duty 
HANVMMER DRILLS 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL HAMMER DRILLS 
UNMATCHED QUALITY FEATURES 


New Multi-Position Handle—Affords complete operator con- 
trol and ease of handling. Make tight spot drilling easy. 
Just twist the handle to loosen... set in desired position... 
tighten the handle—and you're ready to drill! 


In Line Grip—on Model 611, automatically positions users’ 
hand in line with bit for maximum drilling efficiency. Extra 
long trigger switch assures positive on-off power control. 


Lightweight Model 611—packed with more power per ounce, 
this model is ideal for overhead drilling. 


Multi-Position Handle 
(On Spade Handle Drill)—this 
feature plus extra long 


switch handle and auxiliary 
pipe handle afford maximum 
control for big hole drilling 
jobs. 


Power and Performance Hammer Drill Features 


Most Powerful Motors Available—8.0 amps on spade handle 


model, 4.0 amps on pistol grip model— more power than 
you'll ever need! 


Extra Versatility—simple ‘“twist-of-the-wrist” motion on the 
actuating collar lets you change instantly from percussion 
drilling to conventional drilling. 


All Ball and Needle Bearing Construction—long wearing needle 
and precision ball bearings, positioned throughout at vital 
wear points, assure long, trouble-free drill performance. 


Heavy Duty Industrial Drill Chucks—famous, high quality 
Jacob's 3-Jaw Chucks provide positive, non-slip gripping 
power. 


ROCKWELL QUALITY EXTRAS-Special heat treated shafts 
...extra wide helical gearing...simple impact mechanism 
(operates without springs) features detachable steel cams, 
case hardened to minimize wear...heavy duty cord with 
external cord strain-relief protector. 


ACCESSORY EQUIPMENT 


Percussion Type Carbide Tipped Bits—Specially ground car- 
bide tips increase drilling speed and efficiency. 


Diameter 


[aagas | 44936 | aagae | 44940 | aa9ai | 
Te fe | «| 


Model 612 


% 
Now! You can drill holes faster in concrete, brick, tile and 
similar materials than with any other comparably priced 
hammer drill in the world! Here’s why. 

Model 611 with the new Multi-Position Forward Handle 
contains a powerful 4 amp motor that delivers 40,000 impacts 
per minute... bores a %” hole through hard concrete faster 
than any competitive hammer drill. Model 612, with its extra 
powerful 8 amp motor, delivers 24,000 impacts per minute 
... percussion drills a 1,” hole in concrete faster than any 
similar competitive model. 

You get extra big chuck capacity, too—a %$” chuck on 
Model 611, a %” chuck on Model 612 to handle big jobs 
easier and quicker. 

Here’s the perfect team for any installation, anchoring or 
fastening job! 


HAMMER DRILL KITS 

Model 612K 

Includes 612 Hammer Drill 

i (1” Capacity in Concrete), 
* 51312 Carrying Case and 44852 
¥%" Diameter x 6” Carbide- 


tipped Bits. 22 Ibs. 


Model 9611 


Includes 611 Hammer Drill 

(42" Capacity in Concrete), with Multi-Position 
Forward Handle,860335 Carrying Case and 44945 
38” Diameter x 4” Carbide-tipped Bit.10% Ibs. 


CATALOG LISTING AND SPECIFICATIONS 


Model Number 611 612 
Motor Amps 4.0 8.0 
Capacity—Concrete : ” 
Capacity—Steel 4 y 
Capacity—Wood % 1 

die Speed, RPM 00 00 
Impacts Per Min. (No Load 40,000 24,000 
Bearings Ball and Needle 
3ear Reduction 2-Stage 

ength 10%" 154" 


Net Weight (Lbs.) 
Shipping Weight (Lbs. 


5¥% 1l% 
8Y% 14 


Motors—Universal type, 115 volt, 25-60 cycle, AC-DC. 


STANDARD EQUIPMENT 


Both Models—Basic Machine, Depth Gauge Rod, 3-Conductor 
Cord and Plug, and Operating Manual. 

Model 612—44495 Chuck, 24546 Chuck Key, 26006 Wrench, 
46874 Auxiliary Handle. 

Model 611—25365 Chuck, 25366 Chuck Key, Forward Handle. 
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NEW 
IMPROVED 
Rockwell 
Kango 
Rotary 
Hammer 
607 


& 
ALL NEW 
Rockwell 
Kango 
Rotary 
Hammer 
605 


NEW 
IMPROVED 
Rockwell 
Kango 
Demolition 
Hammer 
608 


Lightweight! 
Powerful! 
Versatile! 

Handle a wide 
variety of jobs! 
Offer more power 
per pound than 
any other 
comparable 
Rotary Hammers! 


The fastest drilling hammer in 
its class. Lightweight yet pow- 
erful enough for light demoli- 
tion work, chipping, channel- 
ing, bush hammering and more. 
An exclusive idling character- 
istic in combination with dust 
sealed construction substan- 
tially lengthen hammer life. 


Combines hard, hi-impact ham- 
mering with fully automatic 
power rotation! Insert a drill 
and direct-power rotation aug- 
ments the hammer blows driv- 
ing drills (from 1%2” to 2” in 
diameter) smoothly through the 
toughest concrete! 


A Lightweight, Feature-Packed, 
General Purpose Hammer for 
Tough, Heavy-Duty Demoli- 
tion Work. Also Cutting, Dig- 
ging, Tamping, Hammering and 
similar operations where auto- 
matic cutting tool rotation is 
not essential! 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL KANGO HAMMERS 


NOW! ROCKWELL KANGO ROTARY AND DEMOLITION 
HAMMERS ARE GREASE PACKED AT THE FACTORY 
AND REQUIRE NO LUBRICATION OF ANY TYPE FOR 
MORE THAN 200 HOURS OF OPERATION! 


New Long-Life Lubrication System prac- 
tically eliminates maintenance. Rock- 
well Hammers are now grease packed 
at the factory and require no lubrica- 
tion for more than 200 hours of opera- 
tion. Eliminates costly down time, com- 
mon to other hammers, which require 
repeated lubrication every few hours. 


Factory Set and Sealed Overload 
Clutch. Built into the rotary drive of 
the Model 605 and 607 Hammers 
requires no adjustment regardless 
of the job. Affords full protection 
to the operator and hammer in the 
event of drill jamming. 


Proven Hammering Mechanism with Full 
Idle Running. Rugged electro-pneumatic 
principle for powerful high impact 
hammering with the added advantage 
of full idle running! Disengage the tool 
from the work and hammering action 
stops, eliminating unnecessary wear 
and vibration. 


® 


In-Line Motor Position. Combines the 
benefits of low-maintenance direct 
drive with centralized weight for bet- 
ter balance. 


Effective Shock-Absorbing Design. Air 
cushioning inherent in the Kango ham- 
mer mechanism plus additional buffer- 
ing devices minimize vibration, permit 
use of hammer over long periods of 
time without excessive fatigue to the 
operator. 


Ball and Needle Bearing Construction. 
Reduces wear and minimizes friction. 


Auxiliary Nose Handle—included as stan- 
dard equipment—affords better control 
when working horizontally with any 
cutting tool—especially on jobs where 
leverage is required. 


Dust Sealed Construction. The unique 
“mobile socket" feature of Kango’s 
hammering mechanism prevents 
entry of external dust—prolonging 
hammer life. Further protection 
against harmful abrasive action from 
dirt, concrete dust, etc., is provided 
by sheathing the nose of the socket 
with a protective rubber sleeve. 


Accurate Depth Gauge—On Model 605 
and 607 Hammers only—adjusts to any 
depth within the capacity of the drill 
for multiple depth drilling operations, 
primarily for masonry fastener devices. 


Special Double Pole Type Switch—rubber 
mounted and enclosed in an insulated 
chamber. Remote operating linkage 
activates switch from the hammer 
handle. Built-in lock button holds ‘‘on” 
position for continuous operation. 


Heavy-Duty Cord with External Cord 
Strain-Relief Protection—relieves cord 
strain; prevents cord kinking and dan- 
gerous wear. 


Burn-Out Protected Motor armature is completely encapsulated in an epoxy 
compound which rigidly holds the windings in place to eliminate motor 
failure from vibration. Armature shaft is fully insulated by means of a 
molded-on, non-conductor sleeve. Field coil is fiberglas wrapped and epoxy 
impregnated. Pigtailed brushes (with stop feature to prevent use when 
worn) prevent armature burn-out. Unique grease seal cartridge completely 
seals off motor from hammering mechanism. All electrical components are 
under spring load to further eliminate failure from vibration. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL KANGO HAMMERS 


MODEL 605 (606) * 
ROTARY HAMMER 


AN ALL NEW LIGHTWEIGHT, MAIN- 
TENANCE-FREE ROTARY HAMMER 
FOR THE INDUSTRIAL AND CON- 
STRUCTION TRADES. The fastest 
drilling hammer in its class, with more 
than enough power to handle light 
demolition work, chipping, channeling, 
bush hammering and a variety of simi- 
lar operations. GREASE PACKED AT 
THE FACTORY, THE NEW ‘605’ 
REQUIRES NO LUBRICATION FOR 
MORE THAN 200 HOURS OF HARD, 
HEAVY DUTY OPERATION. 
Electrically safe—the new ‘605’ features 
an extra non-conductor lining in the 
motor housing, an insulated forward 
handle and a non-conducting, rear 
handle casting to protect the operator 
against electrical shock. 

Exclusive idling characteristic—disen- 
gage the tool from the work and ham- 
mering action stops—in combination 
with dust sealed construction, effective 
shock absorbing design and other plus 
features substantially lengthen ham- 
mer life. 


CATALOG LISTING 
AND SPECIFICATIONS 


Model NO it sa ie ne Pee 605 (606) 
Motor: obit... See 650 watt, 6.0 AMP., 
Universal Type, 115 Volt, 

25-60 Cycle, AD-DC 

Impacts per minute ... .2500 (Drilling); 
2600 (Hammering Only) 


Drilling Speed ............... 250 RPM 
Drilling Capacity ......... 46” to 114”; 

2 to 314” (w/Core Bits) 
Bearings: ..2....4 66.00 as Ball and Needle 
Overall Lenguy q....i../20dsewane vehes 153%” 
Net Weight (Lbs.) . .1514 (Hammer Only) 
Shipping Weight (Lbs.) ............ 37 


STANDARD EQUIPMENT 


Model 605. Basic Machine, Depth 
Gauge, 24949 1014’ 3-Conductor Cord, 
58776 Drill Holder, 26529 Drill Ejector, 
859042 Forward Handle, 859041 Depth 
Gauge, Rod, Instruction Manual and 
859052 Carrying Case. 


*Model No. change only. Hammers are identical. 


MODEL 607 
ROTARY HAMMER 


Combines Rockwell Kango’s accepted 
electro-pneumatic principle for hard, 
hi-impact hammering with fully auto- 
matic power rotation. 

Possesses all of the proven features of 
the popular ‘750’ hammer, with an im- 
proved gear train, tool socket assembly 
and now, most important of all, a new 
long-life lubrication system. GREASE 
PACKED AT THE FACTORY, THE 
‘6077 REQUIRES NO LUBRICATION 
FOR MORE THAN 200 HOURS OF 
ACTUAL OPERATION. 

Fit a drill, using the drill holder, and 
direct power augments the hammer 
blows driving drills smoothly through 
the toughest concrete. Safety Overload 
Clutch built-in to the rotary drive 
affords full protection to the operator 
and machine in event of drill jamming. 
Fit a point and in a moment, without 
adjustment by the operator, it becomes 
a rugged cutting tool, activated solely 
by powerful hammering blows, with- 
out rotation. 


CATALOG LISTING 
AND SPECIFICATIONS 


MOCEIING dann caiss coukian tes etced 607 
MGtGr oe: iad sas 750 Watt, 7 Amp., 
Universal Type, 115 Volt, 

25-60 Cycle, AC-DC. 

Impacts per Minute ....1800 (Drilling); 
2000 (Hammering Only) 


Drilling Speed ............... 250 RPM 
Drilling Capacity ............. 16” to 2”; 

2” to 4” (w/Core Bits) 
BORFIN GS ism is 8. divi sss Ball and Needle 
Overall Length! 2.7 int Sor ies cies HAs 
Net Weight (Lbs.) ...21 (Hammer Only) 
Shipping Weight (Lbs.) ............. 59 


STANDARD EQUIPMENT 


Model 607. Basic Machine, Depth 
Gauge, 24949 1014’ 3-Conductor Cord, 
45908 Drill Holder, 26529 Drill Ejector, 
46202 Side Handle, 46203 Forward 
Handle 46206 Allen Key, Instruction 
Manual, and 46208 Metal Carrying Case. 
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Ly / MODEL 608 
v¢ 7 DEMOLITION HAMMER 


A new-improved general purpose ham- 
mer with the performance advantages 
needed for fast, efficient operation 
over a wide range of hammering appli- 
cations, from tough heavy-duty demoli- 
tion work to digging and similar 
operations where automatic tool rota- 
tion is not required. 

Like the ‘607,’ the new ‘608’ features an 
improved gear train and tool socket 
assembly and is NOW GREASE 
PACKED AT THE FACTORY, ELIM- 
INATING THE NEED FOR ADDI- 
TIONAL LUBRICATION FOR MORE 
THAN 200 OPERATIONAL HOURS. 
Additional operational and_perfor- 
mance features such as burn-out pro- 
tected motor, ball and needle bearing 
construction, effective shock absorbing 
design and more, make it the most effi- 
cient hammer in its class. 


CATALOG LISTING 
AND SPECIFICATIONS 


ModeliNOe Micsicasicern saw saree toe 608 
MOtOt's...< bdisidiea ee 800 Watt, 7.4 AMP., 
Universal Type, 115 Volt, 

25-60 Cycle, AC-DC 


Impacts per Minute .............. 1800 
Drilling Capacity ......... Y" to 346" 

(w/Star Drill Ends) 
GBPS Cs tpacheree Srarahete Ball and Needle 
Overall Lengthy) ois. 6.c ve Seana nears 25” 
Net Weight (Lbs.) ..2014 (Hammer Only) 
Shipping Weight (Lbs.) ............ 59 


STANDARD EQUIPMENT 


Model 608. Basic Machine, 24949 1014’ 
3-Conductor Cord, 53318 Forward Han- 
dle, 46206 Allen Key, Instruction Man- 
ual and 58514 Metal Carrying Case. 


® 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL KANGO HAMMER ACCESSORIES 


ACCESSORIES FOR MODEL 
605 (606) HAMMER ONLY 


eee 


No. 58776 Drill Holder. Included as 
standard equipment. For use with all 
Spiral Carbide-Tipped Drills. 


No. 26529 Drift Key. For use with 58776 
Drill Holder. 


No. 58775 Scaling Chisel. For removing 
scale, rust, and paint. 2” width. 


No, 59042 Forward Drill Handle. Less 
depth gauge rod. Included as standard 
equipment. 


No. 59041 Depth Gauge Rod. For use 
with 85902 Drill Handle. Included as 
standard equipment. 


No. 59044 Forward Stirrup Handle. Re- 
places 59042 Drill Handle for better 
control on non-drilling operations. In- 
cludes 59045 Stirrup Handle Body, 
59046 Grip, 59047 Bolt, 59048 Nut, 
59049 Insulator, 59050 Grommet and 
59051 Grommet Washer, 59034 Clamp- 
ing Screws complete. 


ACCESSORIES FOR 
MODEL 607 HAMMER ONLY 


No. 45908 Drill Holder. Included as 
standard equipment. For use with all 
Spiral Carbide-Tipped Drills. 


a re 


No. 54053 ‘‘B” Taper Drill Holder. Used 
with “B” taper shank spiral carbide- 
tipped drills. 


No. 26529 Drift Key. For use with 45908 
and 54053 Drill Holders. 


ACCESSORIES FOR 
MODEL 608 HAMMER ONLY 


No. 53317 Chuck with Turning Wrench— 
(and No. 26529 Drift Key). For use with 
all Star Drills. 
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ACCESSORIES FOR MODEL 


605 (606) AND 607 HAMMERS 
SPIRAL CARBIDE-TIPPED DRILLS 

For use with 45908 and 58776 Drill 
Holders on Model 607 and 606 Ham- 
mers. Diameters and overall drill 
lengths are listed below; effective drill- 
ing length of each drill is 1” less. Drills 


over 11/2” diam. are not recommended 
for use with Model 605 (606). 


OVERALL 

NUMBER DIAMETER LENGTH 
59194 Ae" 4%" 
59195 %" 5 
59196 The" 5” 
26850 15/59" ee 
58284 Yar 10” 
58285 yA" 16” 
58286 %" 10” 
58287 4" 16” 
58288 aA" 10” 
58289 5M 16” 
59315 A" 24” 
58290 %" 10” 
58291 7" 16” 
58292 ig 10” 
58293 1* 16” 
59316 ig 24” 
58294 1%" 10” 
58295 1%" 16” 
58296 14" 10” 
58297 14” 16” 
58298 1%" 10” 
58299 1%” 16” 
58300 1%" 10"* 
58301 1%" 10"* 
58302 an 10”* 


*For additional drilling depth capacity, use with 
39003 or 39004 Universal Drill Holders. 


CARBIDE-TIPPED CORE BITS 
(Order by Components) 


So 
No. 55713-Starter Drill 


No. 55719—2” Starter Drill Holder 
No. 55720—212” Starter Drill Holder 
No. vain ™ 3” Starter Drill Holder 


om a wir w a a iu a 


No. 55714—2” Core Bit Body 
No. 55715—2'%” Core Bit Body 
No. 55716—3” Core Bit Body 


o. 54073- Shank 
ACCESSORIES FOR 
MODEL 607 AND 
608 HAMMERS 


No. 48976 Spade. For trenching of 
earth, clay, etc. 6” x 4” size; 18” long. 


ceauenenuciaecnatamey 


= 


No. 58517 Floor Cleaning Tool. ‘For 
removing dirt, grease, paint, old floor 
tile, etc. 


en Ee } 
—h | 


ELECTRODE DRIVERS. For driving 
ground rods. 


NUMBER 


SIZE (Electrode) 


ACCESSORIES FOR MODELS 
605 (606), 607 AND 608 


STAR DRILLS 
Star Drills over 1144” diam. are not 
recommended for use with Model 605 
(606) Hammer. 


NUMBER DIAMETER LENGTH 
26537 i" 8” 
26531 5” 8” 
26505 1h,” 8” 
26532 4” 8” 
26507 13,6” 8” 
26508 1,6” 12” 
26520 %” 8” 
26534 1? 8” 
26510 16" 8” 
26511 16" 12° 
26512 1/6" 18” 
26513 16" 24” 
| 1%” 8” 
1546” 12” 
15.6” 18” 
15,6” 24” 
17/6” 12 

*144” 12”-24” 
1%.6” 12” 
1%.” 18” 
1% 6” 24” 
1%” 12° 

#134" 12”-24” 

*2" 12”-24” 


*See Star Drill Ends 


STAR DRILL ENDS 
Use with 39003, 39004 or 39005 Univer- 
sal Drill Holder for drilling 114”, 134” or 
2” diameter holes. 


NUMBER DIAMETER 


UNIVERSAL DRILL HOLDERS 
For use as extensions with carbide- 
tipped core bits, spiral carbide-tipped 
drills 134” diameter and larger, star 
drills and star drill ends 1%.¢” diameter 
and larger. 


NUMBER 


LENGTH 


ROLLER BUSH HAMMERING TOOLS 


For fast, efficient bush hammering. 
Complete with No. 26635 Roller Head. 


NUMBER FOR HAMMER 
45932 607-608 
58770 605 (606) 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 
ROCKWELL KANGO HAMMER ACCESSORIES 


No. 26635 Replacement Roller Bush 
Hammering Head. No. 26600 Bush 
Hammering Disc. For use with 45933 
and 58771 Holders. For surfacing and 
roughing concrete and brick. 


BUSH HAMMERING DISC HOLDERS. For 
use with 26600 Disc. 


NUMBER FOR HAMMER 
45933 607-608 
58771 605 (606) 


TAMPING TOOL PADS 
AND SHANKS 

Use in any combination for tamping 
fill or mixes with low water content. 


TAMPING TOOL SHANKS 
NUMBER LENGTH FOR HAMMER 


607-608 


58772 605 (606) 
48974 607-608 
58773 605 (606) 
48975 607-608 


605 (606) 


BULL POINTS 
For demolition drilling. 


FOR HAMMER 
607-608 


NUMBER LENGTH 


58764 605 (606) 

45921 607-608 

58765 605 (606) 
qm 
CONCRETE CHISELS 


For chipping, edging, channeling, etc. 


NUMBER LENGTH FOR HAMMER 
45922 607-608 
58766 605 (606) 
45923 607-608 
58767 605 (606) 
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COMBS AND COMB HOLDERS 
Use in any combination for grooving, 
scaling and concrete cutting. Combs 
are double-edged and can be reversed 
in Comb Holders to double cutting- 
edge life. 


Combs (Package of 12) 
NUMBER 


APPLICATION 
Slotting, Grooving 


Coarse 


26592 Cut-Outs 
26587 Concrete Slotting, Chipping 
Scaling Edging, Channeling 


NUMBER LENGTH 


FOR 
HAMMER 


45924 | Locked Shank 

(Non-Rotating) 607-608 
45925 | Free-Turning Shank 607-608 
58768 | Locked Shank 


(Non-Rotating) 605 (606) 


CHANNELING BITS AND BIT 
HOLDERS 

Use in any combination for channeling 
brick, concrete, building block, etc. 
Where precise depth control is essen- 
tial, use Guided Type Bit Holder with 
Channeling Bit. 


CHANNELING BITS 


NUMBER WIDTH 


CHANNELING BIT HOLDERS 
NUMBER FOR HAMMER 


Conventional 607-608 
45927 Guided Type 607-608 
58769 Conventional 605 (606) 


No. 26594 Drift Key. For removing 
Channeling Bits from Bit Holder. 


HAMMER ACCESSORIES FOR 
USE WITH DISCONTINUED 
MODELS H, K, L, E, F AND G 
KANGO HAMMERS 


CHUCKS AND TURNING WRENCHES 


45937 TURNING WRENCH ONLY 
For above listed chucks. 


For Star Drill 


26529 DRIFT KEY. 

For removing Star Drills from 26528 and 
26702 Chucks. 

STAR DRILLS 


For 
Hammer 


Pas 
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**See Star and Flat Drill Ends. 
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STAR AND FLAT DRILL ENDS 

Use with 39003, 39004 or 39005 Univer- 
sal Drill Holder for drilling 114” to 3.6” 
diam. holes. 


Star Drill Ends 


(caiatiataaneoansetasasvaccaneaaiincncinanoaaay 


UNIVERSAL DRILL HOLDERS 
For use with Star and Flat Drill Ends 
on Model K and M Hammers. 


CONCRETE CHISELS 
Round Shank 
For Hammer 


OFFSET CONCRETE CHISEL 
For cutting in awkward places. 


For 
Hammer 


Eitan | 


COLD CHISELS 
For chipping, edging and removing weld 
splatter. 


SCALING CHISEL 
For removing scale, rust and paint. 


|_tength | width | For Hammer 


9” 


L-G 

26724 12” L-G 

26725 12” L-G 
12? - 


12" 


26572 CAPE CHISEL 
12” long. For cutting grooves, keyways, 


etc. For use with K Hammer. 
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ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL KANGO HAMMER ACCESSORIES 


SEAM TOOLS 
For seaming, caulking and painting. 


Round Shank 


No. For Hammer 
26722 L-G 


Square Shank (Non-Rotating) 
No. / Length | For Hammer 
27009 K-F 


FLAT WOOD CHISELS 
For wood gouging and shaping. For ‘‘L”’ 
Hammers only. 


SPADES 

For occasional trenching of earth, clay, 
etc. Square shank (non-rotating). For M 
and K Hammers. 


27025 FLOOR CLEANING TOOL 

For removing dirt, grease, paint, etc. 
Square shank (non-rotating) for M and 
K Hammers. 


Me 10 


COMBS 

Use with 26590, 27030 or 26740 Comb 
Holders for slotting, grooving, scaling 
and concrete cutting. All combs are 
double-edged to provide two of the same 
cutting tools in one unit. 


Coarse 
Comb 


Application 


Slotting, Grooving 
Cut-Outs 


26591 


26592 Fine 


Comb 


Slotting, Grooving 
Cut-Outs 


26586 For Removing 


Scale 


1¥,” 
Scaling 


Concrete 
Cutting 


Slotting, Chipping, 
Edging, Channeling 


COMB HOLDERS 
For use with Combs 


Round Shank 
No. _Length | For Hammer 
26590 K-M-F-E 


Square Shank (Non-Rotating) - 
No. | Length For Hammer 
27030 | 12” | K-M-FE 


ROLLER BUSH 
HAMMERING TOOLS 

Complete with Hammering Head (26635). 
For fast, efficient bush hammering. For 
K Hammer only. 


@ 


26635 REPLACEMENT ROLLER BUSH 
HAMMERING HEAD ONLY 


—=e # 


26600 BUSH HAMMERING DISC 

Use with 26599 or 26747 Bush Ham- 
mering Tool Holder. For surfacing and 
roughing concrete and brick. 


26599 BUSH HAMMERING DISC 
HOLDER... For K Hammer. 


26747 BUSH HAMMERING DISC 
HOLDER... For L Hammer. 


TOOL BLANKS 
For making up your own tool heads. For 
M and K Hammers. 


No. & Shank Type 


27000 Square 
(Non-Rotating) 


27001 Square 
(Non-Rotating) 


27002 Square 
(Non-Rotating) 


27578 Round 


27003 Square 
(Non-Rotating) 


ELECTRODE DRIVERS 
For driving grounding rods. For use with 
M Hammer only. 


ie 


14” 


iT” 


23” 


Size (Electrode) 


26749 RIBBED | 


SQUARE SCALING TOOL 


For use with 26744 Channeling Tool 
Holder on L Hammer only. For defouling 
marine hulls, scaling corrosion on decks, 
tanks, etc. 


OIL 


FOR E, F, G, K, L, M, 
750 AND 800 HAMMERS 


For use above 32°F.: 


26115 Gallon Can 
26662 Pint Can 
For use below 32°F.; 
42415 Pint Can 
42414 Gallon Can 


TAMPING TOOL 
PADS AND SHANKS 


Used in combination for 
tamping mixes with low 


water content. Where tool rotation 
is not essential, use square tool shank. 


Tamping Tool Pads 
For all Tamping Tool Shanks 


xa" 
3" x 4" 
a” x6” 
a” x Ay" 


26604 
26605 


Tamping Tool Shanks 


For Hammer 


26606 Round Shank 


27020 Square Shank 
(Non-Rotating) 


26607 Round Shank 


27021 Square Shank K-M-F-E 
(Non-Rotating) 

26608 Round Shank 

27022 Square Shank K-M-F-E 


(Non-Rotating) 
26762 Round Shank 


CHANNELING BITS 
AND BIT HOLDERS 


Used in combinations indicated for chan- 
neling in brick, concrete, building block, 
etc. where precise depth control is essen- 
tial, use guided type channeling tool holder. 


Required Channeling 
Tool Holder 


45929 
(Conventional) 
154” 


45930 
(Guided Type) 


Channeling Bit 


For 
Hammer 


K-F 


45929 
(Conventional) 


1%" 
45930 
(Guided Type) 


(Guided Type) 
1%” 
26744 
(Conventional) 


26594 DRIFT KEY 
For removing Channeling Tools from 
Channeling Tool Holder. 


VIBRATING TOOLS 


wo. | Type _| For Hammer 
V-Shaped with Swivel 
oo Head for Use on Corners 


26624 Flat Swivel Head K-F 
26767 L-G 
26625 Rubber Head K-F 


26680 AUXILIARY HANDLE 


Detachable. 
For K, F, M and E Hammers. 


ROCKWELL 


KANGO | 
MODEL 609) 


Take advantage 

of the modern convenience 
this thoroughbred 
workhorse offers— 

save time, money 

and labor by 

putting it to work 

for you. 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL KANGO BREAKER 


CHECK THE MANY 
ADVANTAGES OVER 
AIR COMPRESSOR TYPE 
SYSTEMS 


Lower Cost—performs as well as a 65 lb. 
air hammer with compressor and hoses 
yet costs about a third as much. Lower 
freight, operating and maintenance ex- 
pense too! 

Free Movement—no compressor or hoses 
to haul around, just plug into any 
handy house current power supply. 
Quiet Operation—much quieter than 
comparable pneumatic equipment. Op- 
erate near hospitals and schools with 
minimum noise. 


No Fumes, Less Dust—ideal for closed- 
in operation. 

Reliability-rugged electro-pneumatic 
principle delivers day-in, day-out 
power over the years for even your 
toughest jobs. 


Versatile-performs equally well on 
breaking or hammering jobs. Typical 
applications include cutting asphalt, 
breaking concrete, digging packed 


earth, tamping backfill and more. 


Model 609 
Breaker 


Now, big shattering power in a truly 
portable breaker for cutting asphalt, 
breaking concrete, digging packed 
earth, cutting frozen ground, tamp- 
ing backfill and more. Operates on a 
rugged electro-pneumatic principle 
that delivers a hard, hi-impact punch 
for big hammering and breaking jobs, 
without the need of a separate air 
compressor system. The flexible 
cable connected to any normal house 
current power supply (main line or 
portable 3 KW generator) gives you 
complete freedom to work anywhere. 


CATALOG LISTING 
AND SPECIFICATIONS 


Modell NOs). icc tcanet iow noes ne 609 
Motor. .1400-1500 Watt, Universal Type, 
115 Volt, 25-60 Cycle, AC-DC 


Speedin. sx3i.ccnis 850 Blows per Minute 
Weight of Blow.............. 40 Lb./Ft. 
ROBYN Ss acscsis Wotan ae wien serene Ball 
Overall Lengths .:.ccb gencccoaes on 36%" 
Net Weight (Lbs.).................. ud 
Shipping Weight (Lbs.)............. 144 


STANDARD EQUIPMENT 


Model 609—Basic Machine, 9’ 3-Conduc- 
tor Cord, 26305 15” Bull Point, 26310 
15” Chisel, 25937 Allen Key, 26662 Oil, 
and Instruction Manual. Packed in 
Wood Carrying Case. 
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No. 39968 
15” Tapered Point 
No. 39969 
18” Tapered Point 


No. 26310 
15” Chisel 
No. 26311 
18” Chisel 


7 
No. 26315 3” Width 
Asphalt Cutter. 
Short Blade 
No. 26316 5” Width 
Asphalt Cutter. 
Short Blade 


No. 26320 8” Diam. 
Back Fill Rammer. 


No. 26305 
15” Bull Point 
No. 26306 
18” Bull Point 


No. 26317 3” Width 
Asphalt Cutter. 
Long Blade 

No. 26318 5” Width 
Asphalt Cutter. 
Long Blade 


No. 26319 Spade. 
44” x 6%”. 


SS 
No. 39844 
18” Frost Wedge 


No. 39782 Special Allen Key 
No. 39784 Oil Filler Plug Wrench 


OIL 


For use above 32°F.: 


No. 26115 Gallon Can 

No. 26662 Pint Can 
For use below 32°F.: 

No. 42415 Pint Can 

No. 42414 Gallon Can 


For use throughout industry and the construction trades 
for efficient and economical heavy duty production 
or custom routing applications: 


Cutting a wide variety of decorative edges and often-used wood joints. 
Smooth, accurate trimming of veneers and plastic laminates. 
Fast, economical production door-hanging jobs .. . and more. 


Model 536 


Mode! 537 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL ROUTERS 


ROCKWELL 
QUALITY CONSTRUCTION 


1. Non-Marking Base—a glass-smooth 
plastic base panel that will not scratch 
or mar the work. 


2. Micrometer Dial Depth Adjustment— 
extremely accurate, yet simple to use— 
no delicate gears or pinions to get out 
of order. 


3. Exclusive D-Handle—on Models 150 
and 537, provides instant trigger switch 
power control and convenient, safe 
router handling in any position. 

4. Ball Bearings—permanently sealed, 
precision ball bearings for quieter op- 
eration and tonger life. 

5. Aluminum Alloy Housing—strong, yet 
feather-light—router can be used over 
long periods of time without operator 
fatigue. 


6. Totally Failure Protected Motors on 
Models 536, 537 and 514—-Cuts down 
time and minimizes troublesome serv- 
icing problems. Armature windings 
feature a new scientifically developed 
high temperature coating and bonding 
—unaffected by frequent, prolonged 
overload, harmful abrasives, moisture 
conditions or other causes of motor 
failure. All commutator-coil connec- 
tions are welded making them stronger 
and more resistant to heat than con- 
ventional soldered leads. 

7. Interchangeable Mortor Feature on 
Most Models—permits use of router 
motor with plane or shaper table at- 
tachments for often required planing or 
shaping operations. 


8. High Speed—all routers in the “20,000 
rpm plus” range for smooth, fast, chip- 
free routing. 


9. Precision Collet Type Chuck—virtually 
eliminates bit ‘run-out’. Assures accu- 
racy; makes bit and cutter changing 
fast and easy. Adapters permit use of 
various shank diameter bits. 


10. Strain-Relief Protection—U-L ap- 
proved 3-conductor Cord features 
“strain-relief” protector at handle to 
prevent kinking and dangerous wear. 


@ 


MODEL 536 
14% HP 
ROUTER 
with 
Conventional 
Dual-Knob 
Handles 

and Recessed 
Double Pole 
Switch 


MODEL 537 — 114 HP ROUTER 
with Exclusive 

D-Handle Design 

nd 


a 
Trigger Switch 


Only Rockwell offers users a heavy- 
duty 11/2 HP router in a choice of 
handle designs. Whether you choose 
the conventional dual-knob or ex- 
clusive D-handle model, unmatched 
Rockwell versatility is still yours. 
Each router will handle an almost 
infinite variety of jobs from basic 
decorative cutting to laminate trim- 
ming. 

To order motor only, specify; 

Model 537M Router Motor—Includes 12” 
3-Conductor Cord, 24616 %4” Collet, 
24615 44” Collet and 24617 Wrench Set 


CATALOG LISTING 
AND SPECIFICATIONS 


Model No. | 537 536 
Motor Amps. saTeen  M 8 
No Load Speed 
(RPM) ae = ‘ aan 
jar |, ees yy", Ye"; 
Collet Capacity Split-Type Split-Type 
= Trigger Recessed 
Switch w/.Lock Button | Double Pole 
Height | 9%" | 8%" 
Net 14 2 
We (Lbs. |} —_*+¥ _} _42 
Shpg. 16 (i 


MOTORS—Universal Type, 115 Volt. 25-60 
Cycle, AC-DC. 


STANDARD EQUIPMENT 


Both Models—Basic Machine, 537M Mo- 
tor with 12” 3-Conductor Cord, 858939 
4” Collet, 24616 1%” Collet, 24617 
Wrench Set; 10’ 3-Conductor Extension 
Cord; Base Assembly (536B with SRB44 
Sub Base for 536; 537B with PR153 Sub 
Base and 10’ 3-Conductor Cord for 537) 
and Operating Manual. 
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MODEL 514D—2'2 HP ROUTER 


The largest and most powerful rout- 
er in the Rockwell line! Built for con- 
tinuous, rugged operation—with full 
21/2 hp motor and big '/2” collet 
capacity—it has the “beef” and stam- 
ina needed to handle your most de- 
manding routing applications. 


CATALOG LISTING 
AND SPECIFICATIONS 


ModeliNGs:oianso ses cctiste ena 514D 


Motor. ...12 Amp., Universal Type, 115 
Volt, 25-60 Cycle, AC-DC. 


No Load Speed (RPM).......... 20,000 
Collet Capacity......... 14”, Split-Type 
Switchigao eo. Recessed Double Pole 
Helgtites oaei5 cut mac ore eh arsie 1234” 
Net Weight (Lbs.) ............... 15%” 
Shipping Weight (Lbs.).............. 18 


STANDARD EQUIPMENT 


Model 514D-—Basic Machine, 514D M 
Motor with 14” 3-Conductor Cord, 24616 
¥” Collet, 24617 Wrench Set, 514B Base 
Assembly including 10695 Sub Base, 
10’ 3-Conductor Extension Cord and 
Operating Manual. 


ACCESSORY EQUIPMENT 


No. 26793 Carrying Case—Heavy gauge 
steel. Holds either Model 537 or 536 
Router and accessory parts. 


Router Edge Guides—Easy to mount ad- 
justable guides for accurate straight (or 
curved) edge planing; parallel groov- 
ing, dadoing or slotting operations. 
No. SRB7Y—For Model 536. 

No. 39120—For Model 537. 

No. 5043—For Models 536 and 537. 

No. SRC7Y—For Model 514D. 


For Router Bits, Shaper Cutters, Accessories and 
Attachments, Refer to Accessory Section M4. 


For use throughout the building trades for efficient and economical 
heavy duty production or custom routing applications. 


Cutting a wide variety 
of decorative edges and 
often-used wood joints. 


Smooth, accurate, 
trimming of veneers and 
plastic laminates. 


Fast, economical 
production 
door-hanging jobs... 
and more. 
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MODEL 64 i 

¥% HP ROUTER . es 
The First, 

Double-Insulated Router 

In the Industry 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL ROUTERS 


MODEL 350—1% HP ROUTER 


MODEL 150—1% HP ROUTER 
with Exclusive 
D-Handle 


Here are four popular routers of 
varying horsepower for a wide va- 
riety of building trades routing ap- 
plications. They’ll handle everything 
from hinge butt routing of doors and 
jambs to edge trimming of plastic 
laminates and wood veneers. The 
detachable motors of Models 100 
and 150 Routers can even be used 
with accessory plane attachments 
for on-the-job door fitting applica- 
tions. All four models are in the 
20,000 RPM plus speed range for 
smooth, chip-free routing results and 
feature such quality features as 
permanently sealed ball bearing con- 
struction ... micrometer dial depth 
of cut control . . . non-marking base 
panel design... and more! 

The Model 64 Router is double in- 
sulated, too. Constructed of a non- 
conductive, unbreakable thermo- 
plastic—it more completely protects 
the user from electrical shock from 
product malfunction. 


STANDARD EQUIPMENT 


All Models—Basic Machine, Motor, Base 
Assembly including a Sub-Base, 3-Con- 
ductor Cord*Collet, Wrench Set and Op- 
erating Manual—as follows: Model 350- 
350M Motor with 10’ 3-Conductor Cord; 
350B Base Assembly including 39098 
Sub-Base, 42591 42” Capacity Collet 
and 42596 & 42914 Wrenches. Model 
150—150M Motor with 1’ 3-Conductor 
Cord; 150B Base Assembly with 10’ 
3-Conductor Cord and SRB44 Sub-Base, 
PR26 %4” Collet and PR27 Wrench Set. 
Model 100—100M Motor with 10’ 3-Con- 
ductor Cord, 100B Base Assembly in- 
cluding PR153 Sub-Base, PR26 4” 
Collet and PR27 Wrench Set. Model 64 
—64M Motor with 7’ 2-Conductor Cord, 
64B Base Assembly, %” Collet and 
44754 Wrench Set. *2-wire on Model 64 


CATALOG LISTING 
AND SPECIFICATIONS 


Model No. 350 150 100 64 
Motor Amps. Le ya) 35 i 
No Load 
Speed 24,000 22,000 20,000 | 28,000 
(RPM) c s f 
iy”, yA”, %", yA", 
Collate Split | Split | Split | Split 
lambs SEVEO i SURE Type” np shy Pe 
Recessed | Trigger | Recessed 
Switch Double | w/Lock Double | Slide 
os Pole Button Pole 
Height _ 7%" ih rg oe 
Net 8% 7% 9 4% 
Weight = SS ee 
Shpg.| 10% | 7 5% 


MOTORS — Universal Type, 115 Volt, 25-60 
Cycle, AC-DC. 

To order motors only, specify: 

Model 350M Router Motor—Includes 10’ 
3-Conductor Cord, %” Capacity Collet 
and 42596 & 42914 Wrenches. 

Model 150M Router Motor—Includes 1’ 
3-Conductor Cord, PR26 4” Capacity 
Collet and PR27 Wrench Set. 

Model 100M Router Motor—Includes 10’ 
3-Conductor Cord, PR26 44” Capacity 
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Collet and PR27 Wrench Set. 

Model 64M Router Motor—Includes 7’ 
2-Conductor Cord, 4” Capacity Collet 
and 44745 Wrench Set. 


ACCESSORY EQUIPMENT 


No. 26793 Carrying Case—Heavy gauge 
steel. Holds either Model 350, 150 or 100 
Router and accessory parts. 

No. 27282 Carrying Case—Heavy gauge 
steel. Holds Model 150 Router and 150P 
Plane Attachment or Model 100 Router 
and 100P Plane Attachment. 


Router Edge Guides—Easy to mount ad- 
justable guides for accurate straight (or 
curved) edge planing; parallel groov- 
ing, dadoing or slotting operations. 
No. 2064—For Model 64. 

No. PR47Y—For Models 350, 150 and 
100. 

No. 5043—For Models 350, 150 and 100 
Routers plus all other Rockwell router 
models except the Model 514. 

No. 43000 14,” Collet. For mounting 4” 
shank router bits to Model 350 Router. 
No. 43001 34” Collet. For mounting 36” 
shank router bits for Model 350 Router. 


SHANK 
wind | DEPT | LENGE | IA, 


ROUTER BIT KITS 
No. 50025 Router Bit Kit. Includes 
L412] Rabbeting, E408J 44” Corner 
Round and A408J 14” Straight Router 
Bits. 


For Complete Information on 
Router Bits, Shaper Cutters 


Accessories and Attachments, 
Refer to Accessory Section M4. 


ROCKWELL 
LAMINATE 
TRIMMERS 


M3 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL LAMINATE TRIMMERS 


Rockwell 


ANGE ACTER D BOI AE 


AODEL 3108 
SAMIRATE TRIMMER BASE 


1. Powerful 3.8 Amp, 27,500 RPM Motor—removes laminate 
overhang in a single pass with smooth chip-free results that 
eliminate need for primary “step down” trimming or second- 
ary filing operations. 
2. Double-Sealed Ball Bearing Construction—features an ex- 
clusive centrifugal slinger barrier to keep out harmful dust 
particles and a plyoseal oil ring to retain lubricant. 
3. Positive Hold Collet Chuck—offers twice the holding power 
under load; less than .002” run out for smooth chatter-free 
trimming. 
4. Flat Top Housing Design—permits safe, easy “up-right”’ bit 
changes and adjustments. 
5. Sliding On-Off Switch—allows safe fingertip ‘‘use-hand” 
power control. 
6. Non-Marking Plastic Base—full 35s” square on the ‘310’ for 
full support and greater stability on all production trimming 
jobs with the added advantage of built-in chip shield to di- 
rect cuttings away from the operator. 

Exclusive triangular-shaped base on the Offset Model 311 
and 312 Trimmers for in-corner trimming flexibility. 


M3) 


7. Exclusive Solid-Carbide Trimming Bits—included as stand- 
ard equipment on the Model 311 and 312 Trimmers. Positive- 
guide Model 312 is equipped with a combination flush and 
10” bevel trimming bit. Model 311 features a unique self- 
piloting 7” bevel trimming bit. Self-piloting flush trimming 
bit available as an accessory extra. 

Model 310 Production Trimmer includes a carbide-tipped 
combination 22° bevel flush trimming bit. 
8. Light Weight Design—trimmers weigh less than 4 pounds— 
the lightest power per pound trimmer line in the industry— 
permitting non-tiring, one-hand control in any position... 
on any job. 


oe Re 


Precision Guide-Bearing Adjustment Control (on the Model 
310)—with positive-hold lock knob permits precise depth of 
cut settings to within .015”. 

Easy-To-Use Micrometer Ring Adjustment Control (on the 
Model 310)—accurate to .015”, for fast, easy bit alignment for 
bevel or flush trimming. 


a 7 
hee 


Unique Dual Edge Guide (on the Model 312)—eliminates over- 
cutting and gouging on turns and corner work. Flush and 
bevel trim guide ends are especially engineered to match the 
like cutting diameters of the combination bit furnished. 

Positive Guide Centering (on the Model 312 only)—does away 
with trial and error adjustments, assures precision guide-to- 
bit alignment—the first time! Flush and bevel guide ends ad- 
just independently, using a foolproof gauge pin method. 
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ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL LAMINATE TRIMMERS 


The most powerful, 
fastest cutting laminate 
trimmer in the industry! 
Offers more power.. . 


more speed ... more of 
everything you need in 
the way of functional 
features for fast, effi- 
: _ cient, one-hand, one- 
i — pass, flush and bevel 
a trimming of laminates 
on a production basis. 


CATALOG LISTING AND SPECIFICATIONS 


Model 310 


MOde@lNG i525 fpstieciasaveswises «6 ctatels oSermgy Selec Siea aie eee ee 310 
MOUOR ooo 5.5.010% Sieisioie were sis s ihlece-sls 3.8 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
Speed reo eur nd angie tne nam eeed monk 27,500 RPM 
GolletiGanacity re: cic: svanc.s tess thse ecosreierek Siece ha ee 4” 
BaseiSIZ6 oo cris She ciate ct ha nee SG es Gee ORS See 35%” Square 
PIGS ecole eclaitis a Weise base Aas Dele be Ala g a semee ee / kes 
INBUWOIGRENE DS) at news aetrnt si wen eet cece. oss sasmante balers 3% 


STANDARD EQUIPMENT 


Model 310—310M Motor; 310B Trimmer Base Assembly with 
45782 Chip Shield, 45582 Nylon Roller Glide and 45583 Steel 
Roller Guide; 44858 Carbide-Tipped Combination Flush and 
22° Bevel Trimming Bit; 44745 Wrench Set and 3-Conductor 
Cord. 


ACCESSORY EQUIPMENT 


Offset Trimmer Conversion Kits for use with the Model 310M 
Power Unit. 


Available with, or without positive guide control, for use 
with conventional, or new, self-piloting type trim bits! For 
corner and backsplash trimming applications not possible 
with the standard in-line Model 310 Trimmer: 

No. 5022 Offset Base with positive guide control for use with 
(VTC408C) Solid-Carbide Combination Flush/Bevel Trim- 
ming Bit. 

No. 5031 Offset Base Only, for use with (VT408C Flush and 
VTB408C Bevel) Solid-Carbide, Self-Piloting Type Bits. 


Model 312 


Model 311 


Two Versatile Models—a unit with unique positive guide 
control for flush and bevel trimming or the same power 
and base unit, equipped with a revolutionary new self- 
piloting trim bit! 

Now, a totally new concept in laminate trimmer design 
—a trimmer with an offset drive spindle and a unique 
triangular base that permits a variety of job-site trim- 
ming jobs not possible with in-line trimmers! 

Only with a new Rockwell Offset Trimmer can you 
trim in and out of 90° corners...handle backsplash 
trimming jobs that previously required special cutters or 
laborious hand trimming and filling... trim sheet over- 
hang flush with corner wall surfaces close to baseboards 
and floors ... scribe and trim counter-tops flush to irreg- 
ular walls in a single operation ... and more! 


CATALOG LISTING AND SPECIFICATIONS 


Model Numbers. 25.5 ci56.3 6:5 «otyc,si0 ¢ Soares ties es ae 311 and 312 
MOUOlp.. ecatens Sie s Sinus cocamaremeaoats 3.8 Amp, Universal Type, 


115 Volt, 25-60 Cycle, AC-DC 
SPOOG. seisesicearielen ase ves hice e oes ea ee 27,500 RPM 
DIO csc siasteeie Resid soiitaniae ee wha eee eats Cog Belt 
Collet Capachty 0 03... ic clt che eine waeonte Steers 4” 


Base Sey. Hi ssh. <ceberan Mae es eee ee eee Triangular 
FIQIQMIE 5 ooo iiers dances Sanses sacks Pemeeneiasemis ease Me Oe 6%" 
Net Weleht (Lbs) o5 isc.cs icc sce cast cits o jassts s: 0c aialeheaseeineet 4 


STANDARD EQUIPMENT 


Both Models: 310M Motor, Trimmer Base Assembly (5031 on 
Model 311 with VTB408C Solid-Carbide Self-Piloting 7° 
Beveling Bit and 5022 on Model 312 with VTC 408C Solid- 
Carbide Combination 10° Bevel and Flush Trimming Bit); 
44745 Wrench Set and 3-Conductor Cord. 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 
ROCKWELL LAMINATE TRIMMERS 


Full 14 HP (3.5 Amp) 28,000 RPM 
Motor furnishes plenty of power and 
speed for fast, smooth, chip-free bevel 
and flush trimming. 


Unique Dual Edge Guide—with both the 
flush and bevel trimming ends espe- 
cially engineered to match the like cut- 
ting diameters of combination bit fur- 
nished—eliminates over cutting and 
gouging of laminates on turns and cor- 
ner work. Guide is removable for trim- 
mer use with new accessory, self-pilot- 
ing trim bits. 


@ 


Positive Guide Centering. Flush and 
bevel trimming ends of the dual guide 
adjust independently using a fool-proof 
gauge pin method to assure precision 
guide-to-bit alignment. 


x 


Compact, Lightweight Design — weighs 
only 3% pounds; measures 3%” in 
diameter—permits non-tiring, one-hand 
control in any position ... on any job. 


Collet Type Chuck ® Ball Bearing Con- 
struction Non-Marking Plastic Base 

Solid Carbide Combination Flush 
Bevel Bit. 


No. 64B Router Conversion Kit—Con- 
verts the Model 364 Laminate Trimmer 
into an efficient, high speed router ca- 
pable of handling a wide variety of 
“extra” jobs from basic decorative edg- 
ing to cutting often-used wood joints. 


Model 364 


The first double insulated laminate 
trimmer in the industry! Constructed 
of a non-conductive, unbreakable 
thermoplastic—it more completely 
protects the operator from electrical 
shock from product malfunction. 
Although low in price, it ranks 
with high priced trimmers in flexi- 
bility of operation. The ‘364’ will 
handle all of the bevel and flush 
trimming jobs related to standard in- 
line trimmers. Its compact and light- 
weight design even permits trimming 
hard-to-reach overhang in places 
inaccessible to larger machines. 


ModeuNos.c5.4.s tease cso uinase seas 364 
Motor! <2: «i: 3.5 Amp, Universal Type, 

115 Volt, 25-60 Cycle, AC-DC 
Speed .iot iw caces 2 caer 28,000 RPM 
Gollet: Capacity 22 . occ a ena cts Hie 
BaSG SIZES fi. ieakow Faunce mere 314” Dia. 
RGIS ea rcicas sats Mies esate is peaeiaterers ia 
Net Weight (Lbs.) ................- 3% 


Model 364—64M Motor; 364B Trimmer 
Base Assembly; VTC 408C Solid-Car- 
bide Combination Flush and 10° Bevel 
Trimming Bit; 44745 Wrench Set and 
2-Conductor Cord. 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


ROUTER BITS 


Choice of exclusive screw-type or 
conventional one-piece bits. All 
made of high quality steel, specially 
heat treated for hardness to retain 
their precision ground cutting edges 
over longer periods of operation. 


ONE-PIECE UNITS 


Conventional one-piece units com- 
plete with shank, cutting head and 
when necessary, a pilot guide. All 
are 2-flute bits, except smaller diam- 
eter straight bits (4%” or less) which 
feature a single flute. 


y, 


SCREW-TYPE BITS 


3-fluted bits, threaded for use with 
a separate arbor (shank) and, when 
required for edge routing opera- 
tions, a separate pilot guide. Advan- 
tages—3 cutting edges, not 2, for 
50% faster routing ... larger, more 
massive cutting head design for 
easier, smoother cutting ... and be- 
cause you can use the same arbor 
(and pilot) for a variety of screw- 
type bits, you save money. Versatile 
screw-type bits cost less than com- 
plete one-piece units. 


A—4 p= 


Straight Spiral (Down)—For through cut 
ting plastics and non-ferrous metals; 
also for deep slotting operations in 
wood. 

ONE PIECE 


Straight Spiral (Up)—For slotting and 
mortising operations, particularly in 
non-ferrous metals such as aluminum 
door jambs. 

ONE PIECE 


y," 


$Uu408 Yan 4” | me | ig 
sue10* | %e" | 3%" | 4% | Lae 
su612* | %” | 1” %" | 2" 


*Use D-812 Adapter to mount to 2" collet 


c—e i 


A -— 
Pilot Spiral (Down)—For operations 
where plunge cutting is required in con- 
junction with templet routing, using the 
pilot guide. 
ONE PIECE 
No. 


PSD408 
PSD612* %" 


—q 

Pilot Spiral (Up) W/Mortising Boring 
Point—For panel pilot routing where it 
is necessary to pull chips up out of the 
cut. 


ONE PIECE 
No. A B Cri =D 
PSU816 Ye" 1%" | ea 


bad 
Straight-For general stock removal, 
slotting, grooving, rabbeting. 


ONE PIECE 
No. A B Cal 20 
A4o4s* Yan Shel yA" Ly" 
A406 J* Yet) yn An 14" 
A408* yw," . yA" wy" 13%" 
A408SJ yy," Ya" PEN Wai BA 
eA4oss " 1346") 4" 1A" 
A4OBLJ yn | am yn Ly," 
A410J 56" %m" 4" 14" 
@A412J 3%" 7a" yy" 1%" 
A412L %" | 1" yy" re 
A812 3" 1%" Ye" 13/6" 
A414) he" Ya" VA 144" 
eA416) yn 7," yn 14" 
A816 yy" | 1Ye" YN" 156" 
A816L | %" | 2" Yo" 1%.6" 
A418 he" 34" y," 1%." 
A420 5" 3" wy" 1% .6" 
@ A424 3," 5" yw" 136" 
A824 yy" | a" yan 15%" 
A828 yn | al Yn 154" 
A832 1 i” yy" 1%" 
*Single Flute 
SCREW TYPE 
No. A B c D 
AS516 YA" | 1945" 
AS520 5" | 1945" 
AS522 Ifjg"| 19/45" 
AS524 34" | 19/49" 
AS526 1346"| 19/5" ; 
AS528 ee | ae | 
Acad phe") het Threaded 
AS532 ile 19/45" 4 | 
AS534 1%6" | 190" os 
AS536 1%" | 1%" 
AS538 136" | 1%0" 
AS540 144" | 19,4)" 
AS544 134” | 1% p" 


Bead—For decorative edging. 
ONE PIECE 


No. T A B Cc D 

F408J5 Y"R, 
@F412J 3%"R.| 5%” A" 114" 
F416 IB"R.| 2a" VA 14" 
SCREW TYPE 

No. A B Cc D 
FS504 Wy"R. | 1/2" ALL with 
FS508 Y"R. | 1%." A"-28 
FS512 %"R. 19/9" be ree a 

ole 


@ Dealer Note: Add (M) to catalog number (eg., A-408J 
(M)), if you desire router bit on hang-up display card. 


ROCKWELL PORTABLE POWER TOOLS 
ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


b—A—d 
Stair Router—For routing stair tread 
and riser grooves. 


No. A B A 
ST520 16" yn | 
Use BAA-1L Arbor Veining—For decorative free-hand rout- 


ing such as carving, inlay work. Use 
with adapters. 


All with 
ES512 | %’R. | %" Threaded 
Es516_| %"R. | 146" | 14". 


| —— 
Dovetail—For dovetailing joints. Use 
with dovetail templet. 


*Single end, %4" shank 


DT408J5 
e@DT416) _ 


a 


Rabbeting—For rabbeting or step-cut- 


Panel Pilot-For cutting openings and 
all through-cutting. 


ge ey Mortise—For stock removal, dados, rab- 
L512 |1542” ce hed SP416 ae bets, hinge butt mortising. 


Y,” with SP420 Pilot- 


V-Groove—For simulating plank con- Sash Bead—For beading inner side of | 
struction on panels. window frames. 
ONE PIECE ONE PIECE 

@NRA455J Tap" No. A B c D No. A B c D 

F ain | yn | iiqn oa" we a TD BA406). he" 77 EVD A 


@ Dealer Note: Add (M) to catalog number (eg., A-408J 
(M)), if you desire router bit on hang-up display card. 2 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


Sash Cope—For coping window rails to 
match bead cut. 
ONE PIECE 


No. A B c D 
CA406J5 ie" R.| “Ae” u," 14%" 


Straight Double-End—For general rout- 
ing, strip inlay, scroll work. Use with 
adapters. 
ONE PIECE 


Core Box—For reeding, fluting and gen- 
eral ornamentation. 


ONE PIECE 
No. D 
c408J 
C412J %" 4" %4" 14" 
@C416J yA" She" yy" 14%" 
C420 54" %" yn 114" 
C424 34." The" y," 114" 
SCREW TYPE 
No. A B c D 
CS524 34" | AQ" All with 
cs528 7e" | %" %y"-28 
CS532 1* 1146" Threaded 
Cs540 1%" | %" Hole 


Cove—For cutting inverted radii. 
ONE PIECE 


No. A | B Cat Dp 
G408J Y"R. | 140" | 4" | 114" 
eG412J) %"R.| %e™ | ww" | 114" 
G416_ | %"R. | 2%" | 4" | 1%" 
SCREW TYPE 
No. A B ee ei 
VARET} 
GS508 wy" R. | fo" 
GS512_ | %"R. | 1%" | "hreaded 


45° Bevel Chamfer—For bevel cutting. 
ONE PIECE 


No. B c D 
onH424 Zig a Im 
SCREW TYPE 
No. a Sod ae 
uy," 
HS524 4" a eng 


Threaded Hole 


Spiral—For outside and inside curve cut- 
ting operations. Standard equipment 
with Model 5057 Router Scroll Saw 
Attachment. 


No. A ee ie D 
@140-8 ae" _| _" 


wo 


SEE YOUR 
INDUSTRIAL DISTRIBUTOR 
FOR ALL YOUR 
ROCKWELL 


PORTABLE POWER TOOL 
AND ACCESSORY NEEDS 


3 
= 


He can provide you with: 


m Assistance in your production plan- 
ning. His years of experience and tech- 
nical know-how have equipped him to 
give you expert advice on your produc- 
tion problems. 

= Fast delivery from local stocks. Be- 
cause of his knowledge of local mar- 
kets, he stocks the products you need 
—delivers your orders quickly and 
keeps your working capital free. 

= Prompt information on new and old 
products. He is in constant touch with 
manufacturers who supply him with 
information on new products and de- 
velopments. 

= One source for many types of prod- 
ucts. One source ordering simplifies 
your purchasing procedure and re- 
duces your accounting costs. 


re. 


@ Dealer Note: Add (M) to catalog number (eg., A-408J 
(M)), if you desire router bit on hang-up display card. 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 
SHAPER CUTTERS 


All with %4” hole for use with a sep- 
arate spindle and collars, primarily 
with the shaper table attachment. 


Weather Strip—For narrow groove 
cutting. 
56" HOLE 


Dovetail 
ONE PIECE 


No. 
DT416C 


‘pA 
Rabbeting—Has 14”-28 threaded hole for 


use with Pilot. 
ONE PIECE 


Rabbet Cut Width 


¥%” with SP412 Pilot 
5/6” with SP416 Pilot 
Y,” with SP420 Pilot 


LS412C 
*LS412CB 


CARBIDE-TIPPED ROUTER 
BITS AND SHAPER CUTTERS 


Recommended for production cut- 
ting operations or when working 
with tough, more abrasive materials 
such as hard wood, plastic lami- 
nates, glue bonded plywood and 
composition materials. 


Mortising 
ONE PIECE 


AS516C All with 


AS520C Y,"-28 
AS524C Threaded 
AS532C Hole 


@ Dealer Note: Add (M) to catalog number (eg., A-408J 
(M)), if you desire router bit on hang-up display card. 


Corner Round—Complete with ES412P 
Pilot. Can be converted to Beading Bit 
using FS412P Pilot. 


ONE PIECE 


ES408C 
ES412C 
ES416C 


Panel Pilot 
ONE PIECE 


PP408C 
PP612C 
PP812C 


136" 
7" 


45° Bevel Chamfer 


ONE PIECE 
No. B G D 
H424C 55" yy" 1%" 
Solid Carbide 


Straight—Single Flute Bit. Complete with 
D404E Eccentric Adapter to vary width 
of cut. 
ONE PIECE 

No. A B c D 


eA204C 


Solid 
Carbide 


Core Box 
ONE PIECE 


No. 
c408sc 


Bead—Complete with FS412P Pilot. Can 
be converted to Corner Round Bit using 
ES412P Pilot. 

ONE PIECE 


FS408C 
FS412C 
FS416C 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


Straight 
ONE PIECE b- af 
No. | 


A406C* 
A408C 
A408CD 
A410C 
A412LC 
A812C 
A416C 
A816C 
A816LC 
A418C 
A420C 
A824C | 


*Single Flute 


—dq >— 
Stagger Tooth—For through cutting op- 
erations such as sink cutouts and door 
lights. 
ONE PIECE 


$C812C 
SC816C 


V-Groove ee ys 

ONE PIECE ace 
No. A B Cc D 
vasocy | %" | 5%” | wy [ aM 


Slotting Cutter—Used to install spines 
and “T” moldings. 
he" HOLE 


No. 


SL504CJ 
SL505CJ 
SL506CJ 
SL516CJ 


Door Lip Cutter Kit 
5g’ HOLE 


Corner Round Cutter (39145) 
and Rabbeting Cutter (39150) 


Self-Piloting Solid Carbide Flush and 
Bevel Trimming Bits—Newest method of 
trimming laminates! Use in the same 
manner as edge routing bits. 
*ECONOMICAL-—Less expensive than 
ball bearing trimming bit assemblies. 

*CONVENIENT—No guide adjustment 
assembly required. 

* VERSATILE-No guide limitations for 
backsplash and tight trimming appli- 
cations. 

*COMPLETE-—No other attachments 
needed ... only the bits are required 
for laminate trimming. 


Shank | Shank 


Solid-Carbide 
Combination Flush/Bevel Trimming Bit— 
with 14” diameter shank. 


Cutting Edge 
Length 


No. Bevel 


VTC408C | %” (%6” flush; Ys" bevel) 


Carbide-Tipped Combination Flush/Bev- 
el Trimming Bits—With 14,” diameter 
shank for use with No. 5023 Trimming 
Kit or No. 310 Laminate Trimmer 


B (Bevel) 


No. | A (Flush Cut Diam.) 


Carbide-Tipped Bevel Trimmer Bits— 
With 144” diameter shank for use with 
No. 5023 Trimming Kit or No. 310 Lami- 
nate Trimmer. 

No. 25481—10° Bevel Cut 

No. 25475—25° Bevel Cut 


Carbide-Tipped Ball Bearing Flush Trim- 
ming Bits—Use with No. 25742 Bearing 
Guide. 


Shank 


Cutting | Cutting Edge 
Dia. 


No. Dia. Length 


25741 
25957 


Carbide-Tipped Trimming Cutters—With 
546” diameter hole. 


Used With 


No. 25646 Arbor 
C4" shank) or 
No. 25643 Arbor 

¥)" shank) and 
04-X Bearing Guide 


Flush Cut 
10° Bevel 


25625 | 25° Bevel 


Carbide-Tipped 25° Bevel Trimmer Kits 


Includes 


25653 | 25° Bevel Cutter, No. 25646 Arbor 
ein ii. and No. 504-X Bearing 
uide. 
25656 | 25° Bevel Cutter, No. 25643 Arbor 
ee and No. 504-X Bearing 
uide. 


Carbide-Tipped 15° Backsplash Trimmer 
—With 5,6” diameter hole. 


Used With 


25953 | No. 25646 Arbor (14" shank) or No. 
25643 Arbor (14" shank) and No. 
504-X Bearing Guide. Wood cleats 
are mounted to router subbase to 
control depth of cut. 


5 (M)), if you desire router bit on hang-up display card. 


@ Dealer Note: Add (M) to catalog number (eg., A-408J @ 
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ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


SPINDLES, ARBORS, ADAPTERS, BUSHINGS, 
GUIDES, COLLARS AND PILOTS FOR USE WITH 
ROUTER BITS, CUTTERS AND TRIMMERS 


Spindles—For use with shaper cutters. Includes 4 collars and nut unless 
otherwise noted. 


im 
a me Rhos ae 


TYPE P 


For Router(s) 
No. Type i Models(s) 


PR82Y T 5f6”-24 thd. | TAs”- 20 thd. 2%” 100, 150, 155 
1BS4Y e 5/_”-24 thd. 6” 1h” 4537, 4514, 4350 
2SL1Y ze 5/e”-24 thd. y” Bod 100, 150, 155 

| 537, 5514 ,5350 
SRB21Y 5/6”-24 thd. | yy” 2%2” 537, 350 
SRC29Y 5/6”-24 thd. yy” 2%2" 537, 514, 350 
SRB20Y ¥%"-24 thd. a 2%2” 537, 350 
SRC28Y ¥4”-24 thd. in” 2%2"” 537, 514, 350 
150-99 | ¥%”-24thd. | 7A5”-20 thd. 116” 100, 150, 155 
532-99 ¥”-24 thd. | y” 1156” 537, 350 


1Equipped with 3 collars and a nut. ® ?Equipped with 1 collar and a nut. 
30rder collars (BC604, BC606, BC608, BC612) and nut (BS1A) separately. 
4Adapter D810 required. ® ®Adapter D808 required. 


Shaper Collars Bearing Guides 


| Hole | Outside | No. | Used With 


Bo.) Pam) ae 25742 | Nos. 25741 and 25957 


AC504 Ac” 


Flush Trimmers 
AC506 he" 55216 . Nos. 25646 and 25643 
Ac508 She” Arbors 

AC512 5/6" 
SL2 546" 
BC604 34" 
BC606 3%" 


Bushings—Used to re- 

duce hole diameter of 

shaper cutters to 46” [» i Arbors—For use with screw-type 
diameter for mounting — router bits. 

to spindle. All with . 
38” outside diameter. , 5he"-24 thd. | 2%6" 
%"-28 thd. | 11%." 


%"-28 thd. | 11/65" 
%4"-28 thd. | 1156" 


with trimming cut- 


5jo"-24 thd. 
he": 24 thd. 


Adapters—Use to increase diameter 
of shank to fit various diameter 
router collets. 
No. c 
D402 ily Pilots—To control horizontal depth 
D403 1” of cut of router bits. For use with 


Laney h hus screw type bits except type AS 


D406A 1%" series numbers. 
D508 1" : 

D708 1%" 
D710 1%" Y,"-28 thd. 
D808 14%" : \Y,"-28 thd. 
D810 1144" Et 
D812 14%" = 
D814 Vp 14%," ¥,"-28 thd. 


DS405 |For G13 Grinding Wheel Only *Furnished with #8-32 thd. mounting screw 


6 
B 
BC608 %" 


Rockwell _ 


MANUFACTURING COMPANY 


ROUTER BIT 
ASSORTMENT, 


ROUTER BIT KITS 


No. 50025 Router Bit Kit. Includes 
L412] Rabbeting, E408] %4” Corner 
Round and A408] 4” Straight Router 
Bits. 


SHAPER TABLE ATTACHMENTS 


Used with detachable motors of routers 
for stationary tool convenience. Han- 
dles straight, angle or bevel shaping 
and jointing operations, especially on 
narrow hard-to-handle materials. Maxi- 
mum depth of cut: 4” for shaping, %42” 
for jointing. 

Includes 20" x 8%4” Table, 150-303Y 
Fence Assembly, Spindle (150 99: for 
150S; 532-99 for 532S), BS1A Retaining 
Nut, BC604 4%” Collar, BC606 4,” Col- 
lar, BC608 14” Collar, BC612 %&” Collar 
and Operating Manual. Net Wt. 35 lbs., 
Shpg: Wt. 50 lbs. 


No. 150S. For Router Motors 100M. 
150M, and 350M 


No. 532S. For Router Motor 537M 


ACCESSORIES 

No. 150-308Y Auxiliary Guard 

No. 150-307YCircle Guide Bracket 

No. 5056A Shaper Table. For use with 
all Rockwell Routers, except Model 
514D. Shapes narrow pieces of stock 
that are often difficult to handle with 
a router or other tool. Heavy cast iron 
construction, 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSORIES 


asa 


LAMINATE TRIMMING KIT 


Model 5023—For edge trimming of plas- 
tic laminates and wood veneers. Car- 
bide-tipped combination bit handles 
both flush and bevel trimming opera- 
tions. Micrometer adjustment control 
of non-marking nylon roller guide as- 
sures smooth, accurate cutting. 

Includes Roller, 50233Y Carrier Assem- 
bly, 50236 Sub-Base, 50238 Carbide 
Tipped Combination Bit and Operating 
Manual. Net Wt. % lb., Shpg. Wt. % Ib. 


BIT AND CUTTER 
SHARPENING ATTACHMENTS 


For fast, accurate sharpening of router 
bits and cutters. Adjustable for one, 
two or three cutting edge bits with 4” 
or 4%” shanks, also 34” hole cutters. 
Using accessory adapters; %.5", 746” 
and %” shank bits can also be sharp- 
ened. 

Includes Attachment, 7CG Arbor, 25CG 
Grinding Wheel, D808 14” Bit Adapter, 
239X Wrench, 1627X Wrench, Tripod 
Router Stand and Operating Manual. 
Net Wt. 1 lb., Shpg. Wt. 2 Ibs. 

No. 5011B. For Models 100, 150, 350 and 
155 

No. 5011-511 For Models 536 and 537 
No. 5011-514 For Model 514D 


ACCESSORIES 

No. 15CG Dressing Stone. 

No. 25CG Grinding Wheel. 14” shank. 
No. G13 Grinding Wheel. 54,” hole. 
No. BG21 Grinding Wheel. 34” hole. 
No. D810 Adapter. For 6” shank diam. 
bits. 

No. D814 Adapter. For 446” shank diam. 
bits. 

No. D812 Adapter. For 34” shank diam. 
bits. 


DOVETAIL TEMPLET 


An easy-to-use guide for cutting perfect 
dovetail joints. Handles stock up to 12” 
wide; 46” to 1” thick. Cuts 14” stand- 
ard dovetails and rabbet dovetails. 


Model 5008. Includes Templet, 50347 
Metal Finger Templet and Operating 
Manual, 


ACCESSORIES 

No. PR139Y Dovetail Accessory Kit. In- 
cludes DT416J 14” Dovetail Bit, B93 
Router Templet Guide and 140-17 Lock 
Nut. 

No. B93 Router Templet Guide. For %4” 
dovetails. 

No. B116 Router Templet Guide. For 14” 
dovetails. 

No. 140-17Lock Nut. For attaching tem- 
plet guides to router. 

No. 10DT Finger Templet. For 14” dove- 
tails. 

No. 11DT Finger Templet. For 14” dove- 
tails. 

No. 12DT Finger Templet. For 14” rab- 
bet dovetails only. 


STAIR TEMPLET 


Model UST—For large scale builders and 
contractors to save valuable time on 
production stair work. Simple to set 
and operate—only two major templet 
sections to adjust. Use with ST520 Bit. 
Includes Templet, B91 Router Templet 
Guide, B19 Wrench,140-17 Lock Nut and 
Operating Manual. Net Wt. 30 lbs., 
Shpg. Wt. 50 Ibs. 


ROUTER ACCESSORIES AND 
ATTACHMENTS FOR DOOR 
HANGING OPERATIONS 


;% 
ial 


Hinge Butt Templets—For fast, economi- 
cal hinge butt routing of doors and 
jambs. Eliminates time consuming 
measuring, layout, etc. Readily adjust- 
able for mounting either 2 or 3 various 
size hinges to doors and jambs of vary- 
ing heights. Recommended for use with 
HB93 Bit on Wood and SU type Bits on 
non-ferrous or aluminum doors and 
jambs. 


_Accommodates 
Model Jambs Includ 
No. and Hinges sa 


5037-2Y Left Templet Section, 
5037-3Y Center Templet 


66", 4’ | Section, 5037-4Y Right 
| 6/8” ; Templet Section. 5037-10Y 
3037 and _ End Gauge Assembly 5037-7 
e 3” (2) Adjusting Rods, 785X 
Wrench and Operating 
ead PN Rel |e aMantians tos) © aX 
6”, (3) HB48Y 4%” Jamb 


5” Gauges, (3) HB49Y 4” Jamb 


All 57, Gauges, (3) HB50Y 34” 

5518 sizes 4%", | Jamb Gauges, (3) HB54 
upto 4”, Jamb Gauge Screws, B103 
8 3%” Templet Guide, 1627X 


| 3nd | Wrench and Operating 
3° | Manual, 


Jamb Gauges for Model 5518 Templet 
to accommodate 5” and 3” hinges avail- 
able as accessories. 


ACCESSORIES 

No. HB47Y 5” Jamb Gauges. For Model 
5518 (3 required). 

No. HB51Y 3” Jamb Gauges. For Model 
5518 (3 required). 

No. GHT24 Carrying Case. For Model 
5518. 

No. 5037-29 Carrying Case. For Model 
5037. 

No. B103 Router Templet Guide. In- 
cluded with Model 5518. 

No. 140-17 Lock Nut. For attaching 
Guide to Router. 


No. UKC Corner Chisel. For squaring 


.hinge mortises. 


Model 5037K Hinge Butt Templet Kit 
—Includes 5037 Hinge Butt Templet, 
HB93 Mortising Bit, B103 Templet 
Guide, 140-17 Lock Nut, Operating In- 
structions and 5037-29 Carrying Case. 


@ Dealer Note: Add (M) to catalog number (25CG (M)), 
7 if you desire grinding wheel on hang-up display card. 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL ROUTER BITS, CUTTERS AND ACCESSO 


Model ULMY1 Lock Mortising Attach- 


ment—For use with detachable router 
motor 537M only. Permits builders and 
contractors to quickly cut true, accu- 
rate mortises for door box locks. At- 
tachment is fully adjustable for cutting 
mortises varying in size up to 7” long, 
13/s” wide and 5” deep (using AS544 Bit). 
Includes Attachment, BM75Y Height 
Rod, 38363 Spline Shaft, AS524 %4” 
Straight Bit, AS528 7%” Straight Bit, 
G13 Grinding Wheel and Operating 
Manual. Net Wt. 26 lbs., Shpg. Wt. 34 
lbs. 


Model 513 Lock Mortising Kit—Includes 
Model ULMY1 Lock Mortising Attach- 
ment complete plus 537M Router Motor. 


Model ULF Lock Face Templet—Used to 
quickly rout lock faces on door after 
the mortise for the box lock itself has 
been completed. Automatically self- 
centering and self-beveling. 

Includes Templet, B92 Templet Guide 
and Operating Manual. Net Wt. 2% lbs., 
Shpg. Wt. 3 Ibs. 


Door Hanging Kits—For handling the 
operations connected with door hang- 
ing—hinge butt mortising, planing, etc. 


RIES 


Includes Router, Plane Attachment, 
5037 Hinge Butt Templet, B103 Router 
Templet Guide, HB93 Mortising Bit, 
140-17 Lock Nut, PR47Y Edge Guide 
and 27282 Carrying Case. Net Wt. 36 
Ibs., Shpg. Wt. 38 lbs. 

No. 100DK. Includes Model 100 Router 
and 100P Plane Attachment. 

No. 150DK. Includes Model 150 Router 
and 150P Plane Attachment. 


Templet Guides—For use in pattern and 
templet routing operations as listed. 


Inside | Outside 
No. Purpose Diam. Diam. 


Stair Routing (1%” 
thick treads) 


B92 Lock Face Routing 3%" 
B93 Y%” Dovetailing and 

General Routing Ths” 
B94 General Routing e 
B95 General Routing yy” 
B96 General Routing H” 
B97 Hinge Butt Routing TRS 
B103 Hinge Butt Routing 13/16” 
B104 For use-with Stanley 

T-3 Templet i” 
B105 For Hinges with 54” 

Corner Radius 13544” 
B116 ¥,” Dovetailing As” 
45101 | Stair Routing (1/6” 

thick treads) 15/6” 


No. 140-17 Lock Nut. Used to attach all 
templet guides to router bases. 


* ROCKWELL 


A COMBINATION SURFACE, EDGE AND BEVEL 
PLANE ALL IN ONE! BY FAR THE MOST 
POWERFUL, FASTEST CUTTING PLANE EVER, 
WITH FULL 11/, HP STALL-FREE MOTOR... 
15000 RPM CUTTER SPEED! PLANES FULL 3” 
UP TO 14" DEEP, IN A SINGLE PASS! 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL VERSA-PLANE 
Designed with the User in Mind! 


ee 
= 
e 


(Left) Extra Powerful 10.0 Amp Motor—the most powerful on 
any plane—transmits plenty of power and speed to cutter 
thru an extra-wide, non-slip cog belt drive. 

(Right) Top-Side Calibrated Depth Scale with Finger-Tip Ad- 
justment Control—change depth instantly from 0 to %” any- 
time as needed—even while planing! 


No. 49566 

Exclusive, Spiral-Type, 
High Speed Steel Cutter— 
shearing action of spiral 


cutter gives clean, smooth 
planing results—even on 
tough end grains! 


(Left) Dual-Position, Extra-Large Chip Exhaust—for right or 
left side, non-clogging chip deflection. 

(Right) Balanced ‘‘Non-Tipping’’ Design—weight of tool is 
centered laterally over the work shoe, for better handling 
and control—especially on narrow edge planing jobs. 


D-Handle Control (with Trigger Switch On-Off Power Control) 
with full grip front-position handle for added control espe- 
cially on beveling operations. 

Cord-Directional Post-an extra convenience feature—posi- 
tions cord out-of-the-way to right or left side of machine: no 
nuisance cord interference when planing. 

All Ball Bearing Construction—for smoother, frictionless oper- 
ation; longer trouble-free service. 

Full 3x16” Heavy Gage, Metal Fence mounts to right or left 
side of tool for edge planing; is easily removed for surfacing 
operations. Offers a 60° beveling range from —15° to +45°. 
Extra-Large Shoe—a full 18” long; with approximately 54 in. 
of surface area, for maximum stability, especially on edge 
planing operations. 


@ 


Model 653 Versa-Plane .. . a combination surface, edge 
and bevel plane all in one! By far, the most powerful, 
fastest cutting plane ever, with full 1!/2 HP stall-free 


motor . . . 15,000 rpm cutter speed! Planes a full 3”; 
up to 4/3” deep, in a single pass! 
Designed with the user in mind . . . offering such 


convenience and performance features for better han- 
dling and control as top-side calibrated depth scale with 
finger-tip adjustment control... balanced “‘non-tipping”’ 
design ... D-handle control with full grip front-position 
handle... and more! 


Model 653K Plane Kit—Includes Model 653 Plane; 
5039 Cutter Sharpening Attachment; and 49568 
Carrying Case. 


Model 653CK Plane Kit—Includes Model 653 Plane 
with 49567 Carbide-Tipped, Spiral Type, Plane 
Cutter and 49568 Carrying Case. 


CATALOG LISTING AND SPECIFICATIONS 


MOdGIRINOS 502 cF Rito, te ts lche et narestyeth reat mite eran era arate 653 
Motor...... 10 Amp, Universal Type, 115 Volt, 25-60 Cycle, 
AC-DC. 
Cutter Speed............... 15,000 RPM or 30,000 Cuts/Min. 
Maxinitim! DepthiOnCut...ccsedtiuctenes cactal ves Laoee ae yy” 
Maximuny Width of Cate.3) Sac c.a5n sect ea aeons oe 3% 
Bevel Adjustment <.220 eds cos women ot waa tenes —15° to +45° 
Bearing6 2.4 cine tistia< cilia Sites maleeare ota eine ale candies Ball 
BOT BEF one prea ate. po ges Neca Sane ened otha et one av, Seas ais 18” 
Net Weight (ibs iin dcate ne hc ttt eee 15 
Shipping Welght:(ibs:)ic |. asta occ ee dache ele odeas gota 18 


STANDARD EQUIPMENT 


Basic Machine with Bevel Planing Fence; 49566 High-Speed 
Steel, Spiral-Type Plane Cutter; 239X Nut Wrench; 48779 
Shoe Adjustment Wrench Set; 3-Conductor Cord and Oper- 
ating Manual. 


ACCESSORY EQUIPMENT 


Plane Cutter Sharpening Attachment 
Model 5039—For perfect contour sharpening of spiral-type, 
high-speed steel plane cutters only. Simple to mount—unit 
fastens directly to plane... no extra grinding equipment to 
buy. Easy to use—built-in guides automatically assure ac- 
curately ground edges. 

Includes Attachment, 49557 Grinding Wheel, 49553 Arbor 
and Instructions. Net Wt. 4% Lbs., Shpg. Wt. 5 Lbs. 
No. 49566 High-Speed Steel Plane Cutter. Spiral type, 3” cut- 
ting width. 
No. 49567 Carbide-Tipped Plane Cutter. Especially recom- 
mended for production cutting operations. Spiral type, 3” 
cutting width. 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL 16” PORTA-PLANE AND PLANE ATTACHMENTS 


Model 126 
16” Porta Plane 


The fastest-working, lightest-weight 
production plane made. Heavy-duty 
7 amp motor offers plenty of power 
for efficient planing. Cutter Speed 
25,000 RPM makes it especially ideal 
for glue-bonded doors and panels. 
Depth of cut, up to a maximum of 
380” can be regulated anytime during 
operation. Maximum width of cut 
21342”. Narrow shoe throat prevents 
gouging. 

Model 126K Plane Kit — Includes 126 
Plane, 24-PL Carrying Case, 5014 Cut- 
ter Sharpener, 22-PL Grinding Wheel. 
Shpg. Wt. 29 lbs. 

Model 126CK Plane Kit — Includes 126 
Plane, 24-PL Carrying Case, 1740-X 
Wrench, 2182-X Wrench, 27846 Spiral 
Carbide Cutter. 


CATALOG LISTING 
AND SPECIFICATIONS 


Model NO sols os Yiiacacb ancl as 126 
MOLGMAMINS =. siete c 3c eas Oh hte 7 
Co L5 UG aera ae ee eet arene Spiral 
Speed RPM ogc css sere. sce eters 25,000 
[OT Oe oe ae All-Ball 
Maximum Depth of Cut ........... 340” 
Maximum Width of Cut ......... 21345" 
Reristhiees 62 core naseetnaire nels 16” 
Net Weight (Lbs.) ................. 914 
Shipping Weight (Lbs.) ............. 14 


Motor—Universal type, 115 Volt, 25-60 
Cycle, AC-DC. 


STANDARD EQUIPMENT 


Model 126—Basic Machine, 3-Conductor 
Cord, 17-PL Spiral-type Cutter, 1740-X 
Shaft Wrench, 2182-X Nut Wrench and 
Operating Manual. 


2) 


Model 100P 
16” Plane Attachment 


Model 150P 
16” Plane Attachment 


The Model 150P Plane Attachment 
is for use with the Model 150-M 
Router Motor. The Model 100P Plane 
Attachment is for use with the Model 
100-M Router Motor. Both attach- 
ments plane stock up to 244” wide, 
382” deep and offer 60° beveling 
range. Quality features include an 
extra-long stainless steel shoe, pat- 
ented chip disposal, finger tip depth 
adjustment control and more. The 
Model 150P has a trigger switch, the 
100P does not. 

To Order 150-M Motor, Specify: 
Model 150-M Router Motor. Includes 
1’ 3-Conductor Cord, 1/4” Collet and 
Wrenches. 

To Order 100-M Motor, Specify: 

Model 100-M Router Motor, Includes 
10’ 3-Conductor Cord, 1/4” Collet and 
Wrenches. 


CATALOG LISTING 
AND SPECIFICATIONS 


ACCESSORY EQUIPMENT 


PLANE CUTTER 
SHARPENING ATTACHMENTS 


For perfect contour sharpening of 
spiral-type high-speed steel plane cut- 
ters only. Simple to mount—units fasten 
directly to planes ... no extra grinding 
equipment to buy. Easy to use—built-in 
guides automatically assure accurately 
ground edges. 


Attachment Standard Equipment Used 
No. Includes With 
Attachment, Grinding Model 100P 
Wheel (22-PL), Arbor and 150P 
5034 (25650) and instructions. Plane 
Net Weight 4% Ibs. Attachments 
Shipping Weight 5 Ibs. 
Attachment, Grinding 
Wheel (22-PL), Spacers Model 126 
5014 (21-PL) and instructions. | Porta-Plane 
Net Weight 444 Ibs. 
Shipping Weight 5 Ibs. 
GRINDING WHEEL 
Type of Mounting Used With 


Models 126, 100P and 
150P Plane Cutters 


22-PL ¥”-20 thd. hole 


PLANE CUTTERS 


Spiral type (SP) cutters for use with 
the Model 126 Power Plane and Router- 
Plane Attachments. 


For Use With 
Plane No. 


100P, 150P 
126 


Cutting 
Width 


Za wy" 
21%32" 


No. 


17PL 


Model No. 150P 100P 
Motor Amps* UR) 6.5 
Cutter Spiral Spiral 
Speed RPM* 22,000 20,000 
Maximum Width of Cut 2%" 2%” 
Maximum Depth of Cut 32” 2” 
Bevel Adjustment —15° to +45°| —15° to +45° 
Length 16” 16” 

Net Weight (Lbs.) | 4% AY 
Shipping Weight (Lbs.) 7 7 


*Ratings for motors. 


STANDARD EQUIPMENT 


Both Models—Attachments, 23444 Spiral 
Cutter; 23528 Wrench, 3-Conductor 
Cord (Model 150P only) and Operat- 
ing Manual. 


CARBIDE-TIPPED PLANE CUTTERS 
Straight (S) and spiral type (SP) es- 
pecially recommended for production 
cutting operations. 


For Use With 
Plane No. 


150P, 100P 


Cutting 
Width 


21340" 


No. 


27846 
39109 | SP 


100P, 150P 


ROCKWELL 


Power planes surfaces and edges—flat, contoured, beveled or mitered 
—up to 1'%«' wide in a single pass...cuts V grooves...trims rabbet cuts...and more! 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL POWER BLOCK PLANE 


FEATURES THAT MAKE THE 
POWER BLOCK PLANE 
AN OUTSTANDING VALUE 


TRIMS RABBET CUTS PLANES BROAD SURFACES 


Flexibility Unlimited— 
The 167A power 
planes surfaces and 
edges — flat, con- 
toured, beveled or 
mitered ... cuts V- 
grooves... trims rab- 
bet cuts...and more! 


CUTS V-GROOVES 


= New Extra-Wide Cog Belt—drive assures positive non-slip 
transmission of power to cutter. 


= New Increased Depth Adjustment Range—permits more 
cutter sharpenings for longer life. 


= Big Capacity Cutter—permits you to plane any edge up to 
11% 6” wide in a single pass .. . steel fence is easily re- 
moved for wide surfacing jobs. 


= Straight Side Design—(cutter flush with side o! plane) lets 
you plane rabbeted or step cuts, flush to 90° surface. 


= Powerful—2.5 amp. 21,000 RPM motor. 


= Positive Lock Depth Adjustment Control—assures constant, 
uniform depth of cut. 


CATALOG LISTING AND SPECIFICATIONS 


BACON INGE es et pecn arate s crajeceis adore, aro ove ene hyn wes ts revaics Stet ra rojo tees 167A 
PAOLGN AIIDS arscoiascecrites ators vs Sicmape tanta laiaeye aycusta suavakehl arene 2:5 
MCHC crags 8 cyareyee miaje ls tisha) ays Gaye tia ech arntas x eee alate Spiral 
EOC AMRE IN ic. fave cakaslahe dieiaperenortiaasece wicca reeain aiin. a iavexs-eeROAE 21,000 
MSC LG ering osteete gate Svein atm eve ayes ack 3 Ball; 1 Anti-Friction 
Maxabenth Of Cutis: o:.tcire nn sie ita caren dsGdo's ny aide shat Yq" 
Mase: WidthiiOf Gutyac.. $5.00 seston is & aie tenn «hd scat ate 11%46” 
RRSEMRSURN essai Sasso) ot sete sa aus co, sus tabershei8ub, ovayauat weavandtole orate 74%," 
INOLAVRUC LS pS Sort cfr n, corpses Mere cb RiaiS ecnadhe waiemanes 3% 
SHREDS os cree eck itte mars ntnnn deena meted 5% 


Motor—Universal type, 115 Volt, 25-60 Cycle, AC-DC. 


'N3) T Dealer Note: Add (M) to catalog number (eg., 41224 
(M)), if you desire cutter on hang-up display card. 


Model 167A 
Power Block Plane 


Designed to take the drudgery out of jobs requiring 
laborious planing operations. Use it to rough plane flat 
surfaces prior to finish sanding. Use it to plane any edge 
from 2-inch dressed stock to cupboard doors. Light in 
weight and perfectly balanced, it fits in the palm of your 
hand to give you solid control and complete flexibility. 
High speed cutter does a clean smooth job on wood, 
plastic, composition, aluminum—even on tough end 
grains. 


Model 167AK 
Power Block Plane Kit 


Includes Model 167A Plane, 


46460 Sharpening Attach- 
ment, 39190 Carrying Case. 
Net Wt. 12 lbs. Shpg. Wt. 
14 Ibs. 


STANDARD EQUIPMENT 


Model 167A—Basic Machine, 3-Conductor Cord, 39496 
Adapter Plate for wood fence, 41224 Spiral-type Cutter, 
240-X Wrench and Operating Manual. 


ACCESSORY EQUIPMENT 


Model 46460 Plane Cutter Sharpening Attachment—For perfect 
contour sharpening of spiral-type high-speed steel plane cut- 
ters only. Simple to mount—unit fastens directly to plane... 
no extra grinding equipment to buy. Easy to use—built-in 
guides automatically assure accurately ground edges. 
Includes Attachment, BPG-13 Grinding Wheel and Instruc- 
tion Manual. Net Weight !/2 lb., Shipping Weight 3/4 Ib. 


No. BPG-13 Grinding Wheel—With '/:” diam. mounting hole. 
TNo. 41224 Spiral Type Plane Cutter—Has cutting width of 
11% 6”. 

No. 39217 Spiral Type Carbide-Tipped Plane Cutter—Especial- 


ly recommended for production cutting operations. Has cut- 
ting width of 11% 6%”. 


No. 46902 Bevel Plan- 


ing Fence — Permits 
accurate bevel plan- 
ing operations from 
0° to 45°. 


ROCKWELL 


A model with 

the right combination 
of power and capacity 
for every grinding joh— 


Sharpening cutting tools 
General stock removal 
Snagging 

Shaping special parts 
Cleaning rust and scale 
Buffing... and more! 


ROCKWELL PORTABLE POWER TOOLS FOR INDUSTRY AND CONSTRUCTION 


ROCKWELL HEAVY DUTY BENCH GRINDERS 


ROCKWELL 
QUALITY FEATURES 
ASSURE SMOOTH 
GRINDER PERFORMANCE 


Modern Thin-Line Motor Design—pro- 
vides ample clearance for grinding long 
stock, even after wheel wear. 


Small End Bells—Tapered end bells give 
you the extra clearance you need, be- 
tween the motor and grinding wheels, 
for grinding odd-shaped work pieces 
easily and quickly. 


Fully Adjustable Tool Rests—adjust both 
horizontally and vertically ... tilt for 
exact angle desired. Designed with 
wrap-around ledges you can grind on 
the sides as well as the face of wheel. 


Excellent Safety Features—All Rockwell 
grinders comply with U.L. & C.S.A. 
Safety codes and are unmatched for 
safety in design. Heavy cast iron wheel 
guards, adjustable spark deflectors, re- 
movable end plates and accessory flex- 
ible eyeshields provide maximum safe- 
ty for the operator. 

Totally Enclosed Construction—All grind- 
ers feature totally enclosed motors 
with shielded, lubricated-for-life ball 
bearings to keep out harmful abrasive 
dust; and assure dependable, trouble- 
free performance. 


® 


Model 566 6”—14, HP 


Shown with Accessory Eyeshields 


Model 547 7”—14 HP 
Model 549 8”—34 HP 


Model 558 10”—1 HP 


ee 


Shown with Accessory Safety Shields 


CATALOG LISTING 
AND SPECIFICATIONS 


8”—34, HP Grinders 


Wt. (Lbs.) 


Net Shpg. 


¥% HP, 115/ 
230V, 60 Cy., 
Sgl. Ph. 
549-3 | % HP, 208- 
220/440V, 
50/60 Cy., 


92 100 


¥%” Hole 


10”—1 HP Grinders 


Wt. (Lbs.) 


10” Dia. x 
1” with 
¥," Hole 


STANDARD EQUIPMENT 


All Models —Basic Machine, Two Grind- 
ing Wheels, Wheel Guards, Spark De- 
flectors, Tool Rests and Operating Man- 
ual. Models 558 and 558-3 also include 
Water Pot. All models except 558-3 
include On-Off Switch, Cord and Plug. 
Model 558-3 has 16” motor leads for 
power connection only; switch must 
be ordered separately. 


ROCKWELL QUALITY 
ACCESSORIES FOR 
ADDED SAFETY 
AND VERSATILITY 


No. 25587 Eye Shields. One pair. For 
7” and 8” Grinders only. 

No. 25588 Illuminated Eye Shield. (Two 
required) Complete with cord lead 
wires for 115 volt operation. For 7” 
and 8” Grinders only. 

No. 49735 Eye Shields. One pair. For 6” 
Grinder only. 

No. 46285 Twin-Lite® Safety Shield. 
(Two required) With mounting block 
and box connector, less bulbs. For 10” 
Grinder only. 


Grinding Wheels 


6"—Y,, HP Grinder For Model 
; 6” Diam. Fine 
poEoas Wiis SEUSS? 38399 566 %" Face Medium 
Model Motor Speed Shea) 38400 %” Hole Coarse 
No. (RPM) Size |Net Shpg. 
25393 6” Diam. Fine 
566 |%4 HP, 115V, | 3450 |6”Dia.x | 36 45 25394 566 4" Face Medium 
60 Cy., Sgl. Ph. %” with 25395 Yo" Hole Coarse 
%" Hole 4 : ers 
: 25396 7” Diam. Fine 
7"— HP Grinders 25397 547 1” Face Medium 
v2 25398 %” Hole Coarse 
No Load Wt. (Lbs.) 25399 8” Diam. Fine 
Model Motor Speed | Wheel [~~~ 25400 549 1” Face Medium 
No. (RPM) Size Net Shpg. 25401 ¥%,” Hole | Coarse 
547 |% HP, 115V, | 3450 |7” Dia.x | 60 69 25402 10” Diam. Fine 
60 Cy., Sgl. Ph. 1” with 25403 558 1” Face Medium 
5%” Hole 25404 ¥%," Hole | Coarse 
547-2 |% HP, 230V, | 3450 |7” Dia.x | 60 69 Buffing Wheels Wire Brush Wheels 
60 Cy., Sgl. Ph. 1” with 
54” Hole 
547-3 |% HP, 208- 3450 |7” Dia. x | 60 69 
220/440V, 1” with 
50/60 Cy., %” Hole 
3 Ph. 
2 


L ROCKWELL 


Do Face Nailing 
Operations of 
Roof Sheathing, 

Side- Wall Sheathing 
and Sub-Flooring 

with Equal Time Saving 
Efficiency! 


ROCKWELL PORTABLE POWER TOOLS FOR BUILDERS 


ROCKWELL PORTA-NAILER 


PORTA-NAILER SUPERIOR FEATURES 


One Nailer for Four Nailing Jobs—that’s what makes the 
400A unique among portable nailers! It reduces nailing 
time up to 65% on 7%2” and *}52” hardwood T & G 
flooring, and with a quick change of the face plate, per- 
forms with equal time-saving efficiency on face nailing 
of roof sheathing, side-wall sheathing and sub-flooring. 


at lower cost. 


@ "Easy to use; 
{ makes even an in- 
experienced man a 
floor-nailing expert. 


™ Holds approxi- 
mately 150 nails; 
takes but seconds 
to load. 


™ Nails and sets 
with one blow (or 
multi-blows if de- 
sired). 


= Applicator can 
properly tension the 
flooring for better 
holding, less sand- 
ing. 


= prevents split- 
ting, squeaking, 
buckling, nail-pop- 
ping. 


SIDE-WALL SHEATHING 


essmeerioe 


™ Hardened nails 
can be hand ham- 
mer-driven for end 
courses without 
splitting. 


= Non-marring 
plate prevents 
scratching _ pre-fin- 
ished floors. 


® Lighter blow re- 
quired; less opera- 
tor fatigue, greater 
control. 


™ Magnesium cast- 
ingforlighter 
weight with greater 
strength. 


SUB-FLOORING 


Model 400A 
For Nailing 
25/32” and 33/32” 
Hardwood 

T&G Flooring 


Approved New York State 
B.S.A. Approval 4742 


The Rockwell Porter-Cable Model 400A Porta-Nailer is 
ideal for builder’s use. You don’t have to be experienced 
to use it; the Porta-Nailer nails and sets at the same time, 
draws nails tighter, prevents splitting, squeaking, buck- 
ling, nail popping. Its magnesium casting guarantees 
greater strength without weight, and the light blow it ie 
requires assures greater operator control with less fa- 

tigue. The Porta-Nailer is versatile, too—change the face 

plate and the Porta-Nailer is perfect for roof sheathing, 

side-wall sheath.ng and sub-flooring. 


STANDARD EQUIPMENT 


Model 400A—Basic Machine, 40061 Extension Handle, 40008 
Hammer, Package of Spare Moving Parts, one each 239X, 
240X and 1740X Wrench. 


ACCESSORY EQUIPMENT 


. 40008 Hammer. 

. 40030 Rubber Cap for Nailer. 

. 40061 Extension Handle. 

. 40063 Rubber Cap for Hammer. 
. 40064 Hammer Handle only. 


No. 40076 Carrying Case—Heavy gauge steel. Holds 
Porta-Nailer and Accessory equipment. 


No. 40158 Face Nailing Kit. For converting Porta- 
Nailer to Face Nailer. Includes 40066 Adapter and 
40075 Shear Plate. 


No. 40189 Brace Protector Kit includes 10390 Brace 
Protector and Fastening Hardware. 


PORTA-NAILS PCE eesress W 


No. 40077 Master Pack—5 pkgs. of 5,000 2” Nails 
(25,000 Nails) 


No. 40078 Master Pack—30 pkgs. of 1,000 2” Nails 
(30,000 Nails) 


AS SEEN 
ON TV 


ROCKWELL 


Safety barriers are placed between a 
possible electrical leak and your 
hand: A non-metallic integral hous- 
ing provides 1) non-conductive case: 
2) structural frame and 3) structural 
gear housing; 4) non-conductive 
armature shaft sleeve; 5) non-con- 
ductive phenolic brush holders; 6) 
hard nylon fan; 7) remote control 
safety switch with non-conductive 
thermo-plastic shield. 


Portable 


POWE R 


Sold through franchised industrial dealers, build- 
ing materials dealers, leading hardware and de- 
partment stores everywhere. Look to the dealer 
nearest you for all your Rockwell Power Tool needs. 


* TOOLS 


For Home and 
Professional Use 


Now, a complete line 

of portable power tools 
with a unique combination 
of safety and 

endurance features 

never before available 

in a power tool line 
regardless of price! 


Con 
structed of a non-conduc- 
tive miracle material, all 
tools are double insulated 
to protect the user against 
electrical shock from prod 
uct malfunction. Furnished 
with two-prong plug—no 
grounding type three-wire 
plug or adapter needed 


Tools are 
housed in a new material 
with a unique combination 
of hardness, toughness 
and rigidity. Resists acids, 
alkalis and oils! Free re- 
placement if the housing 
ever breaks, cracks or 
Splits. 


All tools 
feature high temperature 
insulated motors that are 
protected against overload 
burnout 


Built with the features most often looked 
for...in any drill! Perfectly contoured 
pistol grip design for better control; 
greater drilling leverage. Exceptionally 
strong, yet lightweight Lexan® housing 
permits non-tiring use over long periods 
of time—guaranteed against breaking, 
too. High quality 3-jaw chuck eliminates 
bit runout. Other features include oil 
impregnated bronze bearings, high 
torque, double reduction gear drive, 
built-in cord strain relief protector... 
all in combination with proven Green 
Line Shockproof, Breakproof, Failure- 
proof advantages. 


Model 75 ROCKWELL 7%” SAW. Offers big 
capacity, plenty of power, plus everything else 
you’d want in a saw. Equipped with a powerful 
10 amp, 4500 rpm motor, this saw will cut stock 
a full 334” at 90°; 11%.” at 45°. Other features 
include kick-proof clutch for operator protection, 
telescoping ‘‘no-drag” guard with miter lip to 
prevent jamming at start of cut, ball bearing 
equipped for longer life and a precision angle 
adjustment scale. These features in combina 
tion with Green Line safety and endurance make 
this the best homecraft saw on the market today! 


Model 75K ROCK- 
WELL 7%” SAW KIT. 
Includes Model 75 
saw, rip guide anda 
sturdy metal carry- 
ing case. 


Model 60 ROCKWELL BAYONET SAW. Un- 
equalled in saw flexibility! Handles a wide 
variety of jobs from intricate inside curve cutting 
to big capacity straight line sawing. Features full 
2.3 amp motor, 3300 SFM blade speed, with 
21%” cutting capacity in wood. 


Model 61 ROCKWELL 2-SPEED BAYONET SAW. 
Lets you match the speed—2500 or 3300 
spm—to the material you’re cutting! Cuts metal, 
plastic and other problem materials as easily as 
wood! Features a full 2.3 amp motor, finger-tip 
speed selector switch, 45° tilting base, exclusive 
chip deflector and more 


Model 61K ROCK- 
WELL 2-SPEED BAY 
ONET SAW KIT. In- 
cludes Model 61 Bay 
onet Saw, Rip and 
Circle Cutting Guide, 
3 Saw Blades and 
Carrying Case. 


Model 90 ROCKWELL 3” x 21” DUSTLESS BELT 
SANDER. Combines all of the outstanding feq@i ° 
tures of the model 91 with the addition of a } 
efficient, internal dust vacuum system that fea- 
tures a big capacity collector bag. 


Model 91 ROCKWELL 3” x 21” BELT SANDER. 
For a wide variety. of sanding jobs—rapid, heavy 
stock removal, paint removing, fine straight-line 
finishing, flush sanding to vertical surfaces and 
more. Full’6 amp motor; positive, belt/spur gear 
drive, 900 sfpm belt speed, ball and lubricant- 
impregnated bearings, trigger switch with lock 
button, unique belt tensioning device that also 
permits fast, effortless belt-changing—all in 
addition to the Green Line Shockproof, Break- 
proof and Failureproof features. 


Model 70 ROCKWELL %4”—2000 RPM DRILL. 
Ideal for drilling, sanding, polishing, grinding 
and dozens of other jobs. Features include full 
2.3 amp motor, all-purpose 2000 rpm speed, 
trigger switch, reduction gear drive. 


odel 72 ROCKWELL 44” VARIABLE SPEED 

EVERSING DRILL. Features a full 2.3 amp 
motor plus an infinite choice of speeds—forward 
or reverse—from 0 to 2000 rpm. Drills any mate- 
rial from wood to glass . . . drives or removes 
screws and nuts. 


Model 73 ROCKWELL %”—1000 RPM DRILL. 
Offers the extra capacity and power of a %” 
chuck and full 2.7 amp motor. You get oil impreg- 
nated sintered bearing construction, high torque, 
double reduction gear drive, built-in cord strain- 
relief protector. 

Model 74 ROCKWELL %” VARIABLE SPEED 
DRILL. Powerful 2.7 amp motor, 0 to 1000 rpm 
variable speed range with unique electronic trig- 
ger control, oil impregnated sintered bearings, 
high torque, double reduction gear drive, high 
quality 3%” capacity key chuck and side handle. 


Model 79 ROCKWELL %” VARIABLE SPEED 
REVERSING DRILL. Industrially-rated 2.7 amp 
motor with a variable speed range, forward or 
reverse, from O to 1000 rpm. Offers the extra 
power, torque and capacity needed for more 
demanding drilling and driving applications. 


Note: 
Variable Speed Models Should Be Run On AC Only. 


ct for all those sanding jobs that would take 

ours to do by hand. Great for finishing wood of 
all types, smoothing plaster, paint removing 
chores and: more: Powerful 2.3 amp motor and 
a 3% x 9” (4% sheet) sanding pad with a 4500 
OPM pad speed, assures fast, efficient stock 
removal; velvet-like finishing. Interference-free 
side construction even permits sanding in cor- 
ners flush to vertical surfaces 


@:: 65 ROCKWELL FINISHING SANDER. Per 


No. 2065 DUSTLESS SANDER KIT. Converts the 
Model 65 Sander to a dustless unit. Picks up 
nuisance wood dust—keeps workshop clean: 
prevents abrasive grit clogging—increases sand 
ing efficiency. For use with any canister type 
vacuum cleaner, Includes skirt and 114” inside 
diameter 5’ flexible hose 


Model 64 ROCKWELL 4% HP ROUTER. Ideal for 
jobs ranging from basic decorative edging to 
cutting often-used wood joints, the Model 64 
has extra-large, dual knobs for non-tiring oper- 
ation. Especially idea! for intricate routing appli 
cations. Rugged 4% HP, 28,000 rpm motor: 4” 
collet capacity, ball bearing construction, easy- 
to-use depth control plus Green Line safety, 
endurance, Double insulated, too 


MODEL 79K 
34" VARIABLE SPEED 
REVERSING 

DRILL KIT 

Includes the 

Model 79 Variable 
Speed Reversing 

Drill plus Phillips 
driver bit, chuck key, 
side handle, bit and 
finder for slotted 
screws, masonry 

bit, 3 boring bits, 

3 twist bits, paint 
mixer and carrying 
case. 


Model 64S Router Set. Includes Model 64 44 H_P. 
Router, edge guide, three popular router bits 
and a fully illustrated Router Instruction Book— 
all in a self-selling, full color package with 
carrying handle 


For Complete Information on 
Router Bits, Shaper Cutters 
Accessories and Attachments, 
Refer to Accessory Section M4. 


ROCKWELL 
GREEN LINE 
LAWN and 
GARDEN TOOLS 


GRASS AND SHRUB SHEAR 


HEDGE TRIMMERS 


ELECTRIC CHAIN SAWS 


HEDGSHEAR 


Model 40 ROCKWELL EDGER TRIMMER. 3 tools in 1: edger, trim- 
mer and trencher! For grass trimming on steep slopes where mower 
is hard to manage... along walks, drives... flush to walls, converts 
o 90° edger or 45° trencher for furrowing jobs around flower beds, 
shrubs and trees. 2.7 amp motor, 7000 rpm, 7” diameter blade, 
isafety guard, reduction gear drive and more. 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL GENERAL ACCESSORIES & LUBRICANTS 
LUBRICANTS FOR ROCKWELL PORTABLE POWER TOOLS 


Recommended 
Lubricant No. 
for Gear Chamber 


Lubricant No. 
for Other 
Mechanisms 


Tool(s) Model No.(s) 


Use No. 149XY Lubricant in 
Blade Mechanism Housing 


*531, *535 


Use a good grade of SAE-30 
nondetergent Motor Oil on 
Wiper and Reservoir Felts in 
Blade Mechanism Housing. 


ALL-PURPOSE SAWS 531A 35YX 


677, 677-2 


ANGLE GRINDERS ALL MODELS 53454 


*300, *152, *152A 


Use No. 149YX Lubricant in 


35YX Blade Mechanism Housing. 


BAYONET SAWS 548 


348 


*136, 153, *165, 
360, 361, 564 


440 52557 


BELT SANDERS 


Bese es a | Use No, 154YX Lubricant in 


Chain Case. 


*A-2 33YX 


Use No. 26662 Lubricant in 
Breaker for operation above 
Patils 32°F. and No. 42415 for 
operation below 32°F. 


BREAKER 


CHIPPER/CLEANER 


*A-4 


CIRCULAR SAWS *533, 567, 568 


All Other Models 


*D-6, 304 
DISC SANDERS 


DRILLS 


FASTENER DRILL 


All Other Models 


All Models 154YX 


353 154YX 


154¥X 
Use in Transmission 
of Model 509 only. 


FINISHING SANDERS *145, *509 


Use No. 26662 Lubricant in 
sg Ne) eT Hammers for operation 
750, 800 above 32°F. and No. 42415 
for operation below 32°F. 


HAMMERS 


Grease packed at factory. 
Return to Rockwell Service 
Center for repacking when 
brushes need replacing or 
after 250 operational 
hours of use. 


605 (606), 607 
608 


Coat moving parts of Im- 
aa Fw pact Mechanism lightly with 
. same lubricant. 


Fremmoraeneer| mm | aw | id 
Feces [mee we 
Crna | ome | me) 
Ss | 
Crmmamo we [ames | am 


GENERAL: For all machines having oil holes, after each 25 hours of opera- 
tion, add 3 or 4 drops of a good grade bearing oil or best grade non-detergent 
SAE-20 motor oil. Use No. 154YX as a common bearing lubricant on all 
Rockwell Portable Power Tools. (*) Signifies obsolete units. 


HAMMER/DRILLS 


Coat moving parts of Clutch 
Assembly lightly with same 
lubricant. 


No. 57690 Lubricant. 12— 
No. 35YX 6% oz. tubes. 
No. 57691 Lubricant. 12— 
No. 149YX 6% oz. tubes. 
No. 57692 Lubricant. 12— 
No. 52557 614 oz. tubes. y 
No. 57736 Lubricant Assortment. 4—No. 
149YX; 4—No. 35YX; 2—No. 154YX and 2— 
No. 52557. 

No. 2211X Adapter. Adapts 3-prong ground- 
ing plugs for use in standard 2-prong outlets. 
No. 5019 Extension Cord. 50’, 14-gauge, 3- 
conductor type with grounding type 115 volt 
plug. 

No. 25747 Extension Cord. 100’, 16-gauge, 
3-conductor type with grounding type 115 
volt plug. 


RECOMMENDED EXTENSION CORD SIZES 
FOR USE WITH ROCKWELL PORTABLE 


POWER TOOLS 
Name- | CORD LENGTH IN FEET 
plate 

Amperes 150 |175 | 200 | 225 
1 
2 16 | 16 16 

[ 3 16 | 16 [qa | a4 | 
4 16 | 16 12 
5 16 | 16 | | 12 

[ 6 16 | 16 10 
a 16 | 16 | 10 
8 |i4|i lia] is }ia [10 10 | 10 | 10 
9 [s 14 [14 | 12 [12 | 10 pals 8 
10 i4{14{i4|12/12}10}10}10| 8] 8] 
| 12/12 }12] 121} 10 | 10 rE [e[s| a 
12 12 | 12 [12 | 12 |10]10 | 8 He 8 | 8 
13 [2 12 |12/ 12/10 ]10| 8 8 | 3| 
14 10} 10 |i0] 10 10 }10]} @ | et ele 
15 10/10 /10/10 |10| 8] 8] e8]els 
16 10[10 {10/10/10} 8} @| el] eles 
17 10/10 [10/10 {i0| 8] 8| 8s 
18 8 s/3sa|{/s|slel|s | 
19 8]8]s8|e8|s8|e|ele 

[ 20 8] 8]/s|s|s8]es|el|es oa 


Name- 
plate 
Amperes 475 500 | 


OC) ol N|) Om) oe! wl nr 


For rubber Types S, SO, SR, SJ, SJO, SV1, SP & 
Thermoplastic Types ST, SRT, SJT, SVP, SPT. 
Wire sizes are for 3-CDR Cords, one CDR of 
which is used to provide a continuous ground- 
ing circuit from tool housing to receptacle. 
Wire sizes shown are A.W.G. (American Wire 
Gauge). Based on 115V power supply; Ambient 
Temperature of 30°C, 86°F. 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL FACTORY SERVICE CENTERS 


CONVENIENTLY LOCATED AUTHORIZED SERVICE STATIONS AND FACTORY SERVICE 
CENTERS in the United States and Canada assure prompt, efficient servicing and repair of 
Rockwell products using genuine Rockwell replacement parts and factory-approved methods. 


Rockwell 


MANUFACTURING company 


FACTORY SERVICE CENTERS 


CALIFORNIA 

Buena Park 90620 
6363 Knott Avenue 
Phone: (714) 523-4000 


Los Angeles 90007 
2400 South Grand Avenue 
Phone: (213) 749-0386 


Oakland 94601 
445 Lesser Street 
Phone: (415) 535-2424 


Santa Clara 95050 
2305 De La Cruz Boulevard 
Phone (408) 241-9790 


COLORADO 
Denver 80207 
4900 East 39th Avenue 
Phone: (303) 388-5803 


FLORIDA 


N. Miami Beach 33160 
2320 Northeast 171st Street 
Phone: (305) 945-7644 


Tampa 33609 
4536 W. Kennedy Blvd. 
Phone: (813) 877-9585 


GEORGIA 

Atlanta 30318 

1495 Northside Drive, N. W. 
Phone: (404) 351-5434 


HAWAII 

Honolulu 96819 

3209 Koapaka Street 
Phone:(808) 847-2048 


ILLINOIS 

Melrose Park 60160 
4533 North Avenue 
Phone: (312) 921-2650 


INDIANA 
Indianapolis 46202 
1310 N. Capitol Ave. 
Phone:(317) 639-9515 


MASSACHUSETTS 

Boston 02134 

414 Cambridge Street (Allston) 
Phone: (617) 782-1700 


MICHIGAN 
Southfield 48075 
18650 W. 8 Mile Rd. 
Phone: (313) 358-1000 


MINNESOTA 
Minneapolis 55429 
4315 68th Avenue 
Phone:(612) 561-9080 


MISSOURI 

Kansas City 64108 
1649 Jarboe Street 
Phone: (816) 221-2070 
St. Louis, Mo. 63139 
2348 Hampton Avenue 
Phone: (314) 644-3166 


NEW JERSEY 
Union (Newark) 07083 
945 Ball Avenue 
Phone: (201) 964-1730 


NEW YORK 

New York 10013 

132 Lafayette St. 
Phone: (212) 966-2726 


Flushing 11365 


175-25 Horace Harding Expwy. 


Phone (212) 225-2040 


Syracuse 13201 
700 Marcellus Street 
Phone: (315) 476-4231 


NORTH CAROLINA 
Charlotte 28209 

3601 S. Blvd. 

Phone: (704) 525-4410 


OHIO 


Cleveland 44114 

1234 East 26th Street 
Phone: (216) 621-6329 
Cincinnati 45203 

906 Dalton Avenue 
Phone: (513) 241-2737 
Columbus 43214 

4560 Indianola Ave. 
Phone: (614) 263-0929 


Dayton 45439 
3050 S. Kettering Bivd. 
Phone (513) 298-5281 


OREGON 

Portland 97232 

2755 Northeast Broadway 
Phone: (503) 288-6888 


PENNSYLVANIA 


Philadelphia 19120 
4433-37 Whitaker Ave. 
Phone: (215) 455-7907 


Pittsburgh 15208 
400 North Lexington Avenue 
Phone: (412) 241-8400 


RHODE ISLAND 

East Providence 02914 
973 Waterman Avenue 
Phone: (401) 434-3620 


TENNESSEE 
Memphis 38116 
3104 Bellbrook Drive 
Phone:(901) 332-1350 


TEXAS 

Dallas 75247 

2934 Iron Ridge Street 
Phone: (214) 631-1890 


WASHINGTON, D.C. 20018 


1717 Hamlin Street, N. E. 
Phone: (202) 529-5145 


WASHINGTON 
Seattle 98101 

1918 Minor Avenue 
Phone: (206) 622-4576 


WISCONSIN 
Milwaukee 53222 
10700 W. Burleigh St. 
Phone: (414) 774-3650 


CANADA 

Calgary, Alberta 

4411 Manatoba Street, S. E. 
Montreal, Quebec 
7609 St. Hubert Street 
Quebec City, Quebec 
1199 — 4th Avenue 
Rexdale, Ontario 

171 Carlingview Drive 
Vancouver, B. C. 

1970 Pine Street 


ROCKWELL ...for Power and Precision 


ROCKWELL PORTABLE POWER TOOLS 


ROCKWELL AUTHORIZED SERVICE STATIONS 
AUTHORIZED SERVICE STATIONS 


ALABAMA 
MONTGOMERY 36104. 


ALASKA 
ANCHORAGE 99501... 


ARIZONA 
PHOENIX 85014...... 
TUCSON 85719... 


ARKANSAS 
LITTLE ROCK 72206.. 


CALIFORNIA 
EUREKA 95501...... 
FRESNO 93703.... 
MODESTO 95351 
MONTEREY 93940 


SACRAMENTO 95809... 


SAN DIEGO 92113.......... 


VENTURA 93003... 
CONNECTICUT 


NEW HAVEN 06519.... 


FLORIDA 
JACKSONVILLE 32206 
ORLANDO 32801 
PENSACOLA 32501 


HAWAII 
HILO 96720 


IDAHO 
BOISE 83706. aes 
LEWISTON 83501... 


INDIANA 
ELKHART 46517....... 


IOWA 
DAVENPORT 52801 


DES MOINES 50314........ 


KANSAS 
WICHITA 67202.. 


KENTUCKY 
LOUISVILLE 40204... 


LOUISIANA 


NEW ORLEANS 70113... 


SHREVEPORT 71101.. 


MAINE 
PORTLAND 04101... 


MARYLAND 
BALTIMORE 21202... 
SALISBURY 21801... 


MASSACHUSETTS 
SPRINGFIELD 01105. . 


MICHIGAN 
FLINT 48506 


GRAND RAPIDS 49502... 


MINNESOTA 
ROCHESTER 55901. 


MISSISSIPPI 
JACKSON 39202 


MISSOURI 
SPRINGFIELD 65802. . 


MONTANA 
LIVINGSTON 59047. . 


NEBRASKA 
LINCOLN 68502 
OMAHA 68102... 


NEVADA 
LAS VEGAS 89102. . 
RENO 89502... 


NEW HAMPSHIRE 
KEENE 03431 


Mid-State Electric Motor, 602 S. Decatur Street 
Aero Services Co. Box 1554 


Glenn's Armature Service, 1326 East Indian School Road 
. Electric Motor Co., 1028 E. Broadway 


Fagan Electric, 3401 West 65th Street 


Senn Electric Co. 

... R&R Electric Motor, 1919 E. Home Avenue 
Stanislaus Electric Motor Works, 504 River Road 
Peninsula Power Tool, 551 Del Monte Avenue 

% .Van Alstyne & Son Electric, P. 0. Box 2007 
Frank W. Sloan Electric Co., 2905 Commercial Street 
Channel Electric, 1982 Thompson Boulevard 


New Haven Electric Machine, 689 Congress Avenue 


. Turner Electric Co., 1020 E. 8 Street 
Orlando Armature Works, 600 W. Central Avenue 
Electric Motor Svc., Inc., 124 N. DeVilliers Street 


Hawaii Planing Mill, P. 0. Box 337 


Boise Ignition Co., 111 N. 23 Street 
Smith Electric Motors, 410 Miller Street 


Thunander & Son, 1923 Markle Avenue 


Industrial Engineering Equipt., 122 E. 4th Street 
Puckett Electric Tool Repair, 1104 Keo Way 


. Richmond Electric Co., 1002 W. Maple Street 
.Ellingsworth Auto Electric Co., 1009 E. Broadway 


Beerman Precision Motor Works, 2021 Thalia Street 
McClamrock Machinery Co., 939 Louisiana Avenue 


M & W Electric, 37 Portland Street 


Roland Electrical Co., 418 East Pratt Street 
Salisbury Electric Co., Belmar Road 


Saw Center Inc., 446 Main Street 


F Moore Bros., 2602 Leith Street 
Van Howe Company, 100 Ionia, S.W. 


Major Supply, 116 - 6th Street, N. W. 

Flannigan Electric Motor Shop, Box 8657 
Springfield Electric Co., 1640 E. Trafficway Street 
J. Manzari, P. 0. Box 652 


Authorized Appliance Service Co., 1425 South Street 
Thacker Electric Co., 2209 Cuming Street 


Addison Saw Service, 1536 Western 
Brown-Milberry, 180 Airport Road 


G & R Electric Motor Repairing, 17 Dunbar Street 


MANUFACTURING PLANT 
CUSTOMER SERVICE AND SALES 


ROCKWELL MFG. CO.—POWER TOOL DIVISION. .700 Marcellus St., Syracuse, N.Y. 13201 


NEW MEXICO 


ALBUQUERQUE 87107..... 


NEW YORK 
BINGHAMTON 13905 
BUFFALO 14211. 
KINGSTON 12403. 
ROCHESTER 14609 
ROCHESTER 14609 
SCHENECTADY 12304. 
TUCKAHOE 10707. 
UTICA 13502. . 


NORTH CAROLINA 
DURHAM 27701 : 
FAYETTEVILLE 28302. . 
GREENSBORO 27405 . 
SHELBY 28150... . 
WINSTON-SALEM 27101 


OHIO 

NO. CANTON 44720 
TOLEDO 43606 
YOUNGSTOWN 44512 


OKLAHOMA 
OKLAHOMA CITY 73106 
TULSA 74120... 


OREGON 
EUGENE 97401 


PENNSYLVANIA 
ALLENTOWN 18101.. 
STEELTON 17092 


SOUTH CAROLINA 
CHARLESTON 29403 
GREENVILLE 29602 


WEST COLUMBIA 29169... 


SOUTH DAKOTA 
RAPID CITY 57704... 
SIOUX FALLS 57104 


TENNESSEE 
KNOXVILLE 37901 
NASHVILLE 37203 


TEXAS 

AMARILLO 79107 
CORPUS CHRISTI 78405 
EL PASO 79950 

FORT WORTH 76111... 
HOUSTON 77003... . 
LUBBOCK 77007 

SAN ANTONIO 78207 


UTAH 
SALT LAKE CITY 84107 


VIRGINIA 
NORFOLK 23504 
RICHMOND 23230 
ROANOKE 24013 


WASHINGTON 
SPOKANE 99201 
YAKIMA 98902 


WEST VIRGINIA 
CHARLESTON 25301 


CANADA 


FORT WILLIAM, ONTARIO 


FREDERICTON, N. B. 
HALIFAX, N. S. 
HAMILTON, ONTARIO 
KINGSTON, ONTARIO. . 
LONDON, ONTARIO 
OTTAWA, ONTARIO. 
REGINA, SASK... 
ST. JOHN, N. B. 
SASKATOON, SASK.. 
SUDBURY, ONTARIO 
VICTORIA, B. C. 
WINDSOR, ONTARIO. 
WINNIPEG, MAN. 


Lukes Electric Motor & Machinery Ltd., 318 Notre Dame Avenue 


. Telco Electric Inc., 2906 Fourth Street, N.W. 


5s 3 ete ae H. P. Marsh, 65 Glenwood Avenue 
“United Electric Motors, Inc., 611 Winslow Avenue 
.P. J! Gallagher Sons, 17 Spring Street 


aia ae : . : ; oe - aan tae 209 "Power Specialists, 258 Hayward Avenue 


‘ese 0. G. Schwarz, 430 Atlantic Avenue 

Barrett Electric Service, Inc., 108 Henry Street 
“Authorized Appliance Repair Service, 95 Lake Avenue 
Mather, Evans, & Diehl, 509 Lafayette Street 


Triangle Electric Motors, 947-953 E. Main Street 
: . Highland Lumber Co., Drawer 390 
Power Tool Service, 867 Huffman Street 

Paul Wray Machinery Company, P. 0. Box 612 
Power Tool Service, Inc., 1017 Ivy Avenue 


No. Canton Repair, 110 - 6th Street 
; Electric Tool Supply, 3156 Upton Avenue 
- Moff Master Power Tools, Inc., 5224 Market Street 


Hohmann-Brown Appliance Service, 535 N. Virginia 
Hammond Electric, 1510 East Third Street 


. Eugene Tool Maintenance Co., Box 771 


Curio Electric, 825 So. 5th Avenue 
Electric Service & Machine 


Delta Industrial Electric Co., 990 E. Bay Street 
.. Service Repair Co., P. 0. Box 751 
Service Repair Co., P. 0. Box 732 


Industrial Electric & Supply Co., Inc., 1130 W. Omaha Street 
ee . Malloy Electric Motor, 713 S. Cliff Street 


Tennessee Armature & Electric Co., 312 W. Jackson Avenue 
Tennessee Electric Motor Co., 408 - 6 Avenue, S. 


G. E. Jones Electric Co., 212 N. Polk Street 
Smith Shields Electric Works, 4307 Agnes Street 
aaa Francis Wagner Co., P. 0. Box 1886 
Modern Tool Repair, 2704 East Belknap 

Welders Supply of Houston, 3301 Polk 

.. Brandon & Clark Elec., 2314 Fourth Street 

.. Loyd Electric, 511 El Paso 


Electric Motor & Supply Co., 351 W. Fourth Street 


Caddell Electric Co., 1250 Bolton Street 
Roy’ s Electric Motor Service, 3201 Norfolk Street 
Roanoke Armature Company, 110—8% Street, S.E. 


K & N Electric Motors, Inc., 1311 N. Washington Street 
Cooper Electric Motor Service, 205 S. 4th Avenue 


Ketter Electric Co., 103 Clendenin Street 


Ace Motor Electric, 815 Simpson Street 

Electric Motor Service, Box 33 

Acme Electric & Machine Shop, 5835 Bilby Street 
Electric Motor Service Ltd., 192 Cannon Street, E. 
Boyd Electric Co., Ltd., 825 Portsmouth Avenue 
Toll-Morris Electric, 287 Adelaide Street, S. 

Cam Grant Electric, 204 Lebreton Street 

Electric Motor Service, 1234 Scarth Street 

E. S. Stephenson & Co., Ltd., 15 Dock Street 
Saskatoon General Electric, 415 - 42nd Street 

M. G. Burke Electric Motors, 34 Alder Street, S. 

, John Stefanice Ltd., 2021 Douglas Street 
.Willoughby-Boyle Electric, 558 Tuscarora Street 


. . manufacturer of 
the world’s most complete line of 
tools for use in industry, the build- 
ing and construction trades, auto- 
motive shops, schools and home 
workshops. 


For further information contact. 


In the United States: 


400 North Lexington Avenue 
Pittsburgh, Pennsylvania 15208 


In Canada: 


40 Wellington Street, P. 0. Box 420 
Guelph, Ontario 


In Latin America and Caribbean area: 


The Rockwell Building 
Pittsburgh, Pennsylvania 15208 
Cable Address: ROMCO 


In Europe 


Lechstrasse 6 
8912 Kaufering, West Germany 
Cable Address: Rockwell Kaufering 


In Australia: 


Box 41, P.O. 
Homebush, N.S.W., Australia 
Cable Adaress: Wolftools Sydney 


In Mexico: 


Postes 61 
Col. Molino De Sto. Domingo (Tacubaya) 
Mexico 18, D.F., Mexico 


In South Africa: 


59 Kempston Road 

P. 0. Box 80 

Port Elizabeth, South Africa 
Cable Address: ROCKINT 


For Southeast Asia and the Far East: 


P. & O, Bldg., 12th Floor 

21 Des Voeux Road, Central 
Hong Kong 

Cable Address: ROCKiNTER 


For Any Area Not Shown Above 


Power Tool Exports 

The Rockwell Building 
Pittsburgh, Pennsylvania 15208 
Cable Address: ROMCO 


Distributors throughout the world 


ROCKWELL...for Power and Precision | 


MANUFACTURING COMPANY 
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